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PREFACE 


This publication describes the operational features of a Cray Research/ 
Inc. / I/O Subsystem and is for use by computer operators using a CRAY-1 
Computer/ Models S/1200 through S/4400, all CRAY-l H models, and all CRAY 
X-MP models. 

Section 1 presents an overview of the hardware and software system 
configurations. Section 2 provides the Cray Computer System startup 
procedures. Section 3 describes the Kernel commands. Section 4 
summarizes station commands in general and then presents them in detail 
in alphabetical order. Appendixes include information about error 
messages, lOS dump programs, shutdown procedures, file utilities, disk 
formatting, and online disk device error messoages. 

A description of the I/O Subsystem equipment is available in the I/O 
Subsystem Reference Manual, CRI publication HR-0030. Detailed 
information on the I/O Subsystem software is reported in the lOS Software 
Internal Reference Manual, CRI publication SM-0046, and in the lOS Table 
Descriptions Internal Reference Manual, CRI publication SM-0007. 
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INTRODUCTION 


1 


The Cray Research, Inc. , I/O Subsystem is an integral part of all models 
of the CRAY X-MP and CRAY-1 M Series, and models S/1200 through S/4400 of 
the CRAY-1 S Series Computer Systems. This manual describes the 
operational features of a Cray Research I/O Subsystem running under the 
Cray Operating System (COS) . Figure 1-1 shows a typical hardware 
configuration for a Cray Computer System with a 4-processor I/O Subsystem. 

The I/O Subsystem (lOS) handles disk and tape drive activity and provides 
operator control of COS and its resources. Specifically, the I/O 
Subsystem is used to: 

• Transmit data between the Cray mainframe and I/O Subsystem 
peripherals such as disk units 

• Communicate with front-end ccanputers 

• Facilitate system maintenance 

• Suiiunit jobs through the station (collect and present data to the 
Cray mainframe for processing and receive output from the 
mainframe for distribution to slower peripheral devices) 

• Transfer jobs and data as COS datasets from the 1/0 Subsystem tape 
or disks to Cray mass storage or from Cray mass storage to I/O 
Subsystem tapes, disks, or printers 

• Access interactive COS jobs 

Operator maintenance functions (deadstarting the Cray mainframe and dead 
dumping) are available at the I/O Subsystem when it is linked to the 
channel providing maintenance control of the Cray mainframe. 


HARDWARE CONFIGURATION 


An I/O Subsystem consists of a chassis (see figure 1-2) housing frcmi two 
to four I/O Processors (lOPs) and at least one-half million 64-bit words 
of Buffer Memory. The four types of lOPs are: 

• MIOP Master I/O Processor (required) 

• BIOP Buffer I/O Processor (required) 
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• DIOP Disk I/O Processor (one or two, optional) 

• XIOP Auxiliary I/O Processor (one, optional) 


FRONT-END 




Cray I/O Channel 
100 Mbyte Channel 

100 or 1250 MByte SSD Channels (depending on mainframe type, 
VBSP channels can be attached) 


two 


Figure 1-1. A typical CRAY X-MP Computer System with an 
I/O Subsystem 


In addition to the chassis, the I/O Subsystem consists of the following 
devices, shown in figures 1-3 through 1-7, respectively. 

• Two to four Ampex display/consoles attached to the MIOP and one to 
four display/consoles attached to any of the other lOPs 

• A 9-track, 800 bpi magnetic tape unit housing the Peripheral 
Expander attached to the MIOP 
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le Units attached to the BIOP or DIOP 


) printer/plotter (Peripheral 
the MIOP 

ipacity of 80 megabytes (Peripheral 
the MIOP 

■'_J 



Subsystem chassis 



Display/console 
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Figure 1-4. Peripheral Expander magnetic tape unit 



Figure 1-5. DD-29 Disk Storage Unit 
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Figure 1-8. Peripheral Expander disk storage unit 


The I/O Subsystem can support a maximum of: 

• Three front-end computer interfaces 

• Pour display/consoles per processor 

• 12 DCU-4 or DCO-5 Disk Controller Dnits^ 

• 48 DD-29 or DD-49 Disk Storage Units^ 

If one lOP is dedicated to magnetic tapes (other than Peripheral Expander 
tapes) r the I/O Subsystem can support a maximum of: 

• Three Block Multiplexer controllers 

• 12 Block Multiplexer channels 


I/O PROCESSORS 


The MlOP (Master I/O Processor) is required. The MIOP communicates with 
the Cray mainframe and with the other lOPs. The MIOP supports at least 
two display/consoles r a printer, a magnetic tape unit, and a disk storage 
unit through the Peripheral Expander. The MIOP can support two 
additional display/consoles operating as station consoles, and up to 
three front-end computer interfaces for Cray mainframe/front-end 


t Inclusion of the XIOP reduces disk maximums. 
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communication: up to three CRI interfaces, or up to three NSC (Network 
Systems Corporation) interfaces, which can replace any or all of the CRI 
front’-end interfaces. 

See section 3 of this manual or the lOS Software Internal Reference 
Manual, CRl publication SM-0046, for more information on the NSC adapter. 

The BIOP (Buffer I/O Processor) is also required. The BIOP connects to a 
100 Mbyte channel and transfers data between the Cray mainframe and the 
I/O Subsystem. 

The third and fourth I/O Processors are optional. On a system with four 
lOPs, both the third and fourth can be DIOPs, for driving additional disk 
storage units, or the third can be a DIOP and the fourth an XIOP, for 
controlling magnetic tape devices. On a system with three lOPs, the 
third can be either a DIOP or an XIOF. A second 100 Mbyte channel can be 
configured between the DIOP and the Cray mainframe to improve data 
streaming rates. 

The BIOP and each DIOP include one to four Disk Controller Units, each of 
which controls up to four Disk Storage Units. The Disk Controller Units 
may be any combination of DCU-4 and DCU-5 controllers. The DCU-4 
controller supports DD-’29 Disk Storage Units while the DCU-5 supports 
DD-49 Disk Storage Units. Similarly, an XIOP includes one to three Block 
Multiplexer controllers, each of which includes up to four Block 
Multiplexer channels. 

The magnetic tape devices attach to the XIOP. The tape units supported 
are IBM-compatible 9-track, 200 ips, 1600/6250 bpi devices. 

A Cray Computer System can include disk storage units attached directly 
to the Cray mainframe in addition to those attached to the I/O 
Subsystem. Operator commands applying to mass storage devices affect 
equally disks attached to the Cray mainframe and the I/O Subsystem. The 
Cray Operating System (COS) tracks the location of each disk storage unit. 

The lOPs are connected to each other via an accumulator channel and to 
Buffer Memory via a 100 Mbyte channel. 


SOFTWARE CONFIGURATION 


The I/O Subsystem software is part of the Cray Operating System (COS) . 
As the lOS operator, you are concerned with two parts of the lOS 
software: Kernel software and station software. 
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KERNEL SOFTWARE 


The Kernel software (the Kernel) controls operations of the I/O 
Processors. You control the Kernel software via Kernel aomnands 
entered at a Kernel oonaole. Kernel commands and Kernel consoles are 
so neuned to distinguish them from station oormands and station 
eonsoleSf which are described next, under Station Software. 

You can only enter Kernel commands (see section 3) at a Kernel console, 
and most Kernel commands can be entered only at a Kernel console attached 
to the MIOP. Any display/console connected to the MIOP is a Kernel 
console at deadstart. Following deadstart, all MIOP display/consoles 
other than one Kernel console can be used as station consoles. Each of 
the other lOPs has one Kernel console. 

You initialize Kernel software at I/O Subsystem deadstart (see section 
2) . Through Kernel commands, you initiate the station software (a 
program executing under the control of the Kernel software) . Through 
Kernel commands, you also control the I/O Subsystem's Peripheral Expander 
devices and perform maintenance functions. You control the use of the 
concentrator software that allows front-end computers to communicate with 
the Cray mainframe and use of the interactive concentrator, which allows 
communication with an executing COS job. See section 3 for specific 
information about Kernel commands. 


I/O SUBSYSTEM STATION SOFTWARE 

An I/O Subsystem station is a software package that provides for 
operator communication with COS. A station provides a vehicle for 
entering commands and getting information about Cray system status. (See 
Appendix I for information about the interactive station.) 

Through I/O Subsystem station software, you can submit batch jobs to the 
Cray mainframe from the Peripheral Expander magnetic tape or disk units 
and monitor the progress of the jobs submitted. 

You control station software from a station console. At least one 
station console must be connected to the MIOP, and the MIOP can have up 
to two more station consoles attached to it. 

You initialize station software at the MIOP Kernel console by entering 
the Kernel STATION command (see sections 2 and 3} . Stations require a 
unique LOGON ID for communicating with COS. You establish communication 
between COS and the station with the LOGON station command (see sections 
2 and 4) . 

More than one station can exist. Each station is created via the Kernel 
STATION command (see section 3) . 
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cos designates a station as the mast&v operator station via an 
installation parameter. This parameter is a default^ which can be 
overridden with the OPERATOR command described in section 4 of this 
manual. 

Only one station can serve as the master operator station of a Cray 
Computer System at any given time. Whether or not the station logging on 
is the master operator station depends on its LOGON ID and TID 
parameters. (See the LOGON operator command in section 4.) 

With the master operator station, you have access to commands that 
control COS and manipulate all jobs in the system, control all mass 
storage, and set COS system parameters. If you are using a station other 
than the master operator station, you have access only to commands that 
manipulate the jobs and datasets associated with that particular station. 
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STARTING A CRAY COMPUTER SYSTEM 
WITH AN I/O SUBSYSTEM 


2 


startup is the procedure that brings a Cray Computer System with an I/O 
Subsystem (lOS) to an operational state. The startup procedure consists 
of three parts: lOS deadstart or restart, Cray mainframe startup, and 
lOS station initialization. Startup file creation and maintenance is 
addressed in Appendix F. 

The following summaries are quick reference guides to starting the 
system. The first summary describes startup beginning with lOS 
deadstart; the second summary describes startup beginning with lOS 
restart. 


CRAY COMPUTER SYSTEM DEADSTART SUMMARY 


The following summary is a quick-reference guide to the procedure for 
1) deadstarting the lOS, 2) deadstarting the mainframe, and 
3) initializing the station. This summary is followed by a summary of 
the lOS restart process. Details follow the summaries. 

1. lOS tape or disk deadstart 

a. Set toggle switches on lOS maintenance panel to select unit. 

b. Mount tape or disk. 

c. Press only the IOP-0 MC (MASTER CLEAR on Model A) and DEADSTART 
buttons on the lOS Power Distribution Unit or the lOS chassis. 

Do the next steps at the MIOP Kernel eonsole. 

d. When the message FILE @MT0; (for tape) or FILE @DK0 (for disk) 
appears on the screen, respond by entering 3 followed by a RETURN 
for tape or dir/ filename followed by a return for disk. 

e. Enter date and time in response to prompts on screen. 

2. Mainframe deadstart 

a. At MIOP Kernel console, type START followed by the binary file 
name and the parameter-file parameters. 
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b. Wait for CPU <■-> MIOP CHANNEL INIT and CPU <-> MIOP 
LINKAGE COMPLETE messages. 

3. Station initialization 

a. At MIOP Kernel console^ type STATION. 

b. At station console, type LOGON. 

c. Do station message/response portion of startup if appropriate. 

d. Enter Y followed by a period and press RETURN to check for 
STARTUP CCXiPLETE message. 

e. Enter station commands such as RECOVER and CONSOLE, depending on 
site, and enable additional channels with concentrator commands 
such as NSC and lAIOP, as required. 


STARTUP WITH IQS RESTART SUMMARY 


The following summary is a quick-reference guide to the procedure for 1) 
restarting the lOS, 2) deadstarting the mainframe, and 3) initializing 
the station. Details on both deadstart and restart follow this summary. 

Two methods are available for the lOS restart portion of startup. Try 
method A first; if it does not work, try method B. 

1. lOS restart 

a. Try method A; 

Type CONTROL D at the MIOP Kernel console. If method A works, 
the following message appears: 

SYSDUMP? 

To respond to this message, skip method B and continue. If 
SYSDUMP? does not appear, try method B. 

b. Try method B; 

• Ensure that no tape is ready on the Peripheral Expander tape 
dr ive . 
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• Press only the lOP^O MC (MASTER CLEAR on Model A) and 
OEADSTART buttons on the lOS Power Distribution Unit or the 
lOS chassis (depending on your site) . The following message 
appears: 

SYSDUMP? 

If method B is also unsuccessful, an lOS tape or disk 
deadstart is necessary. Go to the beginning of the first 
summary (Cray Computer System Deadstart Summary) . 

c. Respond to the SYSDUMP? message by requesting a dump as follows, 
if one is required; if not, skip to the next procedure, l,d 
below. 

• Enter Y without a RETURN. 

• If applicable, select the restart parameter YES to indicate 
that a restart can be done from the MIOP Kernel console. 

(See Appendix B in this manual for a description of SYSDUMP.) 

d. If a dump is not required, proceed as follows: 

• Enter N without a RETURN. 

• Enter Y without a RETURN in response to RESTART message. 

• Enter the directory name and file name of the Kernel binary 
previously saved on the Peripheral Expander disk as 
dir/filename. If a directory name followed by a slash is 
entered, a list of all files in the requested directory will 
be displayed. 

• Enter date. 

• Enter time. 

2. Mainframe deadstart 

a. At MIOP Kernel console, type START followed by the binary file 
name and the parameter file parameters. 

b. Wait for CPU <-> MIOP CHANNEL INIT and CPU <-> MIOP 
LINKAGE COMPLETE messages. 

3. station initialization 

a* At MIOP Kernel console, type STATION. 

b. At station console, type LOGON. 

c. Do station message/response portion of startup if appropriate. 
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d. Enter Y followed by a period and press RETUBN to check for 
STARTUP COMPLETE message. 

e. Enter station commands such as RECOVER and CONSOLE, depending on 
site, and enable additional channels with concentrator commands 
such as NSC, and lAIOP, as required. 


lOS DEADSTART DETAILED PROCEDURE 


The lOS is deadstarted when the Kernel software is read from tape or disk 
into the Master 1/0 Processor (MIOP) . To deadstart the lOS, use one of 
two procedures: tape or disk deadstart. 


lOS DEADSTART FROM TAPE 

The I/O Subsystem is deadstarted from a previously created file on tape 
or disk. The following paragraphs describe deadstart from tape. 


Setting the toggle switches 

To deadstart from tape, you must set the toggle switches on the lOS 
maintenance panel to 22 (octal) to select the lOS Peripheral Expander 
tape unit. 


Mounting the tape 

The deadstart tape contains the following first five files: 

FILE 0 TAPELOAD, the tape deadstart program 

FILE 1 DISKLOAD, the disk deadstart program 

FILE 2 DHP, the I/O Processor dump program 
FILE 3 The Kernel 

FILE 4 Overlays for the Kernel and the station 

Mount the deadstart tape on the lOS Peripheral Expander tape unit (figure 
1-4). 


Loading the deadstart program 

Load file 0, the deadstart program TAPELOAD, into the MIOP by pressing 
only the IOP-0 MC (MASTER CLEAR on Model A) and DEADSTART buttons on the 
Power Distribution Unit or lOS chassis maintenance panel (depending on 
your site) . 
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Loading the Kernel 


Respond to the prompt PILE @MT0: at the MIOP Kernel console by entering 3 
(for file 3) and pressing RETURN, so that TAPELOAD can read the Kernel 
software into the MIOP. 

The Kernel goes through its initialization sequence, reads the overlays 
from file 4, and displays the following message on the Kernel console of 
each I/O Processor (lOP) ; 


lOP-n KERNEL, VERSION x,xx SNaw, site, rm/dd/yy hh:mt:88 


n 

Number designating the I/O Processor where the console 
is attached 

x,xx 

Software version number 

an 

Mainframe serial number 

site 

Installation location 

mm/dd/yy 

Kernel assembly date 

hh:rm:88 

Kernel assembly time 

The following message can appear on the BIOP or DIOP display only, 
indicating that the configured system disk has not responded to attempts 
to select it* The disk might be disabled at the lOS Power Distribution 
Unit cabinet or at the disk unit itself (maintenance mode) . 


DISK NOT READY CH m 


Entering the date and time 

Next, a prompt is issued at the MIOP Kernel console for the current date: 
ENTER DATE; 

Enter the date in the following format: 
im/dd/yy 

If the year entered does not match the year configured in the system, the 
following warning message is displayed: 

WARNiNGi Entered year does not match system-configured year. 

Reenter the date. This time the year will be accepted even if it still 
disagrees with the system configuration. 


SG-0051 


2-5 


D 


To change the system-configured year, use the I ©YEAR installation 
parameter described in the COS Operational Procedures Reference Manual, 
CRI publication SM-0043. 

The following display then appears at the MIOP Kernel console: 

ENTER TIME: 

Enter the time in the following format: 

hh:rm:86 

To start the mainframe, go to the mainfrcune startup description (START 
command) in this section. 


I OS DEADSTART PROM PERIPHERAL EXPANDER DISK 

The deadstart disk is readied by a CRI systems analyst. The formatting 
routine for the 80 Mbyte disk, F80M, is described in Appendix L; 
initializing and copy routines are described in Appendix F of this manual. 


Setting the toggle switches 

To deadstart from disk, you must set the toggle switches on the lOS 
maintenance panel to 60 (octal) to select the lOS Peripheral Expander 
disk unit. 


Mounting the disk 

The disk contains the following files: 

DISKLOAD Copied by INIT (Appendix F) from the deadstart tape file 1 

DMP Copied by INIT from the deadstart tape file 2 

Kernel Copied by COPY (Appendix F) from the deadstart tape file 3 

to some directory with a 2-part name of the form: 
dir/ filename (directory and filename) 

Overlays Copied by COPY from the deadstart tape file 4 to some 
directory with a name of the form: dir/ fitencme.OV , 
where dir/ filename is the Kernel filename. 

Mount the deadstart disk on the lOS Peripheral Expander disk unit (figure 

1-5) . 
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Loading the deadstart program 


Load the disk deadstart program^ DISKLOAD, into the MIOP by pressing only 
the IOP-0 HC (MASTER CLEAR on Model A) and DEADSTART buttons on the Power 
Distribution Unit or lOS chassis maintenance panel (depending on your 
site} . 


Loading the Kernel 

Respond to the pron^t FILE @DK0: at the MIOP Kernel console by entering 
either the directory name (<fiP) to get a menu display of all files in 
the requested directory or the Kernel filename (dir/ filename) to load 
the Kernel, and press RETURN. DISKLOAD reads the Kernel software into 
the MIOP from dir /filename. 

The Kernel goes through its initialization sequence, reads the overlays, 
and displays the following message on the Kernel console of each I/O 
Processor (lOP) : 

lOP-n KERNEL, VERSION x,xx SNan, site, rm/dd/yy hhtmmtss 


n 

Number designating the I/O Processor where the console 
is attached 

x,xx 

Software version number 

en 

Mainframe serial number 

eite 

Installation location 

rm/dd/yy 

Kernel assembly date 

hh:im:88 

Kernel assembly time 

The following message can appear on the BIOP or DIOP display only, 
indicating that the configured system disk has not responded to attempts 
to select it. The disk might be disabled at the lOS Power Distribution 
Unit cabinet or at the disk unit itself (maintenance mode) . 


DISK NOT READY CH rtn 


Entering the date and time 

Next, a prompt is issued at the MIOP Kernel console for the current date: 
ENTER DATE: 

Enter the date in the following format: 
rm/dd/yy 
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If the year entered does not match the year configured in the system, the 
following warning message is displayed: 

warning! Entered year does not match system-configured year. 

Reenter the date. This time the year will be accepted even if it still 
disagrees with the system configuration. 

To change the system-configured year, use the l@yEAR installation 
parameter described in the COS Operational Procedures Reference Manual, 
publication SM-0043. 

The following display then appears at the MIOP Kernel console: 

ENTER TIME: 

Enter the time in the following format: 

hh:im:8e 

To start the mainframe, go to the mainframe startup description (START 
ccmunand) in this section. 


STARTUP WITH IQS RESTART DETAILED PROCEDDBE 


You can restart the I/O Subsystem from files that were restarted from 
previously saved on an expander disk. Begin restart from disk in one of 
two ways, depending on whether or not the system is accepting 
interrupts. First try method A: type CONTROL D. (If typing CONTROL D 
does not work, skip to method B.) 


USING CONTROL D (METHOD A) 

If the system is accepting interrupts, typing CONTROL D at the MIOP 
Kernel console causes the SYSDUMP? message to appear. Use method B, 
which follows, if typing CONTROL D does not work. If method A is 
successful, skip method B and continue. 


USING THE IOP-0 MC AND DEADSTART BUTTONS (METHOD B) 

First, ensure that no tape is ready on the Peripheral Expander tape drive 
and that no disk is ready on the Peripheral Expander disk drive. Then 
press only the IOP-0 HC (MASTER CLEAR on Model A) and DEADSTART buttons 
on the lOS Power Distribution Unit or the I/O Subsystem chassis to cause 
the SYSDUMP? message to appear. 
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If both methods are unsuccessful, a tape or Peripheral Expander disk 
deadstart is necessary. Use the lOS deadstart procedure followed by the 
mainframe startup and station initialization procedures (see the Cray 
Computer System deadstart summary or detailed discussions in this 
section) . 


RESPONDING TO THE SYSDUMP? MESSAGE 

If a system dump is required, continue with this procedure; if a dump is 
not required, skip this procedure. 


Requesting a dump 
To request a system dump: 

1. Enter Y without a RETURN, 

2. If applicable, select the restart parameter YES to indicate that 
a restart can be done from the MIOP Kernel console. (See 
Appendix B in this manual for a description of SYSDUMP.) 


Continuing IQS restart without a dump 

If a dump is not required, proceed as follows: 

1. Enter N without a RETURN. 

The following message appears: 

RESTART? 

2. Enter Y without a RETURN. The next message is: 

RESTART FILE @DK0: 

3. Enter the directory name and file name of the Kernel binary 
previously saved on the Peripheral Expander disk as 
dir/fit&n<me» If a directory name followed by a slash is 
entered, a list of all files in the requested directory will be 
displayed. 

The following message is displayed on the Kernel console of each I/O 
Processor (lOP) : 

lOP-n KERNEL, VERSION x,xx SNsn, eite, rm/dd/yy hh:im:88 

n Number designating the I/O Processor where the console 

is attached 
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x»xx 

Software version number 

an 

Mainframe serial number 

site 

Installation location 

rm/dd/yy 

Kernel assembly date 

hh:rm: 88 

Kernel assembly time 


The following message can appear on the BIOP or DIOP display only, 
indicating that the configured system disk has not responded to attempts ' 
to select it. The disk might be disabled at the lOS Power Distribution 
Unit cabinet or at the disk unit itself (maintenance mode) . 

DISK NOT READY CH rm 

The MIOP Kernel console displays: 

ENTER DATE: 

Enter the current date in the following format: 
rm/dd/yy 

If the year entered does not match the year configured in the system, the 
following warning message is displayed: 

WARNING! Entered year does not match system-configured year. 

Reenter the date. This time the year will be accepted even if it still 
disagrees with the system configuration. 

To change the system-configured year, use the I0YEAR installation 
parameter described in the COS Operational Procedures Reference Manual, 
publication SM-0043. 

The console then displays: 

ENTER TIME: 

Enter the time in the following format: 
hh:rm: 86 

To start the mainframe, see the START command described next under 
mainframe startup. 
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MAINFRAME DEADSTART 


To deadstart the Cray mainfrante after deadstarting or restarting the I/O 
Subsystem, enter the START Kernel command with its parameters for the two 
required files at the HIOP Kernel console. The two required files are: 

• Binary file containing the operating system code 

• Parameter file 

The CRI systems analyst creates the parameter file, using procedures 
defined in Appendix F of this manual. 

The START command tells the lOS Kernel program where the files required 
for deadstart are stored and establishes the link between the lOS and the 
mainframe. 

As reflected by the START command parameters <see the following 
definitions) , each of the two mainframe startup files can be stored on 
either magnetic tape or expander disk. 

The command syntax conventions used in the START command format below are 
summarized in table 4-2. 


Format : 


l^VSTunittnum \ 

l^A'Sunitinum 

START \[^lifiunitt\[dir/\file\ 

[dir/] file [,EDJ 


@TT 


Parameters : 
@HT 
unit 
num 
dir 

^K 

file 

eTT 


Peripheral Expander tape device 
Unit number (0-9) 

Physical file number on tape (0-9999) 

Directory name on disk; maximum of 15 alphanumeric 
characters 

Peripheral Expander disk device 

File name on disk; maximum of 15 alphanumeric characters 
Parameter file is to be input from console 
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ED Option to route the parameter file through the editor 

before going to the mainframe. This option cannot be 
specified with the @TT parameter. 

If a device is not specified, the expander disk unit 0 is used. If a 
directory name is not specified, the default directory (see the DEP 
utility in Appendix F) is used. 


Examples : 

START eMT0:5 @MT0;6 

In this example, the COS binary file is file number 5 and the parameter 
file is file number 6. Both are on tape unit 0. 

START @DKO:ABC/COS @DK0 :XYZ/DEADSTART 

In this example, the COS binary file is COS in directory ABC, and the 
parameter file is DEADSTART in directory XYZ. Both files are on disk 
unit 0. 

START ABC/COS DEADSTART 

In this example, the COS binary file is COS in directory ABC, and the 
parameter file is DEADSTART in the default directory (see the DEF utility 
in Appendix F) . Both files are on the default device, disk unit 0. 

A parameter file that was saved previously can be modified by the edit 
utility (described in Appendix F) as follows: 

START COS DEADSTART, ED 

After you enter the START command, a CPU <-> MIOF CHANNEL INIT 
message appears on the MIOP display /console. Then wait for the CPU 
<-> MIOP LINKAGE COMPLETE message to appear. If mainframe deadstart 
is not successful, error messages are displayed instead of the CPU 
<-> MIOP LINKAGE COMPLETE message. Although causes for failure are 
generally site-specific, feasible courses of action are to initiate a 
dump (see Appendix B) or to try again. 
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STATION INITIALIZATION 


The next phase in bringing a Cray Computer System to an operational state 
is to bring up the station software. 

1. Initialize the station software by entering the STATION Kernel 
command at an MIOP Kernel console: 

STATION [ nWOT] 

(The STATION Kernel command is explained in detail in section 3 
of this manual.) 

The following information appears at the console specified by the 
nim parameter of the STATION command (num might be a default 
value) : 

CRAY STATION, VERSION X.XX 

2. Establish communication between the station and the Cray 
mainframe by entering the LOGON station command at the 
initialized station console: 

LOGON Hd] 

(The LOGON station command is explained in detail in section 4 of 
this manual.) 

3. At the master operator station (described in section 1), respond 
to all messages that occur during startup. The display /console 
responds to LOGON by beeping and displaying an M (as shown in 
figure 4-1) at the top of the screen to indicate that a 
response-required message is waiting. Display the station 
messages by entering the STMSG station command (section 4) : 

STMSG 


The messages that appear at this time have the following general 
format and content: 

megnum time Problem-epeoifie prcmpt requiring 

analyst interaction or ENTER GO or 
SKIP or CONTINUE 
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To ignore the messages and continue with startup, use the REPLY 
response with GO, SKIP, or CONTINUE, as indicated by the STMSG 
display. An example of this type of response is: 

REPL Y msgnwn W 

If any other response is required, see the CRI systems analyst. Because 
all messages potentially require interaction with the CRI systems 
analyst, they are documented for the analyst in the COS Operational 
Procedures Reference Manual, CRI publication SM~0043. 


4. Check for the STARTUP COMPLETE message by entering the following 


y. 

RETURN 

5. Depending on the site,^ you typically enter the following 
station commands, described in section 4, to complete the 
procedures that bring the system to an operational state: 


STATUS 

RECOVER 

LIMIT 

CHANNEL n ON 
CONSOLE 1 


As required, also enter the NSC and lAIOP concentrator commands 
(described in section 3) to enable additional channels. 


t The COS Operational Procedures Reference Manual, CRI publication 
SM-0043, provides more information about commands necessary for this 
phase of startup. 
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KERNEL COMMANDS 


3 


The Kernel progrcim in the Master I/O Prcx:essor (MIOP) allows you to 
control the I/O Subsystem (lOS) via the commands you enter at a dedicated 
console (the Kernel console) . These commands are called Kernel 
commands* Kernel commands are not recognized by the station software. 

For an overview of the Kernel software, see section 1. 


KERNEL CONSOLE 


The display /console at which Kernel commands are entered is called the 
Kezmel console. A Kernel command can be entered only at a Kernel 
console, and most Kernel commands can be entered only at an MIOP Kernel 
console * 

All display/consoles are Kernel consoles when the I/O Subsystem is 
deadstarted; one console is dedicated to the MIOP Kernel by default* 

This console cannot be dedicated to station software; attempting to 
assign this console to station software results in the following message: 

CRT NOT AVAILABLE FOR ASSIGNMENT 


See the CONSOLE command in section 4 for more information about console 
assignment to a station* 

Since all MIOP consoles are initially Kernel consoles, any MIOP console 
can be used to enter Kernel commands when not dedicated to the station* 


All Kernel operator messages, including Peripheral Expander tape mount 
requests and device error messages, are directed to this console* 

The following special keys on the Kernel console are recognized by the 
Kernel command processor* 


RETURN 

ROBOUT or DEL 

CONTROL-A 

CONTROL-D 


Initiates the command 

Backspaces and erases one character on the entry line 
Repeats the last input line 

Calls SYSDUMP* (See Appendix B of this manual*) 
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CONTROL-H 
CONTROL-U 
CONTROL-X 
Right arrow 
Left arrow 


Backspaces one character but does not erase 
Deletes the entire entry line 

Repeats the last input line and initiates the cononand 
Moves cursor right one character (CONTROL-L) 

Moves cursor left one character <CONTROL-H) 


TYPES OF KERNEL COMMANDS 


A Kernel coiamand consists of a unique command verb that can be 
accompanied by parameters* Table 4-*2 describes command syntax 
conventions. A Kernel command is executed when you press the RETURN key 
on the Kernel console. 

Some commands are operator responses requested by the Kernel. 

The following types of Kernel commands are described in this section. 

• initialization 

• Concentrator 

• Device 

• Peripheral Expander tape and disk mount responses 

• Miscellaneous maintenance 

The following types of Kernel commands are described in other sections of 
this publication: 

• START command to deadstart the Cray mainframe (section 2) 

• I/O Subsystem file editor commands (Appendix F) 

• File utility commands (Appendix F) 


INITIALIZATION COMMANDS 

Initialization commands allow you to initialize software and prepare the 
Cray Computer System for job processing. 


CRAY command 


The CRAY command initializes the link between the lOS and the Cray 
mainframe. This link must be established before messages (station 
messages and disk I/O requests) can be exchanged. 
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Typically, the link between the lOS and the mainfrcune is established via 
the START command described in section 2. However, you can enter the 
CRAY command at the Kernel console when you have restarted the lOS but 
not the mainframe. 


Format: 


CRAY 


When the link is successfully established, the following messages appear 
on the Kernel console: 

CPU <•-> MIOP CHANNEL INIT 

CPU <-> MIOP LINKAGE COMPLETE 

If an error is encountered, the message is issued: 

CPU NOT RESPONDING - RETRY? 

or 

LOW SPEED CHANNEL DATA ERROR 

DATA EXPECTED: XXOCXXX 

DATA RECEIVED: yyyyyy 

CONTINUE? 

Enter Y (yes) to attempt initialization again; enter N (no) to 
terminate. Upon termination, the following message is issued: 

CPU <-> MIOP LINKAGE FAILED 

STATION command 


To initialize the I/O Subsystem station software, enter the STATION 
Kernel command (also described in section 2) . 


Format: 


STATION [num] 


mon Number (0-3) of the console attached to the MIOP. If not 

specified, a default console is selected. The default 
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at any console other than the Kernel console is the console 
at which the command is entered. The default at the Kernel 
console depends on the I/O Subsystem con£i 9 uration. 

Consult a Cray Research systems analyst for the I/O 
Subsystem configuration. The Kernel console cannot be 
assigned as an lOS station software console. 


NOTE 

The STATION Kernel command described here and the 
STATION command described in section 4 are not the 
same; they perform different functions. 


To establish communication between COS and a station, see the LOGON 
station command described in sections 2 and 4. 


MASTER command 


The I/O Subsystem must know the ID of the master disk device, which 
contains the startup files and is normally set up at Installation time. 
The master disk device ID is the channel number and the I/O Processor to 
which the master disk device is connected, and is also the device type. 
The master device ID is set to channel 20, IOP-1, DD29 by default during 
lOS deadstart. The MASTER command is used to verify or change the master 
device ID. 

TO verify the master device ID, enter the MASTER command without 
parameters . 


Format : 


MASTER 


The console displays the channel, lOP number, and device type, 
respectively, as follows: 

MASTER 20-1 DD29 

At the direction of the CRI systems analyst, use the MASTER command to 
change the master device ID when the master disk device is not at that 
location. To change the master device ID, enter the MASTER command, with 
the new ID as the parameter. 
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Format: 


MASTER chan-iop [type] 


ohan New channel number 

■iop New lOP number, as follows: 

1 BIOP 

2 IOP-2 (if it is a DIOP) 

3 IOP-3 (if it is a DIOP) 

type Optional device type. If type is not specified, the 

master device type remains unchanged. Options are: 
DD19 DD-19 Disk 
DD29 DD-29 Disk 
DD49 DD-49 Disk 

The new channel number, IOP number, amd device type are displayed. 


CONFIG command 


The CONFIG Kernel command displays the status of configured peripheral 
devices. Use this command at any time to determine the availability of a 
configured device. 


Format : 


CONFIG Hop] 


The CONFIG command displays the following IOP configuration information. 

• Identification of the device attached to each channel 

• Operational status of each device 

• Composition of Local (MIOP) Memory: 

Number of Disk Activity Links (DALs) 

Number of 40003 -parcel 1/0 buffers 
Number of software stacks in Buffer Memory 
Number of parcels allocated for overlays 

• Amount of Buffer Memory assigned to the I/O Processor (in 512-word 
blocks) 
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• The Kernel operator console channel number for the I/O Processor 
(displayed with an asterisk preceding the number) 

iop Number of the lOP (0-3) to be displayed. The default is 

the number of the IOP attached to the console at which the 
command is entered. 


NOTE 

The CONFIG Kernel command described here and the CC^FIG 
command described in section 4 are not the same; they 
perform different functions. 


HELP command 


The HELP command displays helpful information on all Kernel commands. 


Format : 


HELP [omd] 


cmd Name of command for which help is desired. If nullr all 

Kernel commands are listed. If not unique, all possible 
choices are listed. 


TTY command 


The TTY command allows you to assign an MIOP console other than the 
kernel console for use as a special-purpose terminal. This 
special-purpose terminal permits communication with the Cray mainframe in 
an operating system environment that is unique to certain sites. The TTY 
c(»mnand is used only in selected Cray sites that use the special-purpose 
terminal. The TTY command is not used with the Cray Operating System 
(COS) . 


NOTE 

The TTY command should not be invoked when the Cray 
Operating System is active and should be used only at 
Cray sites which use the special-purpose terminal. 
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Format : 


TTY d&o [funo] 


Octal device address of terminal; for example # 40. 

Specifies start of terminal session. Determines how the 
special purpose terminal and the mainframe interpret^ 
echo, and process all characters. Omitting this parameter 
starts the terminal session in cooked-input mode. (A 
discusssion of cooked- and raw-input modes follows the 
parameter descriptions.) 

END Stop terminal session 

TABS Change tab stops, up to 10 decimal integers 

(default is 1, 9, 17, 25, 33, 41, 49, 57, 65, and 
73) 

During input mode, the following conditions apply. 

• Your use of the carriage return or newline on the special-purpose 
terminal sends a line to the mainframe 

• Tab characters sent from the mainframe are Interpreted at the 
terminal 

Use the following characters to edit your text. These characters are not 
sent to the mainframe. 


dev 

funo 


Character 


Description 


CONTROL-a 

CONTROL-e 

CONTROL-u 

CONTROL-x 

DEL 

<— 

-> 


Recall last line 

Toggle Insert mode 

Erase current line 

Recall and execute last line 

Delete character to left of cursor (rubout) 

Cursor left (left arrow) 

Cursor right (right arrow) 


Non-printable or control characters are interpreted depending on the 
terminal being used. 


CONCENTRATOR COMMANDS 

Concentrator commands allow you to control the mainframe/front-end link 
activities. This subsection describes three types of concentrators: one 
type is for communication with a CRI front-end interface; another 


SG-005i 


3-6.1 


D-01 




communicates with an NSC (Network Systems Corporation) adapter; and a 
third supports interactive coiwnunication with COS through the 
d isplay/console . 


Communication with CRI front-end interface 


The I/O Subsystem concentrator ccanmunicates with a CRI front-end 
interface. The concentrator serves as a link between the Cray mainframe 
and front-end computer systems attached to the I/O Subsystem via 6 Mbyte 
channels. 
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CONC conunand - The CONC command initiates the concentrator. A 
concentrator can be implicitly Initiated during startup or can be 
initiated by the station CHANNEL ON command. If the concentrator is 
terminated (see the ENDCONC conunand following ) , the CONC command roust be 
used to re-initiate it. 


Format: 


CONC [Gh\ 


oh Number pair (0-2 ) , which maps to a channel pair connecting 

the I/O Subsystem to the front-end computer system. The 
default is 0. Consult a Cray Research system analyst for 
the I/O Subsystem configuration. 

If successful, initialization is recognized with the following message: 

CONCENTRATOR NUMBER oh INITIALIZED 

ENDCONC command - To terminate the concentrator, which is implicitly 
initiated by the START command or explicitly via the CONC command, enter 
the ENDCONC command. 


Format : 


ENDCONC [eh] 


oh Number assigned in CONC statement when CONC was used to 

initiate the concentrator 

When all resources are released, the following message appears: 
CONCENTRATOR NUMBER oh TERMINATED 


Communication with an NSC A13Q adapter 

The I/O Subsystem NSC driver serves as a link between an lOS concentrator 
and a front-end computer or computers through an NSC (Network Systems 
Corporation) A130 adapter. (See the NSC messages section. Appendix J of 
this manual, for specific NSC message descriptions.) 
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NSC command - The NSC coiamand initiates the NSC driver. The NSC driver 
can be implicitly Initiated during startup or can be initiated by the 
station CHANNEL ON command. Enter the NSC command to re-initiate the NSC 
activity if it has been terminated. 

Format : 


NSC ovd 


ord Ordinal that corresponds to a physical lOP channel pair. 

To determine which ordinal to enter, examine the MIOP 
CONFIG display. 

NSCEND command - To terminate an active NSC driver, use the NSCEND 
command . 


Format : 


NSCEND ovd 


ord Ordinal corresponding to a physical lOP channel pair. To 

determine which ordinal to enter, examine the HIOP CONFIG 
display (see the CONFIG command in section 4) . 

Termination messages appear for each ID terminated and an error message 
appears if an invalid ordinal number is specified. See Appendix J for 
specific error message descriptions. 


Interactive communication with COS 


The interactive concentrator gathers messages from the consoles, sends 
them to the Cray mainframe, receives responses, and distributes them to 
the console routines, which handle input and output to and from the 
consoles and prepare messages to be sent to COS via the interactive 
concentrator. (Only the concentrator C(xnmands are included in this 
section; see Appendix I for more information on the interactive station.) 

Interactive concentrator commands must be entered at the MIOP Kernel 
console and followed by a RETUKN. 

lAlOP command - The lAIOP command initializes the interactive 
concentrator. The interactive concentrator must be initialized to bring 
up an Interactive console. 
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Format : 


lAIOP 


lAIOP LOG command — The lAIOP LOG command logs on the interactive 
concentrator and initializes it if it is not already initialized. 


Format: 


lAIOP LOG [id\ {tid\ 


id Optional 2-character identifier used by COS to associate 

messages and data with this console; the default is II. 

tid Optional 8-character operator station identifier; this 

parameter has a default of 0. 

lAIOP POLL command - By default, each console's message buffer is checked 
every tenth of a second for a line of input ready to be transferred to 
the Cray mainframe. The length of time between checks can be changed 
with the POLL command, which must be followed by a RETURN. 


Format : 


lAIOP POLL nn 


nn Interval, in decimal tenths of a second, between checks for 

input 

lAIOP LOGOFF command - Before the interactive concentrator can be 
terminated, all interactive consoles must be terminated with the lAlOP 
LOGOFF command. This conunand must be followed by a RETURN. 

The lAIOp LOGOFF command logs off the interactive concentrator . 


Format: 


lAIOP LOGOFF 
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lAIOP END conunand - The lAlOP END command terminates the interactive 
concentrator and logs it off if it has not already been logged off. This 
command must be followed by a RETOPN. 

Format: 


lAIOP END 


lACON command - The lACON command initializes an MIOP console other than 
the Kernel console for use as an interactive station console. 

Interactive station commands can only be entered at such a console. 
Interactive station commands are described in Appendix I. 


Format: 


lACON 


DEVICE COMMANDS 

The Kernel device commands summarized in table 3-1 allow you to control 
device status or communicate with the program controlling the device. 
These commands are used most frequently after a request requiring 
operator action (such as tape mount request) has occurred. 

As the operator, you need not be concerned with the initial configuration 
of Peripheral Expander devices. Mnemonics for accessing Peripheral 
Expander devices are associated with the devices at system deadstart. 
However, these commands allow you to alter the device configuration by 
enabling or disabling devices. 

Through these commands you can also restart or abort a process after an 
error has been encountered. Appendix E contains a list of the Peripheral 
Expander device error messages and recommended responses. 

When a request requiring operator action or an error requiring operator 
response occurs, the following message appears on the Kernel console and 
1/0 is suspended on the device until you enter one of the commands in 
table 3-1: 

*** RESPOND *** [RESUME, ABORT, RESTART] *** 
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Table 3-1. Device commands 


Command 

Function 

ABORT 

Terminates input or output 

DISABLE 

Places the device offline. A program using the device is 
allowed to perform I/O and terminate normally. 

ENABLE 

Places the device online 

RESTART 

Terminates input or output. If the station was performing 
output staging, the transfer is postponed and the dataset 
staging operation is reinitiated later. 

RESUME 

Resumes input or output on the designated device 


A device command has the following general format: 


ocmnand device 


conmznd One of the commands listed in table 3-1 
device One of the following local device mnemonics; 


Mnemonic Device 


@MT0 Magnetic tape unit 

@PR0 Printer/plotter 

@DK0 Disk unit 


PERIPHERAL EXPANDER TAPE MOUNT MESSAGES 

When the source or destination device for a staged dataset is a 
Peripheral Expander magnetic tape unit, a tape mount request message 
appears on the Kernel console. A tape mount request has two forms, 
depending on the staging direction. (Mount request/response information 
for magnetic tape devices other than the Peripheral Expander is provided 
in Appendix G.) 
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The mount request for datasets staged frcm the I/O Subsystem to the Cray 
mainframe Isi 

@MT0;nuw PLEASE MOUNT TAPE FOR READING, lD=i<i 

The mount request for datasets staged from the Cray mainframe to the I/O 
Subsystem is: 

@MT0:wta» PLEASE MOUNT TAPE FOR WRITING, TD=id 

nwn is the file number of the tape to be read or written. The id 
does not appear on the screen if the mount request is the result of a 
save or SUBMIT station command, if the mount request is the result of a 
COS DISPOSE, FETCH, or ACQUIRE job control statement processed at the 
Cray mainframe, the "id that appears is taken frcmi the first word of the 
TEXT field of the COS DISPOSE, FETCH, or ACQUIRE control statement. 

If the following prompt message is displayed on the Miop console, the 
response must be one of the device commands described in table S'*!. 

*** respond *** I RESUME, ABORT, RESTART] *** 


PERIPHERAL EXPANDER DISK MOUNT MESSAGE 

When the destination device for a staged dataset is a Peripheral Expande 
disk unit, a disk mount request message appears on the Kernel console if 
the requested disk is not mounted. 

@DKO: PLEASE MOUNT DISK FOR 10, ID=id 

id is taken from the first word of the TEXT field of the COS DISPOSE 
control statement, "id is compared to the ID field in the disk label 
created when the disk was initialized (see the INIT utility in Appendix 
F) . 


MISCELLANEOUS MAINTENANCE COMMANDS 


Miscellaneous maintenance commands are used by the CRI systems analyst. 


• LISTP 

• LISTO 

• UBTAPE 

• PRTAPE 

• ERRDMP 

• ERROR 

• TIME 

• CLOCK 


Lists all defined Kernel halt codes 

Lists all defined overlays in the I/O Subsytem 

Prints tape files after unblocking 

Prints tape files that are unblocked 

Dumps the error log buffer 

Turns the error log channel on or off 

Displays the date and time 

Sets and displays the date and time 
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LISTP cominand 


LISTP prints a list of all currently defined Kernel halt codes. 

If the I/O Subsystem detects an irrecoverable hardware error or an 
inconsistency in the software, it stops processing; all processors halt 
and display the following message at all Kernel consoles: 

lOP - n HALT error oode 


n Processor that detected the error 

error oode Error code number 

MIOP consoles display a current log of memory errors detected by the 
Error Log channel. For a description of the display format, see the 
ERROR station command in section 4. 

Normally, dumping the I/O Subsystem is advisable when an error halt 
occurs (for information about dumps, see Appendix B of this manual). 

The format and results of the LISTP command are as follows. 


Format : 


LISTP 


Results : 


Code 


Meaning 


000 

001 

002 

003 

004 

005 

006 
007 
010 

011 

012 

013 

014 

015 

016 


No error code specified on $PUNTIF macro 
Local memory error (always hardware) 

Buffer Memory error on deadstart (always hardware) 
Buffer Memory error (always hardware) 

100 Mbyte channel error (always hardware) 

Invalid message received from CPU 

Invalid parameter in disk request from CPU 

Program was executing at location 0 

Local memory location 0 was overwritten 

Undefined message received on lOP communication channel 

Overlay does not exist 

Station stack overflow or underflow 

Local memory buffer not available 

Buffer memory disk buffer not available 

Invalid local buffer release call 
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Code Meaning 

017 Buffer Memory incorrectly configured 

020 lOP message channels incorrectly configured 

021 SMOD is too large for area on Buffer Memory 

022 Invalid local memory address 

023 Illegal interrupt program sequence code 

024 Stop request received from CPU 

025 6 Mbyte channel error (always hardware) 

026 Block number validation trap 

040 Block Mux interrupt processor error 

041 Bad CRW address in device table 

042 Block Mux start I/O error 

044 Block Mux configuration error 


LISTO command 


This command provides a listing of all defined overlays in the system. 
The listing is helpful when analyzing a dump of the I/O Subsystem 
software. 


Format ; 


LISTO 


An example of the first five lines of LISTO output follows: 


(to 

Ou 1 Home 

Bi 

BM-Llpr 

BM-Liur 

m 


04^3 

^JQ 

BIT A 22 


CW.L 

121A 

00 

Q^GP.T?- 


■:rnrT'‘: 

12t.0 

00 

Gzm.v 

11 

I-:* 

GAT A 

00 

0220313 

LA 

1 lor-f *f=f j 

IG2A 

00 

0225VG1 


Mo 

Ou 1 

Size 

0tm.lpr 

EM-Lwr 

01 

fXON 

2004 

00 

017S4B 

04 

•IRRO 

0240 

00 

CC0526 

orr 

lROY 

075G 

00 

0Z1303 

12 

DKIOEX 

0174 

00 

022155 

15 

HPLono 

G4B0 

00 

023003 


No 

0*' 1 Noire 

St ZQ 

Pfi-Ubt- 


02 

«f5G 

0520 

00 

020147 

05 

CC*31 

1104 

00 

O2O0iX; 

.10 

DT5K 

IBDl 

ixt 

021475 

13 

lp»-4:«:k 

irio 


0222 H 

J6 

OBIT 

0704 

m 

0>?i rr 
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UBTAPE command 


The UBTAPE command unblocks a single, specified blocked file on I/O 
Subsystem tape and sends it to the I/O Subsystem printer. 


Format; 


UBTAPE fnl fb[ lb]] 


fn File number 

fb First block in file to unblock and print. The default is 

0 , which is the first block in the file. 

lb Last block in file to unblock and print. The default is 

the last block in the file. 


PRTAPE command 


To print tape files that are already unblocked, enter the PRTAPE command. 


Format ; 


PRTAPE //( If] 


ff Number of the first file to be printed 

If Number of the last file to be printed. The default is 

PRTAPE interprets ASCII carriage return (ISs) and new line (I 23 ) 
characters as end-of-line characters. Lines that are too long are 
wrapped around. Blanks are substituted for unprintable characters. 


ERRDMP command 


The error log buffer is a circular 512-word buffer maintained in Buffer 
Memory. Each error logged on the error channel is entered into the error 
log buffer. 
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The most recent error of each type is kept in Local Memory along with a 
count of the total errors. The ERROR station command (section 4 of this 
manual) displays the most recent data on the station console. If a more 
extensive error report is necessary, the error log buffer must be dumped 
with the ERRDMp ccxnmand. The error log buffer is dumped to the printer 
in the same format used by the ERROR station command. The errors are 
dumped from most recent to least recent. 

To dump the error log buffer, enter the ERRDMP command. 


Format : 


EKRDMP 


ERROR command 


This Kernel command (as distinguished from the ERROR station command 
discussed above and in section 4) turns the Error Log channel in the MlOP 
on or off. The error channel is automatically turned off by the 
interrupt software when the number of errors received reaches a 
predefined limit. 

To turn the Error Log channel in the MlOP on or off, enter the ERROR 
command . 


Format : 



ON Allows interrupts on the Error Log channel 

OFF Disables interrupts on the Error Log channel 

TIME command 

To display the current date and time, enter the TIME command at the MlOP 
console . 


Format: 


TIME 
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After you enter the command, the console response is the date and time in 
the following format. 

tm/dd/yy hhinmiss 


CLOCK coiTunand 

To set or reset the date and time, enter the CLOCK command at the MIOP 
console . 


Format: 


CLOCK 


When the following message is displayed, enter the date in the format 
rm/dd/yyt 

ENTER DATE: 

If the year entered does not match the year configured in the system, the 
following warning message is displayed: 

WARNING I Entered year does not match system-configured year. 

You are then requested to reenter the date. This time the year will be 
accepted even if it still disagrees with the system configuration. 

To change the system-configured year, use the IgYEAR installation 
parameter described in the COS Operational Procedures Reference Manual, 
publication SM-0043 . 

When the date has been accepted, the message displayed is: 

ENTER TIME: 

Enter the time in the format hhirmiSS. 


NOTE 

Setting the lOP clock does not set the clock for COS 
unless the Cray mainframe is deadstarted again. 
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STATION COMMANDS 


4 


Station commands allow you to control the station software, which 
executes under control of the Kernel software. You initialize station 
software with a Kernel command. Kernel commands, which control Kernel 
software, are described in section 3. 

After you initialize the station software, you can enter the station 
commands. Stations require a unique IX>GON ID for communicating with 
COS. You establish communication between COS and the station with the 
LOGON station command described in this section. 

Through the station commands, you can get information about Cray system 
status, submit batch jobs to the Cray mainframe from the Peripheral 
Expander magnetic tape unit, and monitor the progress of jobs submitted. 

You control station software from a station console. A display /console 
is shown in figure 1-3. Station commands are entered only at a station 
console. See the CONSOLE command in this section for information about 
CONSOLE assignment to a station* See section 1 for additional 
information about station consoles. 

The first part of this section describes the types of commands and 
conditions of entry; the second part of this section, on color paper, 
contains individual station command descriptions. 

See Appendix I for information about the interactive station. 


DISPLAY FOKMAT 


The station software generates a 24-line display image (80 characters per 
line) on the screen (figure 4-1) . The first line identifies the version 
of the software. The significance of L, S, R, and M in the first display 
line is as follows: 

L Logged on 
S Staging on 
R Display refresh on 
M Message waiting 

See the SIMSG command in section 4 for a complete description of the 
messages waiting, as indicated by an M at the top of the screen. 
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System messages are displayed on the second line of the screen. 

The other display lines are used for displaying commands and system 
responses (full-screen scroll mode) . Each command entered appears on the 
bottom line of the display. Entries are rolled up to the other lines and 
eventually disappear off the screen as responses and additional commands 
appear. The console can accept entries when > appears on the bottom 
line of the display screen. To clear the full-screen scroll mode, enter 
a CLEAR command or a status response command. 

A set of system debug displays for use by the system analyst is described 
in the COS Operational Procedures Reference Manual, publication SH-0043. 
When one of these commands is entered, lines 3 through 20 are used to 
display the requested information. The fourth line frcrni the bottom is 
normally unused in this case, and the three bottom lines of the display 
are available for command entry and response. Scroll mode is in effect 
only on the bottom three lines. 

The full-screen scroll mode can be returned with the SCROLL command. 


CRAY STATION VERSION 1.13, lOS L S R M 


10/06/83 14:43:02 



Display area 



> 


> Command/ response area 

> 


Figure 4-1. Station screen format 
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CX)MMAMD EMTRY 

Station operation is controlled through station commands entered at the 
console keyboard. To execute the command, press RETURN. As each 
character is typed, it is placed in a type-ahead buffer. When the buffer 
is full, a bell rings. When the system is ready to process the next 
cooaiand, it rolls the response/entry lines up, displaying the current 
command on the bottom line. To purge the type-ahead buffer of all 
unprocessed keyboard input, press the ESC key. The bell also rings if 
you press a character not recognized by the station or if yOu press the 
DELETE key on an empty line. To correct a typographical error, use the 
editing functions described in table 4-1. 


Table 4-1. Station console special keys 


Key 

Function 

+ or > 

Rolls display forward one frame if entered aa the 
first character of a line 

- or < 

Rolls display backward 6ne frame if entered as the 
first character of a line 

OQiriatoL-A 

Recalls previous command, editi»9 by any aubseguent 
keyboard input, and positions the cursor at the 
end of the ccnimand 

GONTROIi-I 

; Inserts ra Space- 

CONTRDL-O 

Deletes a character 

OOdTBOL-S 

Discards unprocessed keyboard input and interrupts 
cqmmand f lie processi^ 

C3QiNTR0Ir-U 

Peietes the entire entry ^1 

C01W5K)L-X 

Recalls previous com^nd and initiates ^the command 
(eguivaleot to a OONTROL-A a^ a RETUldT) 

ESC 

Discards unprocessed, keyboard input and refreshes 

:.:,-'the; entire* j^reen ■ 

RETUIW 

initiates the commai^ 
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Taby^ 4-1/ Station console Icesret (obntittiiii^l 


: ■ '.Key- 

Function. 

rSBODT or 

BMikspaces and erases one chatacter on the entry 

. DBh ; 

lins ' 


HC^es cutsor left one character; nendestructive* 


Moves cursor right one character; recalls previous 
command one character at a time. 

HOME 



STATldM ceMjgjwy gBSCRIPTIOMS 

Each £;tati<^b y describad in detail in the coloc pasefi; In 
this sbCt ion . Eor a^h eCnband , the infoEinat loh provided includes 
entry format and station at which the command is avaiiabie* 


OEOi^ ^ 

: S^tion commands ha^ the following general £<^3 1 


ip jf 'jP2-* • ? 


A set of cheraGtera uniquely identifying the command to the 
^.-^.''.etat ion software 

Parametei: tequirements^ Oetaiis are given with the 
descry>tion of each command later in this section* 

3%e delimiter between parameters can be either one or more 
blanks or a Conma* A parameter having a default value can 
be omitte^^^ The position of an emitted parameter must be 
indicated by the commas that would ordinarily delimit it. 
for Some p^^ short form is allowed. 

Command foimats use the conventions shovm in tabib 4~2* 


S^OSSl: D. 



Table 4-2. Command syntax conventions 


1 

Command Syntax 

Function 

UPPERCASE 

Identifies the command verb or literal 
parameter 

UNDERLINED UPPERCASE 

Specifies the minimum number of characters 
required for the verb or parameter to be 
recognized 

Ital-ios 

Define generic terms that represent the 
words or symbols to be supplied by the 
operator 

( 1 Brackets 

Enclose optional portions of a command 
format 

1 } Braces 

Enclose two or more parameters when one of 
the parameters must be used 


STATION CCWMAND SUMMARY 

Some commands can be entered at any station? others can be entered only 
at the master operator station. Table 4-3 summarizes the I/O Subsystem 
station commands described in detail in the color pages of this manual. 

In the table, the following abbreviations indicate the type of console to 
be used for command entry. 

MC Command can be entered only if the lOS station is the master 
operator station. 

AC Command can be entered at any lOS station console. 

ALL Command can be entered at any lOS station console, but if the 

console is the master operator station, the command can control 
communications between the Cray mainframe and all stations in 
the Cray Computer System, not just between the lOS station and 
the mainframe. 
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Table 4-3. Station commands 
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Table 4-3 • Station coininands (continued) 



I 
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Table 4-3. Station cominands (continued) 


Availability 



Description 


Displays status of defined job classes 


Sets maximum number of jobs that COS 
can process at one time 

Sets or clears a job sense switch 


immediately ends processing of job at 
the Cray mainframe but does not delete 
output datasets 

Depending on the status of the job, 
either deletes its input dataset from 
the input queue if processing has not 
yet begun, terminates processing if 
processing has begun, or deletes an 
output dataset from the output queue. 

Immediately ends processing of job at 
the Cray mainframe and reruns the job 
if it can be rerun; if not rerunnable, 
command is rejected. 

Suspends processing of one or all jobs 

Idles down job activity in preparation 
for a system interruption 


Lifts suspension from jobs suspended 
by a SHUTDOWN or system interruption 

Immediately ends processing of job at 
the Cray mainframe and reruns the job 
if it can be rerun; if not rerunnable, 
command is rejected. 
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Table 4’-3. Station commands (continued) 


Command 

Availability 

Description 

Job Conmencement 

1 


RESQHE 

MG 

Reschedules processing of jobs 
suspended by SDSPEin) or SHUTDOWN 
commands 

Station Messages 

1 


STNS6 

ALL 

Di^iays station messages as they are 
received 

REPLY 

ALL 

Replies to a specific station request 
atesaage 

Logflle Messages 


MESSAGE 

ALL 

Enters message into job logfile> the 
system logflle, or both 

Di^lay Fociiai 



CLEAR 

AG 

Clears screen display area 

OdMHEMT 

AC 

Inserts caament in command stream 

MC^TOR 

AC-; 

Monitors specified aspects oi COS or lOS 

R^RBSa 

''''-Aor-' 

Sets display reilresb rate 

SCBpU 

■ ''AC 

Causes entire di^lay araa to be used 
as ccsmiand/response atea 

.SSAP’:.' 


lOopi^S display screen ima^e to a line 
!'\prijitSr ' 

STP. 

V. - v/'AO ' 

displays OOE task statistics 

\ - 

Link and Station Status 

' ■ 1 ■ -r - 


Llwt: 

■-- ;-ALL’ - ■ 

Dieplays status of station link 

STATION 

"'■‘AG 

Displays states of Station 
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Av4tletbil4-ty 


Description 


Linic and Station Status 




Displays iniorniatipn for individual 
stati^^ streantS' 


DBFASDT 


Per J^aarals Siptus 


DISK 


STDBKGB 


job and Dataset Status 


Sets Or displays default device 
attributes used for staging operation 
by the statloa^ ^ ^ ^ ^ 


Displays statistics from disk control 
block of each disk on a Specif ied I/O 
processor 

Displays status of mass storage devices 


DATASET 


Responds with status of specific 
dataset 


JSTAT 


STATUS 


TJOB 


Device CO^ Display 


TAPE 


Displays status of a specific job 

Displays ej^ended status information 
for a job 

Dispiays status of all j<^8 in job 
input queue# datasets in output 
staging queue# and all executing jobs 

Displays status of all jobs using 
generic resources# including those on 
the input# dutput# and executing queues 


Displays tape device configuration 
IMormation# inclining device status# 
aecess paths# job assignment# and 
various device character isticS : 


RSTAT 


Displays oontrclled device 
availability and current use 
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table 4^3 * Station conmanda (continued) 


CooBiand 

Availability 

Description " ^ 

Device Config 

iration Hodificat 

.on - ‘ 

CX)NFIGURE 

MC 

Alters a device' 8 configuration ep 

specified 

Error Log Tab^ 

.e Display 

\ .:, ■ ' •’ /■" . ‘ 

EESDR 


Di^lays information frcin the Error 



L(% table when errors are sensed 

Operator Aids 


■ , ■ ■ . ... • . ■ ■ "■ ’ ‘ ■' 



Displays helpful information for 



Statioa» Kernely or Interactive 

. ■ ■ ' . ■ : 


ctHBrnandS ' ' ■ - ' 

Prontr^j^d,, mpBfi 



(CbNO 

- ;■ ' : 

Monitors concentrator activity 





tbe coDPiib^d’ de^)c^tif<^a ai£^l>^tie:prd^£ a to - 

verb; .,^try; oil a- ceiti^se)d,£e tbP^iinnnw }’. 









@£ilenaae§ - COMMAND PILE CALL 


FUNCTION: Directs the station to read comnands frcm a file on the 

expander disk drive. 

The station processes commands from the file specified 
(as described below) until another command file is 
invoked r end of file is encountered, or an I/O error 
occurs. Ccxmnand file processing is interrupted if a 
Control's is entered at the keyboard, if a PAUSE command 
is encountered, or if an error is detected while 
processing a command. To resume command file processing, 
enter a null line as. the next command at the console 
keyboard . 

As commands are read from the. file, they are echoed on 
the console screen (preceded by a colon) . 

FORMAT: %[dir/lfitenamie} 

dir Directory name, maximum of 15 alphanumeric 

characters. If dir is not specified, the 
current station default directory is used (see 
D^AULT conmand) . 

fitene^ Maximum of is alphanimiaric characters* 

AVAlUffllLItT: NO pfere^isites . 
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dlANHBli OiF 


FUNCSplONs Bnal>les or disables the speetfled front-end interface* 

if the CBjysttiBL conmtand specifies a mainframe £rOnt<^nd 
interface channel# the channel is enabled or disabled. 

If the CHANNEL comnand specifies an lOS channel# the 
ordinal associated with the chatmel is enabled or 
disabled* In addition^^ GOS sends a request to the lOS to 
initiate or terminate ah act ivlty^ associated with the 
ordinal. 

The CHANNEL coomahd- is perform^ automatically daring COS 
startup for at least one channel (typically the MCU) # and 
bEh;ihfnaii^^fOr bther ch 

BOfitiATt : CHAN imLtofamnet, ionftnaZ] , 

ohccnnet Number of the channel pair; decimal number in 
the range 1 through 12 (1-4 for CRAY X-4iP) , 

~ . Consult a Cray Research system analyst for 

^ ^ ^ ^ Ordinal associated with lOS channel ^ir; 

decimal number in. rahge 0 thrCugh 255. If not 
specified# default is 0. Consult a Cray 
Research system analyst for specific channel 
ordinal ■aBSignmente.';''“; \" ■ 

ON If a front-end interface# turns oh channel; if 

an ios channel, ehablas ordinal and ini tiates 
C0NC,C2%ft7iaZ processing bn the I/O Subi^stem. 

: > : " front-^end interface# turns off channel; 

initiates ENDCQNG#or(jindi processing oh the 
^1/0 HubSystem^ 

AVAIij^iL|TYt Ayaiilable only at the master bperator station# which must 
be logged oh 


S6-(«)S1 r -■■■:.4?^14'' 



ON I 

off) 



CLASS - TUBN JOB CLASSES ON OR OFF 


FUNCTION; 


FORMAT: 


AVAILABILITY: 


Turns the specified job class or all job classes on or 
off. Jobs in a class that is off do not initiate until 
that class is turned on. 


CLASS, 



Md, 

jot 

ON 

OFF 


Turns on or off all job classes 

Name of job class to be turned on or off; 1 
through 7 characters. 

Turns on job class or classes 

Turns off job class or classes 


NOTE 

If any classes are OFF when a CLASS, ALL, OFF 
occurs, Uie next CLASS, ALL, ON turns on all but 
those classes. 


Available only at the logged on master operator station 
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ei.^ - CtE^' SCKEipN 


PiraCTloN; Clears status display area of screen 

FOlttiAT: ClkEA R 

AVAILf^IlI'tY: NO prerequisites 



OaNMENT - COMMAND STBBAH COMMENT 


FUNCTION t 


FORMAT} 


AVAILABILITY: 


Allows conmsnts (such as infornation fcoa the 
command/r espouse area) to be entered into the display 
area so that they can be included in a printed copy of 
the display. COMMENT is usually used prior to a SNAP 
command. 


COMM ENT [ , text] 

text Arbitrary character string limited by the 

length of the line 

No prerequisites 
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CONC - MONITOR ft CQIONZBftm'S ACTZVm 


FlRlGTlON: Motiltocs Cc»iceintr«toc TabljQ Information for a specified 

concentrator. This displaiy provides infomiation relating 
to the status of the concentrator f associated logical 
front~end 1 / 0 # and current input and output ICP 
. ihfbfiBatioh. 

FORMATS ^ 

opd ordinal number 


EXAMPI.E: 



lOP Concentrator Monitor 


concentrator Ordinals 3 status: Waiting for Input Current Station ID: 

Cutrent Input LCP Current Output lcp 

HN s 0 MC B Q HSC » 0 ID: MM » 0 MC » 5 MSC « 0 ID: 


OP 

SCBs 

OP 

SCBs 

1 


■ 1 

IDL/IDL 

2 

iDlv^lDL 

■ ■ X 

lOL/lDL 

3 

IDD/IDD 

1 

IDL/IDL 

4 

IDL/IDL 

1 

IDL/IDL 

5 

I0L/IDL 

1 

IDL/IDL 

6 

IDL/IDL 

1 

IDL/IDL 

7 

IDL/IDL 

1 

IDL/IDL 

9 

Rd^idL 

. 1 ^ 

IDL/IDL 



A^lLABlIiITir: Available at any station that is logged on 


, ■ - V ■ ; . 
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GONFKGUIUB <• ALTERS TARE OR DISK DEVICE COHPIGURATiON 


TAPE 

FimcTlONi Altttrs the stAtus of a tape device ot cfhaimer^o^^^ 

ttnit. !l%.e 00RFI6 ti^ coninand b The 

first allows the status of a device to be ohaiiged; the 
second allows the status of the channel or control unit 
to be changed and nay affect all devices connected to 
that channel or control unit. 

FO^si 



DVNwfftet Device nane; 1^8 

RDQELy Device is in read'-only node. ^ ^ ^ ^ ^ 

rsMRT Device caii be written to and read f rent. 

DOME ^ ' Device; is. It^ieally unavailable to' system. 

^ ; channel (if ^ sjpecif led alohe) or control unit 

, , (if in>th'ji^nMinel and: control unit are 

- s^ectfiedi. i#; logic^iy- available to th^ 

_^8teiB-»''-- . 

QWP (Channel (If specified al^e) or Cohtrel unit r 

. (if bQt^ ciiannel and control unit are 
.speoifi^ijis iogieiily uhavailaM to the 
,syst«n« etatus of ai^ deyioee connected 
; • ' - or .cpntrCi 

affeoted'. ■ - U 

. ' i@ip 

' ] 'a^ MuiQber of the iOP channel. Must he 

two octal digits between 20 and 37. 

■ Ctt - <^||troller unit connected to the 
' ; ' c.-r ^filc^ied IDP chadhel. Must be a 

sil^e hexadecimal digit 0-9 or A-F« 
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DISK 

FUNCTION: 

FOKMAT: 


AVAILABILITY: 

S6-0051 


10P=iopid lOP identifier specifying which lOP the 

channel is connected to. Must be a single 
digitf 0-3f with 3 (XIQP) being the default. 


Alters the status of a disk device -by changing the device 
characteristics as described in the Equipment Table 
(EQT) . This command is operational only if tapes are 
configured in, the system. 


3 l.SCR-( 


[,VOL«Nli,CTL“N] [,WDL=|^|j 


DVN=<iwi Device name; 1-8 ASCII characters. 

AVAIL Device is present and can be used. 

NAVAIL Device is not present or is unusable. 

RDONLY Device is in read-only mode; no space will be 

allocated on this device. 


RDHRT 

RBN“Y 

RBN’^N 

SCR-Y 

SCR«N 

VOL*N 

CTL^»N 

WDL-Y 

HDL^N 


Device is in read-write mode; space can be 
allocated On this device . 

Device is designated request by name; s^ce is 
allocated on this device only if Specifically 
requested by user. 

Device is not request by name. 

Device is scratch only; no datasets can be 
saved on this device. 

Device is not scratch only. 

Device is not a volatile device. 

Device is not a Controlled device . 

Write device label. 

Do not write device label. 


Available only at the master operator station, which must 
be logged on 
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CQNS05.E - AttbOVTE iUaa^^ SOIATIOM CONSOLE 


FUNCTION: Allocates another console to station software control. 

The new console shares a LOGON ID with the originating 
console. Hence, a LOGON or LOGOFF: entered at either 
console Initiates or terminates communications with COS 
for both consoles. An END command at one console, 
however, releases that console from station control 
without affecting other consoles* 

When the CONSOLE command is entered, the following 
message is displayed at the console being added, {xx 
gives the current version of the station.) 

VERSICMI l.asc 

FORMAT: CON SOLE, WnW 

num Console designator (0 through 3) • Consult a 

Cray Research system analyst for the console 
configuration, 

AVAILABILITY; Station must be initialized . 
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OATASBT - DISPLAY DATASET STATUS 


FUNCTIC»1: 


FOIiMATt 


AVAILABILITY: 


Returns the following dataset status message in the 
command/response area : 

C30S DATASET pdn WITH ID»USerW ED-SC? AND OWN-OV DOES f^XIST 

InOT EXIST 


DATA SET, pcfa I fUesr^l hedl [,ovJ 

pdn Name of permanent dataset for which status is 

requested ; 1 through 1 5 character 8 . 

uaerid User ID of permanent dataset for which status 
is requested; 1 through 8 alphanumeric 
characters. If not specific^, null is used. 

ed Edition number of requested dataset; 1 through 

4095. If ed is not specified, the status of 
the current highest edition number is 
returned. If si is nonzero, the status of 
the requested edition is returned. 

OS: Owner of the permanent dataset; 1 through 15 

alphanumeric characters. If this parameter is 
omitted, the default ownership value is 
selected. 

Available at any station that is logged on 
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DEFAULT - SET te/OR DISFLAY STAGING DByZCE DEISTS 


JtRldTlONt 


Sets or displays the default device ^voluae, and 
directory attributes for devices used for station staging 
operations t ACQUIRE » fETCBr and OISFOSS from the 
mainf ramei SUBMIT and SAVE f the station* To display 
the current ^siault, ^ter tbe tenoBan# 
a value* The current attrite^^ vaiues of the 
station device appear on the STATION display. 


EOBMATt 


DEEAUI.Ti 


UEWCB 


DEVICE 

VOLUME IrVol] 
[:DIRfiCTORY [,dirq} 


The default is always the expander disk 
unit and cannot be changed. 


VOLUME l,votl 


Allows you to reference a new default 
volume name for the expander disk. 

voi represents pack lb| can be 

frcMS 1 through 7 characters. 


DIRECTORY [ , 


Allows you to reference a new default 
directory name for expander disk; can 
be frcmt 1 through 15 characters. 


AVAlLftBilLITYt Available at any station that is logged oh 
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DEIAY SUSSEHO GQHKftiq;) PROCESSING 


FUNCTION: Suspends dommand processing for the tine Interval 

specified. 

Processing of the next cosmaiui entered by the operator 
can be~ delayed through the DEIAY comniand. For exe^le# a 
pBLAY ccanand issued between STATUS and STORAGE cosaumds 
allows the STATUS display to be yiewed tor e period of 
tine before the STOOGE display is initiated. 

F0RM2^.t. ' ^ 

processing Of the next conntaod is delayed 
AVAIIABlIdTy: No prerequisites 






DEVICE - CHANGE KBAD-K>NLY STATUS ON NASS STQKAGE DEVICE 


FUNCTION: 


FORMAT: 


Prevents additional space allocation for any Cray mass 
storage device 


^ . /PUBLIC \ 

DEVICE , devxoe, | ^vate I 


\m 

[off f 


devioe Name of device; 1 through 8 characters. 

Consult a Cray Research system analyst for 
specific device names. 


ON 

OFF 


Designates mass storage device available for 
read emd write operations 

Designates mass storage device available only 
for read operations 


PUBLIC 


Designates mass storage device as accessible 


PRIVATE Designates mass storage device as permitting 
limited access^ 


AVAILABILITY: Available only at the master qperator station, which must 

be logged on 



t See the CRAY-^S Version 1 Reference Manual, publication SR-OOll for a 
detailed discussion of public Versus private. 
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DISK - DlSPUir I)ISK STATISTICS 


EtJNCTlONi ^ ^ ^ ^ 

FOBMATi DlSK> iot) 

iop lOP nionbert 

1 BIOP (default) 

2 IOP 2 

3 IOP 3 

In addition to the number o£ Outstanding disk requests in 
the Systenir bhe following information about each disk on 
the indicated I/O Processor is returned (entries are in 
decimal unless otherwiae 8]0ecif led) I 

e Channel number (octal) 

e peylce typer 

DD-19 

DD-29 

OD-49 

e Current disk status » 

Available for use 
Read from disk taking place 
Nrite to disk taking place 
Read ahead taking place 
Head select taking place 
Seek taking place 

Rrror recovery on a read 

Error recovery on a write 
Error recovery on a seek 
Halting for local buffer 
Halting for dhta 
Error recovery scheduled 

• Current cylinder £md head (octal) 

The following may also appear in this column: 

DESELECT - disk is deselected 

• Number of sectors read on this device 

• Number of sectors written On this device 


IPIN 

. 

WRITE 

R.A. 

KBADSEL 

SEEK 

ER-^REAP 

ER-HRT 

ERtSEBR 

h-^Nff 

HHM^ 

ERROR 


;SGH)051 ■; 
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/ 


• Total number of errors on this device ' 

• lAiinber of irrecoverable errors on this device 

AVAILIBILITY: No prerequisites 

EXAMPLE; . DISK 


IOP-1 DISK DISPLAY 

OUTSTANDING DISK REQS: 3 


FRAME 0 


CURRENT SECTORS ACCl^SED 


CHAN 

TYPE 

STATUS 

CYL/HD 

READS 

WRITES 

R.A. 

20 

DD19 

READ 

62/ 0 

50665 

18943 

23548 

21 

DD29 

IDLE 

DESELECT 

18241 

8555 

3921 

22 

DD19 

IDLE 

DESELECT 

17555 

11026 

1559 

23 

DD19 

IDLE 

413/ 4 

76555 

60089 

43962 

24 

DD19 

IDLE 

PBSELECT 

6562 

5110 

1120 

25 

DD19 

WRITE 

324/11 

28836 

23028 

10974 

26 

DD19 

•R«Aa 

155/6 

101167 

106656 

1931 

27 

DD19 

IDLE 

DESEliECT 

1722 

2781 

280 

32 

DD19 

IDl£ 

DESELECT 

0 

0 

0 

33 

DD29 

IDLE . 

- DESELECT 

52544 

29926 

4099 


END OF DATA 
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DROP - DROP JOJ^ 


FQNCTiOti: Rnds prpQessilng of job at Cray mainframe but saves 

' butput diktaset assQci^ jpb, DROP, causes the 

job to be aborted. Job execatibn continues with control 
stat^ents encountered after the next EXIT control 
, etate;^^ ifVone exists. TO drop: a range of jbbs# use 
^ V-the'd'econd' foritte^ 

formats^ DR0P ,.7^r # > . .jsgy, 

Job sequence number (JSQ) or range of job 
sequence numbers identifying the jobs dr 
datasets; bbtalned through the STATUS 
conBnand.. The number of paraic^ters that can be 
entered with this Goramand Is limited only by 
the length of the line . 

AVAih^XblTy: at any station that is logged on. The operator 

can drop any jbb in tbe Cray Coit^u ter System at 

the master operator station. At other stations t the 
operator can ohly drop jobs with the Same station ID as 
the one where the -DROP command is entered. 


SS^OOSl 




END ~ END STAT1(»I OPERATION 


FUNCTION: 

FORMAT: 

AVAILABILITY: 


Terminates operation of the console where the command is 
entered. If this console is the only console operating 
under the station software r the station software is 
logged off and terminated. (See the LOGOFF command.) 

END 

No prerequisites 
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enter - CHANGE-, SCHEPUtlNG PASAMEOmS 


FUNCTION: 

FORMAT: 


: Changes parameters associated with a job or its 
dataset 


queued 


ENTER, .78(7, 


TIMErtl 
PRIORITY^pri 
^tid{ ,tidi 
CLASS, idl 


^Bq Job sequence number (JSQ) identifying the job 

to COS; obtained through the STATUS command. 


TIME Assighs a new time limit to a job; can cause a 

chhnge in priority and/or class assignment if 
th® job is in the input queue. 


tl New time limit; 0 through 16777215. 

The time limit is a decimal count of 
the maximum ninnber of seconds the job 
will be allowed to execute in the Cray 
mainframe. 

PRIORITY Assigns a new priority to a job or an output 
dataset; can cause a change in class 
assignment if the job is in the input queue. 

pri New priority; decimal in the range 0 
through 15. 

ID Changes station ID and, optionally, the 

terminal ID for the job or output dataset; can 
cause a change in class assignment if the job 
is in the input queue. 

id New stat ion ID; 2 alphanumeric 
characters. 

tid New terminal ID; optional; 1 through 8 
characters. Jt tid is not 
specified, null is entered as the new 
terminal ID. (TID does not serve a 
function at the lOS station.) 

CLASS Assigns a new job class if the job is in the 

input queue, This action may cause a change 
in priority. 

jcL New job class; 1 through 7 characters. 
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AVAILABILITY: 


EXAMPLES: 


Available at any station that Is logged on. The operator 
can change parameters for any job in the Cray Con^ter 
System from the master operator station. At other 
stations, the operator can only change parameters for 
jobs with the S 2 une station ID as the one where the SITER 
coimnand is entered. 

ENTER,10,TIME,10 

The job having the job sequence number of 10 is allowed 
to execute a maximum of 10 seconds before the job is 
aborted with job time limit. 

ENTER,12,PRI,5 

The priority for the job or dataset having the job 
sequence number of 12 is changed to 5. 
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EKROR - DISPLAY HARDWARE E^R INFQIOiATlON 


PHISGTION: Displays' inforination fcoin the lOS Ee roc .Log Table if 

errors are sensed 

FORMAT: ERRO R 

The inforination is collected via the Error Log channel on 
tdie MIOP^ The following kinds of errors are displayed: 

• Local ^te^K>ry of the MlOP and up to thi^eo other 
processors (all uncorrectable errors) 

• Buffer Memory (correctable' and uncorrectable errors) 

• Cray inainfreune Central Memory (correctable and 
uncorrectable errors) 

• 100 Mbyte memory chauinel (input and output errors) 

Following is a description of the entries in the error 
display: 



ERROR OiAENEL ON/OFF 


ON Error interruption occurs 

OFF No interruption if errors 

TYPE Type of error* Only the most recent 

occurrence of an error of each type is 
displayed. 

lOP-0 Master I/O Processor 

IOP-1 Buffer I/O Processor 

IOP-2 Disk I/O Processor 

IOP-3 Disk I/O Prooessor Of 

Block Multiplexer Processor 

CRAY SB Mainframe single-bit 

SECDEp error 

CRAY MB Mainframe multibit SECDED 
error 

MOS SB Buffer Memory single-bit 
SECDED error 

MOS MB Buffer Memory multibit 
SECDED error 

HSPD IN Input (to lOS) side of 100 
Mbyte channel 

HSPD ODT Output (from lOS) side of 
100 Mbyte channel 
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AVAILABILITY: 

EXAMPLE: 


Entry 

SYND 

CPU MODE 


MOS PORT 
ADDRESS 
HSPD CODE 


lOP 


COUNT 

No preregui^ites 
ERROR 


Significance 

Syndrome bits 

Read Mode: 

SCAL Scalar 

I/O Input/output 

VECT Vector 

PTCH Instruction fetch 

Buffer Memory port number 

Address of last occurrence 

100 Mbyte memory channel error code; 

PNCT. Function error 

ACTV Active error 

TRNS Transmit address error 

ADDR Address error 

DATA Data error 

BLCK Block length error 

NRDY Data ready timeout 

I/O Subsystem location 

BNK Bank 
SCT Section 
BYT Byte; 

0 Left byte 

1 Right byte 

Total count of errors at location 
specified 






ERROR DISPLAY 



ERROR CHANNEL: ON 








CPU 

MOS 

HSPD 

- l OP - 


TYPE 

SYND 

MODE 

PORT 

ADDRESS CODE 

BNK SCT BYT 

COUNT 

CRAY SB 

277 

VECT 


407721 


1 

CRAY MB 

40 

SCAL 


1567603 


18 
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PLUSH - COPY 


PUNCTION! 

I 

FOW4AT: 


I 


I'/ : 

AVAILSEHLITY: 


I 


SG^0&51 


TO BACipp UATASl^ 


Copies data from a volatile device (device that Ipses 
information stored on it at power down) to a file on a 
permanent storage device, in anticipation of a situation 
in which the data on the device may be lost. 

FLUSH, device 

. device Name of device to back up. The device must 
have the volatile (V) attribute. 

On a subsequent startup, the data can be restored using 
the *BESTORE parameter file directive. (See COS 
Operational Procedures Reference Manual, C^ publication 
SM-0043, for information on the ^RESTORE parameter file 
directive.) 

A separate FLUSH command must be used for each volatile 
device. If an I/O error occurs during FLUSH processing, 
the block is marked bad and the file is lost during a 
subsequent RESTORE. An error message is issued to the 
operator. 

Available only at the master station, which must be 
;logged .on;, 
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HELP - DISPUVY HELP FOR CCMMANDS 


FUNCTION: Displays helpful information on all Station/ Kernel/ or 

Interactive commands 

FORMAT: HELP I ,(Smd\\. ,type] 

emd Name of command for which help is desired. If 

null/ all commands of the requested type are 
listed. If not unique/ all possible choices 
are listed. 



type 

STATION - help for Station commands 

KERNEL - help for Kernel ccmunands 



INTERACTIVE - 

help for 

interactive commands 

EXAMPLE 1: 

HELP// STATION 





lOS STATION 

HELP FACILITY 

- STATION 

COMMANDS 





FRAME I 

+ 


• 

< 

m 

> 

e 

ALTER 

ASSIGN 

BREAKPOINT 

CHANNEL 

CLASS 

CLEAR 

COMMENT 

CONFIGURE 

CONSOLE 

dataset 

DEBUG 

DELAY 

DEVICE 

DISCONNECT 

DISK 

DISPLAY 

DROP 

EMD 

ENTER 

ERROR 

FLUSH 

HELP 

lACON 

INITIATE 

JOB 

JSTAT 

KILL 

LIMIT 

LINK 

LOGOFF 

LOGON 

t^SAGE 

MODE 

MONITOR 

OPERATOR 

PAUSE 

POLL 

RECOVER 

REFRESH 

RS90VE 

REPLY 

RERUN 

RESUME 

ROUTE 

RSTAT 

RUN 

SAVE 

SCROLL 

SET 

SHUTDOWN 

SNAP 

STAGE 

STATCLASS 

STATION 

STATUS 

STMS6 

STOP 

STORAGE 

STP 

STREAM 

STRSTAT 

simiT 

SUMMARY 

SUSPEND 

SWITCH 

TAPE 

TJOB 



(See also commands in the COS Operatiohsi Pfocedufes Manual/ CRt 
publication SM-‘0043.) 

EXAMPLE 2; H^P/ PATCH/ KERNBL 

and PATCH 

Make temporary changes to lOS overlays 
type KERNEL 
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Format 


PATCH ovly addr [vat] 

Overlay name (or KBKN) to modify, 
addn Parcel address of modification 
vail value to patch into address If null r displays 
current value) 

JWirAlLABILirY^ Mo prerequisites 
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JOB - DISPLAY 

FUNCTION: 

FORMAT: 


AVAILABILITY: 


JOB STATUS 


Returns job status message in ccsmnand response area 
JOB , .iobname [ # isol 

jobnam^ Name of job for which status is requested; 1 
through 7 characters. 

J8q Job sequence number (JSQ) identifying the job 

to COS; obtained through the STATUS command. 
If is not specified, the status for the 
first JabnconB encountered is displayed. 

The job status message returned by this command has the 
following general form: 

COS JOB jobname {job status) 

(last logfile message) 

Where job status reports one of the following 
conditions: 

A^ITING CPU 
AWAITING MEMORY 
DOES NOT ESIST 
DORMANT 
EXECUTING 
LOCKED 

QUEUED EOR, EXEC 
QUEUED FOR RESOURCES 
ROLLED OUT 

rolling in 

ROLLING OUT 
SUSPENDED 

SUSP^ED BY OPERATOR 
SITING EC® I^ 

'She %q0 ii@gfil^ message displayed unless the job 
status is DOES NOT to 

Available at any logged on station. The operator can 
request jOb status for any job in the Gray Computer 
System at the master operator station. At other 
Stations, tbe operator can request job status for only 
jobis with the seme Station ID as the one where the JOB 
ccHunand is entered. 
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jsmf - JOB STAfOS INFORMATION DISFIAY 


FiaiCTlON: Initiates job status information display 

K>RMAT: JSTA T,.fgq 

Job sequence number (JSQ) identifylnq the job 
to COS; olstained throuqh the STATUS command. 

A\^lliABILITy ; Available at any logged on station* The operator can 

request job status for any job in the Cray Computer 
System at the master operator station. At other 
stations, the operator can request job status for only 
jobs with the same station ID as the one where the job 
; originated* 

Eja^LE! JSTAT 1372 


CRAY JOB STATtrS (JSTAT 1372) 

FRAME 0 

JXT-0064010 JGB«0250QOG JTA=0234000 
TASK ♦ STATOS CP TIKB TXT TCB 


CLUSTER: 

2 

1 

. WAIT-SYS 

14 

0067324 

00234237 

PRIORITY: 

12. P 

2 

EXEC-CPO 

34153 

0067376 

00235643 

FI£^D LEN6£m: 

7222 

3 

EXEC-GPl 

24312 

0071254 

00236131 

TIME USED: 
TIKE LIMIT: 

58825 

69000 

4 

WAlT-I/0 

346 

END 

0066123 

OF DATA. 

00234447 


TAPES RESERVED: 2 
TAPES ASSIGNED: 1 


$CS: ]:d3R,MAP. Load and start executing model. 
SLC^i libOttO - BEGIN EXECUTION 


JOB: FQRCAST 
USER: EciiWF 
ID; ZP 
TID: HOTSHOT 
STATUS: RESIDENT 
CLASS: IJUtGE 
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KILL - KILL JOB 


FtmcTlON: Depending on the status of the jobr either deletes the 

job's input dataset from the input queue if processing 
has not yet begun, terminates processing | if processing 
has begun, or deletes an output dataset from the output 
queue. KILL (unlike DROP) causes the job to terminate 
imediateiy* Tb kill a range of jobs, use the second 
format . 

FOBMA^rS's 

KILL„ysg ^ Jaci„ 

/sg{ number (JSQ) or range of job 

sequence numbers identifying the jobs or 
datasets> obtained through the ^TATTuS 
Command. The number of patameters that can be 
entered with this command is limited only by 
the length of the line. 

availability^ Available at any legged on sta^ The operator can 

kill any job runninq in the Cr^ Gemputer ^stem at the 
master operator station. At bther statiohs, the operator 
can pni^Y kill ^obs with the^^ e^ 

which : the KILL command is entered » 
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LIMIT - LIMIT 'lieMBER OF JdBS ACTIVE 


PONCtiONs : ,i Setis maxima number of jobs that COS can process at one 
■ I time, if the humbi^ Of jobs 1$ j 

! A bur tently in process are allowed to finish. 

FORMAT; I I»IMI Tl#r8 v 

i n ■ Niunber of jot»s that can be active 

<multiprogrammed) at the Cray mainframe. O^e 
maximum value allowed for n is 255. If « 

! is 1/ jobs are monoprog rammed. If n is not 

providedy the number of jobs that can be 
active is determined by the job class 
structure in effect. 

AVAILAEILITY: A^^^ at the master operator station, which must 

• ; '' -be- logged -'On' 

EXAMPLE; ; LIMIT, 5 

mofe t^an five jobs can be processed concurrehtly. 
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LINK - LINK STATUS DISPLAY 


FUNCTION: 

FOBMAT: 


AVAILABlLITYi 


Provides information about the link between stations and 
the mainframe 

LINK 

The information provided is as follows: 

• Frame count in the upper right of the display 
indicating which frame of status information is being 
displayed. Frames are numbered from 0 through 99. 

• Station ID (defined by LOGON) 

• Queue count; number of datasets queued for staging to 
the station. 

• Number of active input streams 

• Number of active output streams 

• Maximum number of input streams at LOGON 

• Mcutimum number of output streams at LOGON 

• Maximum number of active streams at LOGON 

• Nuinber of subsegments per message 

• Subsegment size in 64-bit words 

• Channel number 

• Channel ordinal (if associated with lOP) 

Available at any station that is. logged oh. Information 
about all Station links is displayed at the master 
operator station . At other stcrtions« only information 
concerning the link for that station is displayed. 
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EXfiMSliE: 


SG-0051 


LINK 


STATUS FRAMED 


CH,ORP 

""'I' 

9 

10 
10 
6,1 

END OF DATA 


QOEl^ ACTIVE MAXIMUMS SUBEEOIENT 


ID 

COUNT 

I 

o 

1 

0 

AG. 

* 

SXEE 

DG 

D:V 


A' - 


.1 



1^8. 

SB 

0 

0 

1 

1 

i 

2 

1 

128 

VS 

0 

1 

2 

4 

4 

5 

1 

512 

MG 

0 

0 

0 

1 

2 

3-: 

1 

lt)24 

IC 

0 

0 

0 

0 

0 

0 

1 

1024 

AP 

0 

0 

0 

1 

1 

2 ^ 

1 

512 
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LOGOFF - LOG OFF STATION 


FUNCTION: 

FORMAT: 

AVAILABILITY: 


SG-0051 


Terminates communications between the station and the 
Cray mainframe. If more than one console is sharing the 
station software / all are logged off when LOGOFF is 
entered at one of the consoles. 

LOGOFF 

Available at any station that is logged on 


NOTE 

The station displays the LOGOFF INITIATED 
message on line 2 of the display. It removes 
the message when LOGOFF processing is 
complete . 

If an operator enters the UOCOFF command 
while an input or output stream is active, 
the station waits until the stream is 
terminated. A stream cannot be terminated 
while a tape im^unt message is outstanding or 
while I/O is pausing because of a device 
error condition:. See section 2 for Eernel 
tape mount and device commands. 


The station initiates logroff processing 
automatically if communication errors are 
encountered. 
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' IjOG $^ATiPN 


FiJNC^iONi esta^isbes vcdiiiinl^^^^ betliireeh COS 

f^\:ass€®4>ly^.^£ai^^ '; ..''-'-'.'■v’\^’\ - 

Atter LQGpN is^^ the operatof can issiie c^ 

. to be pEQcesS^ Cray nia inf fama rather tliah just 

locaily. at the X/p; Subsystem^ : , : 

; If the ID and Tip 6f the operatpt s^Stion logging on is 
that for the master operator station, coimnands privileged 
■ to the master Operator station are available, 

: FOXM&T: .. ^ l.tidl: 

j ^ (2 -alphanumerlei 

; Gharacters) used. by COStp associate messages 

^ .■/ahdjdata,:vith :this\statiOri:',.'. '.The’.-TD'is.; ■ 

. ' : : initially AP for the l/Q Subsystem, ihie 

V i . - defalilt ID vis displayed in the STATION display 

if .'the- Station : iS’' -not -logged, on. - 

f Each station connected to the Cray mainframe 

:■■ ■.ehouid^h-aye^.vUbigu'e/'XD-i '' 'togging'. onv.a:,,secQnd 
•-■' •: Station: with--'- the;';a^e- '-ID; op the ■ samhvbh^ 
..i-vvpauseh: the- -previOtsly^i^ged^Ton' station -vt^ be 
■ legged, off- w.itho,u;b '.hot if i'dation to. th.e -.'logged 

'V',."''", ' .''■■ '■■v’.'T ''^ " ‘" "■■•■ V' 

tid . Optional terminal ID (1 through 8 

;. .vCV^'-y '” '' 'S^-y^y. • /v,-hharacter.5l..’ . Tihe-'TlP':is::,ihitially' operator. 

The default TiD is displayed in the STATION 

,.''':'v:--:'.'''..-' •, i.; .'...^dieplay'if ' the : sfeatlOh ■iB''"vnO't:.'',iogge'd.-b^^^ ■ 

AVAibfiiBiblTY ; i -J. . No pr erequiSites - 
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MESSAGE - ENTER MESSAGE INTO LOGFILE 


FUNCTION z 

FORMAT: 


AVAILABILITY: 


Enters a nessage into a job logfile# the system logfile, 
or both 


MESSAGE. 


JOBtjobrumerjoq 
wynifjobnametjaq ,me8eage 
SYSTEM 


JOB 

Enters message 

BOTH 

Enters message 


system logfile 

SYSTEM 

Enters message 

Jobname 

Name of job; 1 


into the job logfile 

into the job logfile and the 

into the system logfile 
through 7 characters. 


jaq Job sequence number ( JSQ) Identifying the job; 

obtained through the STATUS display. 

message Character string to be entered into the 
logfile. The message is truncated to 79 
characters if necessary. 


Available at any station that is logged on. The operator 
can enter messages for any job in the Cray Computer 
System at the master operator station. At other 
stations r the operator can only enter messages for jobs 
with the same station ID as the one where the MESSAGE 
comnand is entered. 
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NONlTQJt - 

FQ^ION: 

FOIOAT: 
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MONIIOR SYSTEM PASftMSTERS 


Generdtee a di^lay to nbnitdr a particular aspect of the 
Cray Ccaqpoter System 


MOMITOR, display 

display Information maaititred 

BMEM Percentage of Buffer Memory currently in use 

by each I/O Processor 


BMIO Percentage of maximum I/O to the 100 Mbyte 

channel connecting the lOP to Buffer Memory 

BMX Percentage of maximisB data transfer, current 

device number , and mode on each configured 
Block Multiplexer channel 


CMBM Percentage of Cray Central Memory use as 

follows t 

9 System (fixed) 

• User 

• system buffers 

• Unused 


£PU Percentage of Cray nminframe time as follows: 

• System time 

• Idle time 

• User time 

e Time blocked for I/O 

DISK Percentage of maximum data transfer to each 

disk 

DMEM Percentage of disk buffers in use in each I/O 

Processor 

FMEH Percentage of free Local Ma3X)ry in use by each 

I/O Processor 

HSPIO Percentage of maximum I/O to the 100 Mbyte 

channel connecting the lOP to the mainframe 

^OP Percentage of IQP central processor time not 

idle for each I/O Processor 

SSDC H Percentage of maximum transfer rate realized 

over the SSD channel and the percentage of 
time the SSD channel is busy. 
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AVAILABILITY: Available at any initialized lOS station. 


EXAMPLE 1: CRAY-1 S MONITOR CPU display 


Syslenn 31^ 


Monitor-’ CPU Utilization 

lU-im ti ft jut im M < 
trinrH irinnnnrinrirTri 

* 



User 695i 


Idle 0H * 

* 

* 

3|E 

I/O Block * 

* 

0 20 -40 60 80 100 


EXAMPLE 2: CRAY X-NP MONITOR CPU display 


Monitor: CPU Utilization 


* 


System 0 05i 315 

System 1 0/J 3K 

\* 

User 0 0?J ¥ 

User 1 0Ji ¥ ^ ^ ^ ^ ^ ^ ^ 

- ¥ -V 

.¥. ■ : ; . 

I?(.i e 0 99X ¥HHt-^iMlM-H-WIHI4iHHIHHHHh^^ III lUUI N 

¥ 

¥ 

I/O BIk 0 0X ¥ 

I/O BIk 1 0Jf ¥ 

0 20 40 60 80 100 
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OPEHATOB - ei^6E QPERAa^ I^TATlOli 


FUNCTION: Chartg^ iDaster operator station fron currently des^iigna ted 

stiition to another. !n»e new meister operator station is 
Identified by station ID and terminal ID. To change the 
■ master operator station^ the current password must he 
V giveh in t^e OPlau^TOB comiimind^ If a m 
-T'- ■ v''’''';^deBi^^^^ is Included after'; the"''cur'rerit: password. 

The default master operator station identifier is ,a COS 
ihstallation parameter. The default is the lOB station 
in a system that includes one. 

FORMAT: OPEi aVTOR, idt tiditnal ,n7X>} 

id Station li) of the new master operator station 

(2 alphanumeric characters) . Consult a Cray 
Research system analyst for station IDs. 

: tid Terminal. ID of the new master operator station 

(1 through 8 characters) . Consuit a Cray 
Research system ahaiyst for terminal IDS. 

■pw Password; 1 through 8 characters. Consult a 

Cray Research system analyst for password. 

npu> Optional; enter if a new password is to be 

required for subse^ent OPERATOR commands; 1 
^ ^ 8 characters. 

AVAIIABILlTVr^ any logged on station if the operator knows 

the mas^^^^^^ operator station password 

EXAMPLE: QPERA10R,CD,T3,0LDPW,NEMPW 

In the example, the new master operator station is 
idehtified by iD CD and terminal ID T3. The password 
required to change the master operator station 
designation is OLDPW. The new password is NEWFW. 
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PAUSE - INTERRUPT CCMMAND PILE PROCESSING 


FUNCTION: Interrupts command file processing and reads commands 

frcma the console keyboard. Resume command file 
processing by entering a null line as the next command at 
the console keyboard. The PAUSE command is treated like 
the COMMENT command if entered from the console keyboard. 

FORMAT: PAUSE[,temt3 

text Informational text string 

AVAILABILITY: No prerequisites 
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POLt SET MESSAGE EXCHANGE KATE 


FUNCTION: T£ no. sjtaging- is in progress ^ sets rate at which control 

messages are exchanged with the Cray mainframe. If the 
operator does not enter the POEL command, the system uses 
An aseerobly parameter default value (1 second). If 
Staglrig is taking place# the command does not take effect 
until all streams return to an idle State. 

FOKMATs POLL.seO 

sea Interval between control messages (1 through 

60 seconds) 

AVAILABILI*Hf: No prerequisites 
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RECOVER - RECOVER SYSTEM 


Function i 

FORMAT: 

AVAILABILITY: 


SG-0051 


Lifts the suspension from all jobs suspended by a : 
SHUTDOWN command ox a system interruption; it does not 
reschedule jobs suspended by a SUSPEND command. The 
number of active jobs set by the LIMIT command must be 
reset. Also see the SHUTDOWN command. 

RECOVER 

Only available at the master operator station r which must 
be logged on 
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R^RESH ^ SET DISPLAY REFRESH RATE 


FUNCTION: 


FORMAT: 


Sets the interval between screen updates. If the 
operator does not enter the -REFR^H command, the system 
uses. an assembly parameter default value which is 
currently 1 second. 



[ , rate] 


ON Enables display refresh; default is on. 

off Disables display refresh 

rate specifies refresh interval in tenths of a 

second (1 through 600) . If rate is not 
specified, the rate previously in effect is 
assumed. The rate is applicable only if ON is 
specified. 


AVAILABILITY: No prerequisites 
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REPLY - REPLY TO STATION REQUEST MESSAGE 

FUNCTION: Replies to a specific station message 

FORMAT: REPL Y magnum text 

magnum Message number as displayed by station STMSG 
display; message number of message r squiring 
response. 

text 1 through 79 ASCII characters 

AVAILABILITY: Available at any logged on station 
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mBmi - RERUN JOE 


FUNCTION: ’ iiranedlately ends processing of job identified by its job 

sequence number. !n:e job inpbt dataset at the Cray 
mainf reuse is retained and all output datasets associated 
with the job are deleted, i^e job input dataset is then 
^ the job can be rerun. No action is 

^ the job has already completed execution or if 

COS determines that the job cannot be rerun. 

To rerun a range of jobSr use the second format below. 

FORMATS: RERUN ,.7eqi i.iSQo f * » 

RERUN, . fed - .iSQ^ 

d^i -Job sequence number (JSQ) or range of job 

sequence numbers identifying the jobs or 
datasets; obtained through the STATUS 
command. The number of parameters that can be 
entered with this command is limited only by 
the length of the line. 

AVAILABILITY I Available at any logged on station. The operator can 

rerun any job running in the Cray Computer System at the 
master Operator Station. At other stations, the operator 
can only rerun jobs with the same station ID as the 
station vhere the RERUN command is entered. 

RESTRiCTIONS : Several functions can cause 3'' job to be declared 

ineligible for a RERUN. 

• A RERUN, DISABLE job control Statement 

• A save of a permanent dataset 

• A delete of a permanent dataset 

• Any write operation involving a permanent dataset 

• An adjust or modify of a permanent dataset 

If any of these events occur and a previous NORERUN, 
DISABLE job control statement is not in effect, COS 
issues a FUNCTION REJECT message. 
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RESUME - RESUME JCB PROCESSING 


Reschedules suspended jobs for processing; this connnand 
is normally used to reschedule jobs suspended by the 
SUSPEND cotnmand . 

RESUME can also be used to reschedule jobs that have been 
suspended by a SHUTDOWN command or a system interruption, 
although rescheduling is normally done with a RECOVER. 
LIMIT must be reset if jobs were suspended by a 
SUSPEND, ALL command, a SHUTDOWN command, or a system 
interruption. See the SUSPEND and SHUTDOWN commands. 

J^^SUME^ . . .^S<J'^| 

J8q{, Job sequence number (JSQ) used to reschedule a 

specific job that has been suspended; obtained 
through the STATUS command. The number of job 
sequence numbers that can be entered with this 
command is limited only by the length of the 
line. 

ALL All suspended jobs are rescheduled for 

processing. If RESIftl£,ALL is used to recover 
jobs suspended by a SHUTDOWN command or a 
system interruption, all jobs, including those 
Suspended by a SDSi»END issued prior to the 
interruption, are rescheduled for procSssing. 

AVAILABILITY: Only available at the master operator station. The 

operator can reschedule any Suspended job in the Cray 
Computer System from tbe master operator station. 


FUNCTION: 


FORMAT: 
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ROU®e CHfiWG? station ip 


FP^TXQN: intended for disposition at one station 

to another station by changing iJievs^ ID of jobs or 
the destination ID of output datasets that match ths old 
IPi command can result in a change in class 

jobs in the inpdt gueue. Consult a Cray 
station IDS;. : 

FORMAT: ROUT E, oid,nid 

oid Station ID of station where jOb originated and 

where output datasets are to be sent; 2 
alphanumer ic char ac ter S ^ 

r nid Station Id of station where output datasets 

are to be sent and with which jobs will be 
identified; 2 alphanumeric characters. 

AVAILAEilLiTYi Ayailable only at the logged on master operator station. 

^ Statio^e which routing is changed need hot be logged 

■ V \ . on. 

EJtAMPiE: ROUTE, DG#GjD 

All jobs that originated at the station identified as D6 
and all of their output datasets are rerouted to the 
station having the lo of GD. 
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RSTAT - DISPIJ^Y GENERIC RESOURCE STATUS 


FUNCTION: 


FORMAT: 


Returns current information on generic resource 
availability and use. 


RSTAT 


queues 

,3Bq 

,,6N gn {queuesl, 


queues 


jeq 


p 


GN gn 


E or I. If ,queuee is specified without 
rGN grtr displays detailed generic resource 
use data for all jobs in the queue specified 
(one job per frame) . 

Displays detailed generic resource use for the 
job specified. Same display format as above. 

Displays generic resource profile. The RSTAT 
command alone is equivalent to RSTAT P. 

Displays profile and cumulative utilization 
data for the generic resource name gn, if 
queues is specified along with GN gn, only 
jobs in the indicated queue are displayed. 


liie following information is provided in an 
RSTAT, or RSTAT, jsq display: 

• Job name 


• Job sequence number 

• Job status 

• Job priority 

• Name of each generic resource 

• Job limit and the number of units assigned for each 
generic resource used by the job 


The following information is provided under the RSTAT, P 
(or RSTAT) display: 


• Names of all generic resources defined on COS 


D 
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• Number of uni.t$ availabj,® for Oach generic resoufce 


• Number of units assigned for each generic resource 

e Total number of units requested by jobs in the INPUT 
queue for each generic resource 

The following information is provided under the 

RSTAT,GN gntqu 0 U 0 S display: 

• For the generic resource with name gn, the number of 
units allocated and the number of units required by 
jobs in the INPUT queue 

e For each job which is using or waiting for the generic 
resource with naime grt, the job sequence number, job 
name, job status, job priocity, job limit, and number 
of Units assigned 

AvaimbiIjITY; Available at any logged on station 
EXAMPLE (RSTAT): 


D^AtUBQ GENERIC RESOURCE UTILIZATION FRAME 0 


JS9*9123 JOBNAMEirTESTJOB STATUS* Q-EXEC PRIQRITX- 7*0 


RESOURCE 

*6250 

SSD 

BMR 

1600 

TESTO 

JOB LIMIT 

5 

32000 

10000 

1 ■ 

1 

ASSIGNED 

Q . 

0 

0 

0 

0 

TESTl 

TEST2 

TESTS 

TEST4 

TESTS 

TEST6 

1 

1 


1 

1 ■, 

1 

0 

-O' . 

0 

0 

Or 

0 

TEST? 

TESTS 

TESTS 

TESTIO 

Testii 


1 

.1 ' 



n ' ' 


0 

0 

0 

0 

0 
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EXAtlPLE (RSTATfP) or SSTAT 


GENERIC RESOURCE PROFILE FRAME 0 


GENERIC 

UNITS 

UNITS 

PENDING 

NAME 

AVAILABLE 

ALLOCATED 

r]^UBSTS 

*6250 

5 

1 

6 

SSD 

32000 

27000 

42000 

BHR 

1000 

250 

250 

1600 

2 

1 

1 

TESTO 

1 

0 

0 

TESTl 

1 

0 

0 

TEST2 

1 

0 

0 

TEST3 

1 

0 

0 

TBST4 

1 

0 

0 

TESTS 

1 

0 

0 

TEST6 

1 

0 

0 


EXAMPLE (RSTATfGN *6250) : 


GENERIC RESOURCE CUMULATIVE UTILIZATION FOR *6250 

QCmUBS E I 

UNITS 


UNITS 

PEIPING 

FRAME ( 

AVAILABLE 5 


ALLOCATB^ 1 

REQUESTS 

3 

JSQ 

JOBNAME 

STATUS 

ttllORITy JOB LIMIT 

ASSIGNED 


213 

TESTOOB 

Q-RSOURC 

7.0 3 

0 


2112 

TAPTBST 

S-SYS 

1.0 1 

1 





*END OF DATA* 

1 
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SAVE - 80»GB PSIWANENT DATASET 


FUMCTZON: file for etaglng to Cray mass storage, where it 

will be made a pej^nent dataset . 

The operator initiates staging to the Cray mainframe by 
using the lOS station SAVE or SUBMIT commands. Staging 
can Pipceed only if the station is logged onto the Cray 
aainframe, an input stream is available, and the input 
device is not being used by some other process. The data 
is written to Cray mass storage without ref oimiatting. 

The operator can delay or abort staging on a given stream 
by using the Paripheral Expander tape mount responses or 
device commands described in section 3. 

EDEHATs SAVB ,<fat>igs,f?en[,par8l 

device Input device formatt 

@MTuntt:num[ :NR] 

unit Unit number (0-9) 

I num Tape file number (0*«9999) 

MR Do not rewind the tape after 

staging is completed. 

[SDKunit:] [(fir/]/iZs 

unit Unit number (0-9} 

diT Directory name; maximum of 15 

alphanumeric characters 

file File name; maximum of 15 

alphanumeric characters 

dm Name to be assigned to the permanent dataset 

at the Cray mainframe; 1 through 15 
alphanumeric characters. 

pars Any combination of the following . keyword-value 

pairs (if a keyword is repeated^ the last 
value entered is used) ^ 

^ITION , number 
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FORMAT: 

(continued) 


AVAILABILITY: 


number Edition number; 0 through 4095. If 
Of a default edition number is 
assigned by COS. If nonzero and a 
dataset with the specified edition 
number already exists, the dataset 
transfer will be canceled. 

iptuaerid 

ueerid user identification; 1 through 8 
alphanumeric characters. 

MAimXNANCBfPCb) 

paa Maintenance permission control word; 1 
through 8 alphanumeric characters. 

PERIOD, 

days Retention period in days; 0 through 
4095. The default is an assembly 
parameter . 


paw Read permission control word; 1 

through 8 alphanumeric characters. 

DSERfUSsmc 

usemo User number; 1 through 15 
alphanumeric characters. 


f^TEfpcb; 

paw Write permission control word; 1 
through 8 alphanumeric chatacters. 

Availadble at 2 uiy station that is logged on 
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SOiOLL - tiSl ifSPLftY FOR eOKHAl«;/IffiSroNSB 


fONG^ION: Changes the entire dl^lay area (except for the 2-*line 

header)- to a'coiniand/response area. This coaniand is 
provided so that the operator cah monitor the ccmoaand 
entries and responses on all but the top two lines of the 
dif^Iay screen. Commands and resj^nses are rolled in a 
scroll^like f^ before disappeairing from the screen. 

This mode is in effect when the station is initialized 
and is cleared by issuing any other display command or 
CLEAR. 

AyAlUffilLlTyt Mo prereguisites 
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SET > MODIFY PARAMETERS 


FUNCTION: Modifies the default value associated with the XOS 

station's ID and TID peraineters 

FOroiAT; SET [ t [ ,TID, ti<il 

IP, id 

id station identifier to be used if none 
is specified on the LOGON command (2 
alphanumeric characters) . The ID is 
initially AP for the I/O Subsystem. 

The default ID is displayed in the 
STATION display if the station is not 
logged on'. 

TXD,tid 

-tid Terminal identifier to be used if none 
is specified on the LOGON command (1 
through 8 characters) , The TID is 
initially GPEKATOR. The default TID 
is displayed in the station display if : 
the station is not logged on. 

AVAILABILITY : Nopr erequi^^^^ 
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$H1^D0TOI ~ 



s-oisef josi 


POIWA^: 




:. ,. Idi'es '4o«rn -^db; activity as a gait eif ' the system- ■ ' ' 

. v ae^ti.vati<?R procedure jp^ are suspended and 

the itoximum number of jobs that can be active 
is. set' to zero (see the LIMIT , con^nd) , Subse<p4ently> 
jobs can be reactiyated at the ppihit at which they left 
off. fioWeyer, certai*! jobs (jobs usin^ tape drives, for 
.’"example) cannot be -r.eoovered a|p,ro$e. a system startup. 

• SHUTDOWN V 

>jQb activity is idled down; ^bs are rolled out; their 

and the maximum number of jobs that 

V -The GHMiNEL command in this sectiiM. .ean be used to 
- prevent addit^^ from'vehtering the 

; The' PLUSH eoramand ^ to cbpy data from a 

■; .yolatiie device (a dev ice. that ' loses infprmat ion stpred 
on it at ^pwer down) to a file on a permanent storage 

The. system. log buffets can be; disk using an 

(EXI^OT is detGribe.d 

; Qp^ational Aids-Beferehce M^niaiv;#ubli^^^ ; 

L and System -shutdown is, further ' covered'’^i^^ 

. Operational. Procei^res itefer^Oe Manual, publication 
' SM-opeai) . 



: The? J^oyER or RESUME GbimDand must - be - used to reactivate 
' . -jobs fdilpwing a -SHU^nJOWN. /The.LZ^tT conmnd must be 

V. - ./ . : . , re^issu^I after a .SHU!KX3WN; tp aii(^^ 

•■■■-. rsdheduied^vfbr-’ execution. 

AVAlLSBiLlTY t. - .-Avo^iable'. only at the master operator station, which must 

.. 'fee',loggedlon • ... , - .i 





SNAP - PRINT 


FUNCTION; 


FORMAT: 


AVAILABILITY: 


DISPLAY CONTENTS 


Copies display screen image to a line printer. This 
command is useful for providing a printed copy of a 
problem. For example# the operator can elect to SNAP a 
status display. 

SNAP [ , oorment] 

Gcmnent An arbitrary character string limited only by 
the length of the input line 

No prerequisites 
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STAGE - HALT C^l I^UMS STAGING 


Halts or resvimss initiation of dataset staging between 
the I/O Subsysteni magnetic thpe Or- printer and the Cray 
mainframe. Staging is enabled when the station software 
begins operation. See additional staging Information 
with the SAVE command. ^ 

STAGE rjM r 
\0EFJ 

QH Resume staging;, this is. the default. 

OFF Halt staging. Staging in process is 

completed r and no new staging is initiated. 

AVAIL^ILITY: Ho prerequisites 
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STATCLASS - DISPLAY JOB CLASS STATUS 


FUNCTION; 

FORMAT: 


AVAILABILITY: 


Displays status of defined job classes for the current 
job class structure 

STATCL ASS 

The status display, returned by this coimnand provides the 
following information: 

• Jpb class structure name (CSDM) 

• Number of jobs in system - both in the input and in 
the executing queues 

• Number of active jobs in the executing queue (JXT) 

• Maximum JXTs allowed by the system (LIMIT) 

• Number of available pool jXTs 
e Number of defined classes 

• Number of Classes waiting for JXTs 

For each defined class r the following information is 
displayed: 

• First seven characters of the job class name 

• Number of active jobs in the executing queue (JXT) 

• Number of jobs waiting for JXTs 

• Number of reserved JXTs 

• Max imium JXTs allowed by class 

• Status (ON or OFF) 

The header line for the display specifies the frame count 
at the right of the line an<f indicates which frame of 
status information is being displayed. Frames are 
numbered 0 through 99 , modulo 100* 

Available at any station that is logged on 
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CIASS STATUS 


CRAY JOB CLASS STATUS 
CSDN = DAY-^XMP 


JOBS IN system 

15 

ACTIVE jot;s 

15 

MAX JJKPS ifilMIT) 

63 

AVAIL POOL UTCTS : r ^ 


DEFINED CLASSES 

17 

CLASSES WTG jXTS 

0 


Brahe o 


CLASS ACTIVE WAITING RESERVED MAXIMUM 


STATUS 


OPERATR 0 0 

JOBSBRR 0 0 

Orphan o o 


1 5 

1 5 

1 1 


PG G G 

'v. 0 

tjOCK G 0 

LOCKBAD 0 G 

NHU 0 . 0 
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20 20 
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0 0 

2 2 


4-66 


ON 

ON 

ON 

ON 

ON 

ON 

OFF 

OFF 
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STATICXI - DISPLAY I/O SUBSYSTEM STATION STATUS 


FUNCTION: Displays information about the station console at which 

the command is entered 


FOBMAT : STATIO N 

The information displayed is as follows: 

• Station ID and TID (defaults if not logged on) 

e Maximum active input and output stream counts 

• Refresh state and rate in tenths of a second 

e Poll interval (rate of exchange of control messages) 
in tenths of a second 

• Stream status for each defined stream if logged on* 
The Stream status includes stream type (input or 
output), stream number, job name, disposition code, 
input/output device, dataset name, dataset format, 
size, and block number. 


e Status of the input/output devices. The status 
includes the availability and operational mode. 

Status Description 


UP 

dn 

F^E 

RSRVD 

RD 

WB 

PT 

AL 

10 

IN 


Device in operation 
Device hot in operation 
Device available for use 
Device currently in uSe 
Tape in read mode 
Tape in write mode 
Printer in plot mode 
Printer iu character mode 
Disk in I/O mode 
Disk in initialize mode 


AVAILABILITY : No prerequisites 


4-67 


SG-0051 


D 




EXAMPLE t STATION 


STATICm STATUS DISPLAY 

STATION IDs AP OPERATOR MAXIMUM STREAM CX>UMT: 2 REFRESH RATE: 10 ON 
STATION DEV: SDRO POLL RATES 10 

STATION VOL s lOS 
STATION DIRS station 


STREAM JOBNMBB 

1 OUT 


STREAM STATUS 



DEVICE 

DATASET 

ST 

eHT0s2 

TEST 


-INACTIVE- 


* 

* 

BLOCK * 
FT SIZE GURR * 

GB 0 38 * 

* 

* 

* 


LOCAL DEVICE 
STATUS 

DEV STATUS OP 

ePRO UP FREE 
SHTO UP RSRVD RD 
SDKO UP FREE 
SCKO UP FREE 
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STATUS - 


FUNCTION 


FOIOdAT: 


DISPLAY SYSTEM STATUS 


Returns status of jobs, input datasets r and output 

datasets known to COS. Several jobs are reported at a 

time according to their job sequence (JSQ) numbers. 

Status can be requested for any or all of the COS job 

queues . 

STATU S [ f queues] [ /tnt] 

queues One or more of the following designators, each 
specifying a queue for which status is 
requested. All designators must be separated 
by one or more blanks or a comma. If queues 
is omitted, a comma is not required to replace 
it in the command; the status of all of the 
queues is displayed. 

EXECUTION 
INPUT 
OUTPUT 
RECEIVING 
SENDING 

int Time interval, in seconds, between each frame 

display. Frames do not automatically advance 
if int is not specified* 

The following information is provided in a status display: 

• Job class structure dataset name (CSDN) 

• .Job sequence number 

• Disposition code (DC) as follows: 

IN Dataset is a job dataset. 

MT Dataset is to be disposed to magnetic tape at 
the receiving station. 

PR Dataset is to be disposed to a printer at the 
receiving station. 

PT Dataset is tO be disposed to a plotter at the 
{receiving station. 

PU Dataset is to be disposed to punched cards at 
the receiving station. 


Execution queue 
Input queue 
Output queue 
COS receiving queue 
COS sending queue 
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ST Dataset, is to be a permahen^ datasel^ 
receiving station or et the Cray mainfrante. 

This dataset can be on the way into the 
mainframe as the result of a SAVE or SUBMIT 
station coiiimand or an ACQUIl^ control statement. 

• Job name when submit ted at originating station 

• Job class assignment 

• Job or dataset status: 

Status Descr ipt ion 

Waiting to transfer 
Transferring into Cray 
Transferring out of Cray 
Queued for execution 
Queued for tape 
Locked by system 
Locked by memory 

Resident in memory (multitasking job) 
Suspended by task deactivate (multitasking 

jot)) 

Suspended by operator 
Recovery suspended 
Waiting for memory 
Waiting for event 
Waiting for time event 
Rolled out 
Bolling out 
Bolling in 
Executing 
System suspended 
Waiting for I/O 

Suspended to single thread tasks 
(multitasking job) 

Waiting for CPU 

• Job priority. Initial job priority is determined by 
the job control statement, class, or operator-assigned 
priority and job control statement time and memory 
specifications. (Subsequent job scheduler adjustanents 
are not displayed.) Output dataset priority is 
determined by dataset sise. 

• Time used in seconds and time limit in seconds 
(decimal). If the job's time used or time limit 
exceeds the display area, the corresponding entry 
contains ****** If time used or time limit is not 
applicable for the dataset, the corresponding entry 
contains — - — . 


WAIT-XPR 

XPER-IN 

XF1»-0UT 

QUEUED 

QUEUED-T 

LOCK-SYS 

LOCK-MEM 

RESIDENT 

WAIT-TSK 

SUSP-OPR 

SUSPr-RCY 

WAIT-MEM 

WAIT-EVT 

WAIT^TIM 

ROLLED 

ROLL-OUT 

ROLL-XN 

execute 

WAIT-SYS 

WAIT-1/0 

WAIT-lTH 

WAIT-^CPU 


• Field length of job specified as decimal thousands* 

If field length is not applicable r the entry contains 


• Station ID associated with job or dataset 

• Terminal ID (TID) associated with job or dataset 

The display header line lists the queues being 
displayed. The frame count at the right of the line 
shows status information of frame being displayed. 

Frames are numbered 0 to 99. 

AVAILABILITY: Available at any logged on station. If the command is 

issued at the master operator stationr all entries in the 
queue are displayed. If the station is not the master 
operator station, normally only entries matching the 
station ID are displayed. If the I@ALLSDT installation 
parameter is enabled, all entries in the queue are 
displayed. 

EXAMPLE: STATUS 


CRAY SYSTEM STATUS 


CSDN = DAY-XMP 

QUEUES £ I 0 R S FRAME 1 


JSQ 

DC 

DATASET 

CLASS 

STATUS 

PRI 

TIME 

USED LIMIT 

FIELD 

LEN(^H 

ID 

TID 

237 

IN 

JEA 

lA 

WAIT-SYS 

8.0 

0 


30 

DX 

20, 42 

354 

IN 

BTK-V3 

lA 

WAIT-SYS 

8.0 

0 


30 

V3 

U1715 

99 

IN 

TNGl 

lA 

WAIT-SYS 

8.0 

0 


30 

IC 

:UDD:TNG 

383 

IN 

GFJH 

lA 

WAIT-SYS 

8.0 

0 

***** 

30 

DX 

20, 61 

48 

IN 

EJM 

lA 

WAIT-SYS 

00 

• 

o 

0 

***** 

30 

V3 

U1032 

361 

IN 

U0950 

lA 

WAIT-SYS 

8.0 

0 

***** 

30 

V3 

00950 

390 

IN 

lOPTAP 

PQ 

QUEUED . 

0.0 

0 

8 

74 

V3. 

01570 

387 

IN 

LCLSSO? 

MEDIUM 

EXECUTE 

7.0 

7 

120 

57 

V3 

0183 8 

393 

IN 

CIS! 

MEDIUM 

WAIT-SYS 

7.0 

0 

40 

30 

V3 

U1199 

392 

IN 

U1838 

lA 

WAIT-SYS 

8.0 

0 

***** 

34 

V3 

U1838 

0 

ST 

M08042A 


XFER-IN 

o 

* 

o 




V3 

U1199 
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STMSG ^ DISPLAY STATION MESSAGES 


FUNCTION: Displays station messages. Messages either require a 

response or provide information. 

FORMAT: s'msQi,tur>e\ 

type Either response-required or information-only 

messages. Default is response-required. 

REQUEST Displays only response-required 
messages, including tape mount 
requests. (See NOTE below.) A 
beeping sound and an M at the top of 
the STMSG display (see figure 4-1) 
alert the operator that a 
response-requir^ message is waiting. 

Displays only informative messages. 

An M appears at the top of the STMSG 
display without an accompanying 
beeping sound , This M indicates that 
no response is required for the 
message waiting to be viewed. When 
the operator changes the display, the 
information is lost. 


NOTE 

No reply is required for tape mount mesageS if the 
specified reel of tape is mounted on the specified 
device. To mount the tape on a different device, enter 
the reply: 

megnvon reselect 

The system selects an alternate tape device if one is 
available* If an alternate device is not available, 
the selection is delayed until a device is freed by 
another job. For further information about tape mount 
messages, see Appendix G. 
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AVAILABILITY 


Available at any logged on station 


EXAMPLE: 


MN TIME 
0 22:08 


STMSG 


CRAY STATION MESSAGES - REPLY REQUESTED 
MESSAGE 

ENTER CONFIGURATION CHANGES OR CONTINUE 

END OF DATA 


FRAME 0 
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. ^ pISPIAir MASS STO^aE S3PATUS 


: PENCTIPE: Inltia4:es mass storage status display 

’ STOR AGE 

The display provides the operator with the following 
...jf'ihfprxftationj: ’ ■ 

• Plagsr giving special information about each device 

M Master device 
R Read only 
D Device down 

P Private; device can be reguested by name only. 

S Scratch device; only local datasets are allowed . 

C Gontrolled device 

V volatile; data can be saved on a backup dataset 
via the FLUSH command. 

A P entry and an R entry appear together on the display 
when a device is both down and off. A P entry indicates 
that the system does not automatically allocate datasets 
on the device . 

A C entry indicates that the: device is controlled and 
that usei jobs must declare on the JOB statement the 
maximum number of units the job uses concurrent!^ on the 
.-deyice> : . 

• Device n^e known to the operating system 

.• percentage of space free (available) and permanent (in 
use for permanent datasets) on each device. HE^nce not 
accounted for by these two categori©® ^^.Ipcated to 
local Or system datasets and flaws. 

• Number of recovered and unrecovered errors on each 

.device ■ ■ ' ; ; . 

• Location of last error (in octal) ; gives cylinder 
(CYL) , head (HD) , and sector (SC) location. 

AVAILABILITY: Station must be logged on. 


I 
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EXAMPLE 


STORAGE 


MASS STORAGE STATUS 





FRAME 

0 



SPACE 

ERRORS 

LAST 

ERROR 

FLAGS 

DEVICE 

FREE 

PERM 

RECOV UNREC 

CYL 

HD 

sc 

M 

DD-Al-20 

20% 

35% 

0 

0 

0 

0 

6 


ro-Ai-21 

51% 

10% 

0 

0 

0 

0 

0 


DD-Al-22 

51% 

10% 

0 

0 

0 

0 

0 


DD-Al-23 

51% 

10% 

0 

0 

0 

0 

0 


DD-Al-24 

51% 

10% 

0 

0 

0 

0 

0 


I»-Al-25 

51% 

10% 

0 

0 

0 

0 

0 


PD-Al-26 

51% 

10% 

0 

0 

0 

0 

p 

RD 

DD-Al-35 

100% 

0% 

0 

0 

0 

0 

0 

RD 

DD-Al-36 

100% 

0% 

0 

0 

0 

0 

0 

M) 

DD-Al-37 

100% 

0% 

0 

0 

0 

0 

0 

PSVC 

SSD-0^20 

100% 

0% 

0 

0 

0 

0 

0 

RDPSVC 

SSD-1-12 

100% 

0% 

0 

0 

0 

0 

0 

RDPSVC 

ASI)-1-12 

100% 

0% 

0 

0 

0 

0 

0 
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STP - DISPIAY ^5ei^ TfiSK P^ESSOB STATIS5PICS 


FUNCTION: the CRI systems analyst with statistics 

pertaining to the COS system task processor (STP). The 
command initiates a display of the statistics. 

FOBMAT; STP 

The Information is as follows: 

fr Base Base address (octal) of STP in memory 

; • Bame ASCII name of the task or display entry 

Percentage of total CPU time in use by the 
displayed entry 

• %System Percent of system tlnie (CPU time used by the 

system as opposed to the user) being used by 
the displayed entry 

• Requests Number of system requests made by the 

displayed task over the last display interval 

• Readies Number of times the displayed task was 

readied by EXRC over the last display 
Interval 

• Suspend If YES is displayed> the displayed task is 

currently suspeitded. Otherwise, NO is 
displayed. 

AVAILABIRITYl Available at any initialized lOS station (does not have 
'to be- logged oh) ' 

RXAMBi^: : 

BASE-. 27000= FfWE;0 


miEi 

: 

J^YS 

REQUESTS 

RERDIES 

. SUSPEND 

EXEG 

19 23 

47.78 




BTP 

20.97 

52. 18 

5016 

3948 


SCP 

0.35 

0.88 

42 

17 

YES 

EXP 

14 88 

3B.99 

^64 

3649 

YEB 

pm 

0.3 

0.8 

15 

5 

YES 

DEC 

0.0 

0.0 

0 

0 

YES 

DOM. " 

1.40 

3 . 49 

549 

178 

YES 

MSG 

0.4 

0. 11 

12 

4 

YES 

MEP 

0.0 

0.0 

0 

0 

YES 

SPM 

0.0 

0.0 

0 

0 

YES 


4:24 

10,54 

525 

90 

YES 

JCM 

0.0 

0 0 

0 

0 

YES 

TOM 

0.0 , 

0,0 

0 

. 0 

YES 
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STREAM - CHANGE STREAM COUNTS 


FUNCTION: Changes the activity on the link by changing the total 

number of input streams and output streams defined for a 
link and the number of streams that can be active at one 
time 

FORMAT: STRE AM# 

id station ID of station whose stream count is to 

be changed 

ni Number of input streams allowed; 0 through 8. 

The maximum allowable values are determined at 
logon time, and may differ for each station. 
The operator can not used the S^EAM command 
to specify values greater than those specified 
at logon time . 

no Number of output streams allowed; 0 through 8. 

na Number of streams where data can be sent 

Concurrently# that is, active streams (0 
through 16) 

Stveom is the flow of the pieces of information 
comprising a dataset being staged. The maximum number of 
input streams and output streams is defined for the 
station when a station is assembled. The link control 
commands allow the operator to change this number but not 
to exceed the maximum at any time. 

Because streams are defined with relation to the Cray 
mainframe , an output stream is a data path to the station 
from the Cray mainframe and an input stream is a data 
path from the station to the Cray mainframe. 

The input stresm count defines the maximum number of 
datasets that can be staged in at any one time. The 
output stream count defines the maximum number of 
datasets that can be staged out at any one time. The 
actiye stream count defines the maximum number of 
datasets toat oa:n be handled at one time on the link and 
inciudes both directions of data flow. For example, if 

two input streams, one output stream, and three active 
streams are defined, staging in occurs with two datasets 
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' interleaved and staging ont occur s-^bne dataset at a ' 
time. However, if three ihput strearosy twd putput 
streams, and three active streams are defined, the 
station can stage a maximum of three datasets at a time. 
-;'''®he/^makinwm 'number three-'ea^^ three'input 

'Str!|5^s with nb output stream, two input s and one 

• \ Output stream, or one or no ■input stream and two output 

'streams."' 

AvailaihXe at any logged oh statiohi operator <ian 

change the str count for any station in the Cray 
Computer system at the master operator station. At other 
stations, the operator can only change the stream count 
for the station at which the S^EREAM command is entered. 

5 example limits station ^ to one inpuC stream, two 

rv,.;^>^'\;i;’;OUtput etreams;, and' two;- streams'" that;. can _ be .active 
sonCurrently. 
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STRSTAT - DISPLAY STATION STREAM STATUS 


FUNCTION: Provides a display of information for individual station 

streams 

FORMAT: STRSTAT, [id} 

id Log-on ID of station for which streams are 

displayed. 

The information displayed is as follows: 

• ID Log-on ID of station for displayed stream 

• DSQ Dataset sequence number of dataset currently 

transferring on displayed stream 

• DATASET Name of dataset being transferred 

• JSQ Job sequence number of job for which stream 

is active 

• DC Disposition code for transferring dataset 

• DF Data format of transferring dataset 

• STEM Direction in which stre£un is transferring 

• MBIT/S Rate at which Stream is transferring in 

megabits per second 

• TOTAL Total size of transferring dataset in 

512-word blocks (if known) 

• CtmR Number of current block being transferred 

• DURATION Length of time stream has been active 

If the id is not specified ai^ the station is the master 
operator, stream activity for all station Id’s is 
displayed. If the station is not the master operator, 
stream activity for the lOS station is displayed. 

AVAILABILITY: Availabie at any logged on station. Only the master 

operator station can esamine other stations' stream 
activity. 
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EXAMPLES- ■ 

RM®i oii'Se fJBIT/S ' ^ — 


ID 

Dse 

DATASE1? 


"DC 

DP 

^fSTRM 

JHBlT/iB 

OtlSR 

TOTAL 

DURATION 

V3 

. ■ % 

EcSEObB: . 

223 

ST 

ce. 

4 IN 

-Lim 



00:00:07 

V3 

■'•'•. a:.' 



'V'-sai; ■' 

CB 

“ 2 ' 4n ' 

■•:ci-;223. 

mm : 


00: 00: 00 

V3 

•:22b.^ 

i£6&ate 

22^ 

PR 

CB 

1 ptjT 

O.D$5 

33 

bC 

00:00:30 

V3 

230 

JU16,9bOB - 

2li; 

M 

CB 

4 OUT 

Q> 229 

..V ''':55' 

bb 

00:00:17 


END OP i>ATA 
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SUBMIT - STAGE JOB DATASET 


FUMCTIOMi 


FORMAT t 


AVAILABILITY: 


Queues files foe staging to Cray mass storage where the 
dataset will be entered into the job input queue See 
additional staging information in the SAVE command 
description. 

svSjX LT .deviee 

d0vi^ Input device formats t 
SMTuni 1 1 nuffll t NR] 


unit 

Unit number (0-9). 

num 

Tape file number (0^9999) . 

NR 

bo not rewind the tape after 
staging is completed. 

IQDKunits 

lidir/lfite 

unit 

unit number (0-9) . 

dir 

Directory name; maximum of 15 
alphanumeric characters. 

fiU 

File name; maximum of 15 
alphanumeric characters. 


Station must be logged on. 
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SOSPEND - SDSPiEND J(m PPOGESSBIG 


PimCTlQH : 


suspends processing of one or noire jobe* The jobs are 
rolled out and their memory is released. For SOSFEND,ALL 
the maximum number of jobs that can be active (see the 
hlHIT conmand) is set to 0. See 


FOlMATi 


SUSPEND 




jaq^ Job sequence number ( JSQ) identifying a 

speclfiG job to be suspended; obtained through 
the STATUS command. The number of job 
sequence numbers that can be entered with this 
command is limited only by the length of the 
line. 

AZiL Suspends all jobs in the system 


AVAILABILITY: 


Available only at the master operator stationr which must 
be legged on ^ The operator can suspend any job in the 
Cray Conqputer System from the master operator station. 
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SWITCH - MANIPULATE JOB SENSE SWITCHES 


FUNCTION: Sets or clears a job sense switch 

FOBMAT: SWITCH , SS2<;, / 2E 1 




3eq 

eew 


Job sequence number (JSQ) identifying the job; 
obtained through the STATUS display. 

Sense switch number; 1 through 6. 


Sets the switch designated by sew 
Clears the switch designated by ssw 

AVAILABILITY: Available at any station that is logged on. The operator 

can set or clear job sense switches for any job in the 
Cray Ccmiputer System at the master operator station. At 
other stations, the operator can only change job sense 
switches for jobs with the same station Ib as the one 
where the SWITCH command is entered. 


ON 

OFF 
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T^E - DISPIAy DEVICE Xl^OBM?^^ " ^ ^ ' ' ' 

FtMCTlpN: ^ Dlspldys- confi^ura^ipn infoj^^tioh for «acK tape device 

ppE®i^:; : TAPE “. 

r pve ihiorin^ pr^ided Is as follcws: 

' 'Devics ftuinber ■■ '■' ^ 

a Associated job sequence nuinber (JSQ) ^ if any assigned 

. • All access paths 

'■'■- ■. -a ,v Device. ■Status- 

Status _ Description 

ID1<E Available for use 

;^ RD/VIT Currently assigned to a job; write 

' ’ ■' encd>ied - ; 

DOWN Device is down; not available for use* 

OP - DOIOI Downed by the Operator; not available 

for use. 

READ Currently assigned to a job; write 

disabled. 

MAINT. Maintenance not available for use. 

SYS - DOWN Downed by the system; not available for 

' ' . -ese. - 

^ ^ Offline; hot available for use. 

I-- ,..:A a' 

• Assigned volume serial number 
: • Pile block count 

•, Servicing front-end ID 

AVAILABILITY: Available at any logged on station 
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EXAMPLE 


TAPE 




* 

TAPE CONTIGURATION * 


FRAME 0 

DEUICE 

JSQ 

lOP CH/CU 



STATUS 

USN 

FBG 

SFE 

100 


20-0 21-1 

22-2 

23-3 

OP-DOWN 




101 


20-0 21-1 

22-2 

23-3 

OP-DOWN 




102 


20-0 21-1 

22-2 

23-3 

OP-DOWN 




103 


20-0 21-1 

22-2 

23-3 

OP-DOWN 




104 


20-0 21-1 

22-2 

23-3 

OP-DOWN 




105 


20-0 21-1 

22-2 

23-3 

OP-DOWN 




106 


20-0 21-1 

22-2 

23-3 

OP-DOWN 




107 

935 

20-0 21-1 

22-2 

23-3 

RD/WT 

LADDE3? 

979 

DG 




END or 

DATA 
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TJOB - DISPMt JOB'S STATUS 


FiBiCTTON: Displays job status inforinatioh . for jobs requiring tape 

devices^ 

FQIttiAT: ' TJOB ftnt 

i interval in s<&^misvb^tw^^ frame 

display. Frames not automatically advance 
if inf is not specified. 

The information provided is as follows: 

• Job sequence number (JSQ) 

\ . -job' name v 

! • Job status 


Status Description 


D^^^ Waiting for time event 
EXCTNG Executing 

EiK-SYS Locked by system 

LK-MSH locked for memory 

Q-<-EXBC Queued for executibn 

Q-RSQUKC Queued for respurce 

Boliiiig in 
f Balled out 

; r-OUt Rpiiing out ^ ^ ^ 

i S-CPU Waiting for CPU 

• S^EVENT waiting for event 

S-^X/0 Waiting for I/O 

; S-MFM Waiting fpr meaiory 

• S'^p Operator suspended 

: ■ ■ i S'^RBdV Recovery suspended (SHUTDOWN) 

S-SYS System suspended 

i f SEXIER Waiting for treuisfer 

XFERXN6 Transfer in progress 


• Job priority. Initial job priority is determined by 
the job control statement^ class, or operator -assigned 
priority and job control statement time and memory 
specifications. (Subsequent job scheduler adjustments 
are not displayed.) Output dataset priority is 
determined by dataset size. 

t, if SSp is installed as a generic resource/ jobs which use SSD are 
included ip the TJOB display. 
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(decimal) . If the job "^s time used oijf ^^e 11^ 
excels the display area, the corresfohdtng entt^ 
cQiite^hs^ * If time used or tinje; iiilliit is^not 

aj^licable fpr the iaataset, the Gorres£tohdihg entrY. 

. ;■■ contains,.;—^---. '■ 

I ^ Field length of job specified as decima;i; thGUsends. 

If field length is not applicable, the entry conta^ 
**"**^^*** • ' '. 

• Station ID associatedi with' job ^ 

e Number of tape devices as specified m 

I parameter on JOB parameter 

I’- - , ■ ■::, \e.:,XN¥Bpjef ,.df:- 

d; ; ^ status (fES or NO) indicating whether a job 

; . can be': rerun .'V-: , ' ■■ 

. AyhI3U^lliliY: Ayailabie. at any logged on station. If the cbimnand is 

issued art> the inas ter operator station, ail ^^e 
displayed. If the. station is not the Mstei operator 
station, only entries matching the station ID are- 
displayed. If the i^ALLSDl? installation par ametek: is 
enabled, all entries are displayed, 

EXAMFLEsV- . IJOB . 





Cnay TAPB jgb$ biia# 

TIME PiELD 

OgEB- LENGTH jm, m 


pRJj^ 0 
Dtr RR 
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APPENDIX SECTION 




CHARACTER SET 


Character 

ASCII Code 

Character 

ASCII Code 

NUL 

000 

DC3 

023 

SOH 

001 

DC4 

024 

STX 

002 

NAK 

025 

ETX 

003 

SYN 

026 

EOT 

004 

ETB 

027 

ENQ 

005 

CAN 

030 

ACK 

006 

EM 

031 

BEL 

007 

SUB 

032 

BS 

010 

ESC 

033 

HT 

Oil 

FS 

034 

LF 

012 

GS 

035 

VT 

013 

RS 

036 

FF 

014 

US 

037 

CR 

015 

SPACE 

040 

SO 

016 

1 

m 

041 

SI 

017 

If 

042 

DLE 

020 

« 

043 

DCl 

021 

$ 

044 

DC2 

022 

% 

045 
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Character 

ASCII Code 

Character 

ASCII Code 

& 

046 

z: 

075 

1 

047 

> 

076 

{ 

050 

? 

077 

) 

051 

@ 

100 

* 

052 

A 

101 

+ 

053 

B 

102 

r 

054 

C 

103 

- 

055 

D 

104 

m 

056 

E 

105 

/ 

057 

F 

106 

0 

060 

G 

107 

1 

061 

H 

110 

2 

062 

I 

111 

3 

063 

J 

112 

4 

064 

K 

113 

5 

065 

L 

114 

6 

066 

M 

115 

7 

067 

N 

116 

8 

070 

0 

117 

9 

071 

P 

120 

« 

• 

072 

Q 

121 

# 

073 

R 

122 

< 

074 

S 

123 
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lOS DUMP PROGRAMS 


B 


Two dump programs can be used with the I/O Subsystem station: SYSDUMP 
and DMP. When SYSDUMP is completed, the message DUMP COMPLETE appears. 
If SYSDUMP does not complete, DMp must be used. 


SYSDUMP 


SYSDUMP is a utility used to selectively dump areas of a Cray system to 
disk for future examination. The dump is directed to an area on the 
master device set up by COS at install time. When the system is 
restarted, the dump is relocated as a permanent dataset 

(CRAYISYSTEMDUMP) . It can then be referenced by the FDUMP utility. (For 
a detailed description of FDUMP, see the COS Operational Aids Reference 
Manual, publication SM-0044.) 

For SYSDUMP, you can select to dump up to four noncontiguous areas of 
Central Memory and Buffer Memory. If the I/O Subsystem is dumped, all 
I/O Processors configured are dumped. Included in the dump are: 

• Local memory 

• Operand registers 

• A, B, C, E, and exit stack 

• Done and busy flags for all channels 

All dumps also include the B, T, V, and VM registers from the mainframe. 

SYSDUMP can be initiated automatically by the I/O Subsystem when the 
system halts, or manually by the operator entering CONTROL D at the MIOP 
Kernel console. 
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NOTE 


If the HlOP is not accepting input from the console, 
SYSDUMP can be invoked by pushing the lOP-0 MC and 
DEADSTART buttons with the deadstart device offline. 
This action causes an lOS halt and automatically 
invokes SYSDUMP. 


When SYSDUMP is invoked, the system issues a message requiring you to 
respond according to the following procedure. Each response you make 
must be followed by a RETURN. 

SYSDUMP? 

Enter ; 

Y, if a dump is desired. The system responds with a default list of 
system options. See the SYSDUMP parameter list following. 

N, if a dump is not desired. 

If N is selected, the system responds with; 

RESTART? 

Enter : 

Y, if a restart is desired. The system then requests a file name. 
(Normal restart procedure is indicated; see section 2.) 

N, if a restart is not desired. 


SYSDUMP PARAMETER LIST 

If SYSDUMP is selected, a default list of the required system parameters 
is issued so that parameters can be changed, if necessary, before 
processing begins. An example of this list follows. 
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PARAMETER LIST 


DEVICE: DK20-1 DD29 
SYSTEM: 1/S 
PROCESSORS: 1 
CRAY: ALL 
MOS: ALL 
SSD: NONE 
lOS: YES 
RESTART: YES 

CHANGE ? 

The parameter definitions are: 

DEVICE Physical device ID of the COS-designated master device 

DK Required descriptor 

20 Physical unit number 

- Required separator 

1 lOP number to which device is connected 
DD29 Device type; may be one of the following: 

DD19 DD-19 Disk 
D029 DD-29 Disk 

I I»49 DD-49 Disk 

SYSTEM System type being dumped 

1/S CRAY-1 S or CRAY-1 M 
X CRAY X-MP 

PROCESSORS Number of central processors attached to the system. 

Parameters are displayed only for the CRAY X-MP. 

CRAY Address range of Central Memory to be dumped. 

ALL All of configured Central Memory 
NONE Hone of Central Memory is to be dumped, 
range 1 ; iving'S 2 * 3 J 4 

Up to four noncontiguous address ranges can be 
specified. Ranges are specified as ADDR1;ADDR2. 
Each range is separated by a semicolon. 

MOS Buffer Memory in the I/O Subsystem. Options are the same 

as for the CRAY parameter* 

SSD Secondary storage device memory to be dumped. If an SSD 

is not configured into the system, this parameter is not 
displayed. Options are the same as for the CRAY 
parameter. 
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lOS Specifies whether or not the I/O Subsystem registers and 

local memories are to be dumped. Options are: 

YES 

NO 

RESTART Specifies whether or not the I/O Subsystem is to be 

restarted at the conclusion of the dump. Options are: 

YES 

NO 

If the restart is selected (RESTART: YES), the I/O 
Subsystem can be restarted from the MIOP Kernel console 
when the dump is completed. If restart is not selected 
(RESTART: NO) , then the operator must deadstart the 
system after the dump is completed. 

CHANGE? Specifies whether or not the operator wants to change any 
of the above parameters. Options are: 

NO Dump proceeds according to displayed parameters 

YES Parameters are displayed one at a time followed by 
a prompt for a new option. A carriage return 
advances the display to the next parameter. If no 
option is entered, the displayed option is 
retained . 

To request that the system use the default 
parameter, enter N followed by a RETURN or press 
only the RETURN key. The dump proceeds with the 
displayed parameters. 

To change one or more of the default parameters, 
enter Y followed by a RETURN. 


The following example shows how to make changes to the parameter list. 

PARAMETER LIST 

DEVICE : DK20~1 DD29 
SYSTEM: 1/S 
PROCESSORS: 1 
CRAY: ALL 
MOS: ALL 
SSD: NONE 
lOS: YES 
RESTART: YES 
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CHANGE?: Y 


Indicates you want to change one or more parameters 


DEVICE; DK20-1 

DD29 


> 

Read 

> on a line by itself as the word "change". 

SYSTEM: 1/S 
>X 

PROCESSORS: 1 
>2 

CRAY; ALL 

> 

Read 

> as "to". 

MOS: ALL 
>NONE 

SSD: NONE 
>0-1000; 10000- 
lOS: YES 
>NO 

RESTART; YES 

•20000 


> 




The new parameter list is then displayed, allowing for further changes. 
PARAMETER LIST 

I DEVICE: DK20-1 DD29 

SYSTEM: X 
PROCESSORS: 2 
CRAY: ALL 
MOS: NONE 

SSD: 0-1000; 10000-20000 
lOS: NO 
RESTART: YES 

CHANGE? 


SYSDUMP CODE FUNCTIONS 

The following information is included here (instead of in the lOS 
Internal Reference Manual) so that access to this information is 
convenient when SYSDUMP is being used. 

• When the CRT Interrupt Handler in the MIOP senses the system dump 
command, an overlay is loaded into the MIOF at location 0 and 
given control. The functions of this code are to; 

1. Master clear and force an exchange to occur in the mainframe 
so that the current exchange package can be recovered from 
memory 
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2. Compile a table containing the dump parameters and load the 
table in Buffer Memory for access from the Buffer I/O 
Processor (BIOP) 

3. Send a message to the BIOP requesting a system dump 
4> Scan messages from the BIOP 

• When the BIOP receives the message requesting a system dump, an 
overlay is loaded and given control at address 0. The functions 
of this code are to: 

1. Acquire the dump parameter table from Buffer Memory, and 

2. Read in the device label from the specified disk and find the 
system dump area assigned. 


SYSDUMP MESSAGES 


SYSDIMP issues the following messages. 


Message 

BUFFER MEMORY DONE 

CLUSTERS DONE 


CPU MEMORY DONE 

CPU REGISTERS DONE 


Action/Description 

Informative. Buffer Memory has been 
dumped . 

Informative. The cluster registers 
have been dumped. Cluster registers 
only apply to the CRAY X-MP Computer 
System. 

Informative. Central Memory has been 
dumped. 

Registers have been dumped. These 
include : 

B registers 
T registers 
V registers 
VM registers 

The A and S registers are retrieved 
from the exchange packages that were 
saved in Central Memory during dump. 
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Message 

CPU TIME OUT., .CONTINUE? 


Action/Description 


DISK ERROR - ABORT 
DUMP COMPLETED 
DUMP TRUNCATED 


HIGH-SPEED CHANNEL ERROR 


MIOP did not receive a response from 
the mainframe in the alloted time. If 
the dump is to be continued, type Y and 
RETURN. Also note the occurrence of 
this problem with dump in your logbook 
and inform the systems analyst, since 
dump may no longer be valid. 


Informative. Dump aborted. 
Informative 


Informative. Dump truncated due to 
insufficient space allocated on disk 
for SYSDUMP. 


Informative. Dump continues. 


IOP-1 NOT RESPONDING - RETRY? Check the BlOp display/console to see 

if the debug display is on the screen. 
If it is (it will be obvious), type X 
and RETURN at the BIOP console; then 
respond Y and RETURN to the message on 
the MIOP display/console. 

lOS DONE Informative. The I/O Subsystem has 

been dumped. Included for each lOP 
configured are: 

Local Memory 
Operand registers 
A, B, C, E, and the exit stack 
Channel Done and Busy flags 

LABEL NOT POUND - ABORT Informative. Dump aborted. 

MOS ERROR Informative. Dump continues. 

SSD DONE Informative. Dump completed. 


DMP 

DMP can be loaded from Peripheral Expander tape or disk. It provides a 
comprehensive display printout of the contents of the following memories 
and registers in the Cray Computer System. 
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• Central Memory 

• Buffer Memory 

• lOP Local Memory 

• lOP operand registers, accumulators, carry bits, operand pointers, 
and exit stacks 

The following items in the display printout are used by DMP and thus are 
not meaningful output for analysis: 

• The first 2048 parcels of the MIOP (IOP-0) 

• The last 64 operand registers of IOP-0 

• The first 1024 parcels of IOP-0, -1, and -2 (on successive dumps) 

Warning messages appear on the MIOP display/console when addresses 
selected contain invalid data. Duplicate lines within the dump are 
suppressed. 

Space limitations allow for only seven octal digits in addresses printed 
at the beginning of each line. Therefore, an address bias to be added to 
the displayed addresses is given at the top of each page for both Central 
and Buffer Memories. 


LOAD DMP FROM PERIPHERAL EXPANDER TAPE 

Perform the following sequence to load the DMP program from tape. 

1. Set the toggle switches on the I/O Subsystem maintenance panel to 
22 (octal) to select the I/O Subsystem Peripheral Expander 
magnetic tape unit. 

2. Mount the deads tart tape on the I/O Subsystem Peripheral Expander 
magnetic tape unit. 

3. Press the IOP-0 MC and DEADSTART buttons. 

4. TAPELOAD prompts with the request FILE @MT0:. Respond by typing 
a 2 and pressing the RETURN key, 

TAPELOAD saves the information concerning MIOP in Buffer Memory, loads 

DMP from file 2, and passes control to DMP. 

After DMP has been loaded, it displays the message: 

I/O PROCESSOR DUMP PROGRAM 
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At this point DMp prompts you to respond to a sequence of requests 
concerning the dump. Refer to the following section describing raiP 
messages . 


LOAD DMP FROM PERIPHERAL EXPANDER DISK 

Perform the following sequence to load the DMP program from disk. 

1. Set the toggle switches on the I/O Subsystem maintenance panel to 
60 (octal) to select the I/O Subsystem Peripheral Expander disk 
unit. 

2. Mount the deadstart disk on the I/O Subsystem Peripheral Expander 
disk unit. 

3. Press the IOP-0 MC and DEADSTART buttons. 

4 . DISKLOAD prompts with the request FILE @DK0 : . Respond by typing 
DUMP and pressing the RETURN key. 

DISKLOAD saves the information concerning MIOP in Buffer Memory, loads 
DMP from disk, and passes control to DMP. 

After DMP has been loaded, it displays the message: 

I/O PROCESSOR DUMP PROGRAM 

At this point DMP prompts you to respond to a sequence of requests 
concerning the dump. Refer to the following section describing DMP 
messages. 


DMP MESSAGES 

DMP issues a sequence of messages requiring operator responses. These 
messages and the required operator action are summarized below. The list 
is given in alphabetical rather than chronological sequence. A dash 
precedes an informative message. 

In the following sequences, except for the dump of lOP internal 
registers, the operator can terminate dumping of the specified area in 
memory by pressing LINE FEED. This action causes to advance to the 
next step. 

To terminate the DMP operation, deadstart again. 
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Message 


Action/Descr ipt ion 


ADDRESS RANGE: Enter range of memory to be dumped and 

press RETURN. The separator between 
the octal addresses can be either a 
space or a comma. 

BASE: Enter base address of Cray mainframe 

where all addresses displayed will be 
relative and press RETURN. 

CRAY? Enter Y if a dump of Central Memory is 

desired. DMP responds with a request 
for the range of addresses to be 
dumped. The address range entered is 
relative to the specified base. (See 
BASE: message.) 

Enter N to advance to the next step. 

-INTERNAL REGISTERS Informative; displayed while the lOP 

accumulator, carry bit, B register, 
exit stack pointer, and exit stack are 
being dumped to the printer. This dump 
cannot be interrupted by pressing LINE 
FEED. 

lOP-«? Answer Y if a dump of the specified lOP 

is desired. Answer N to advance to the 
next step. 

-lOP-K Informative; appears while lOP-n is 

being dumped. 


LOCAL M^ORY? Enter address range of Local Memory to 

be dumped and press RETURN. Addresses 
can be separated by a space or a 
comma. If Local Memory for an lOP is 
dumped, the lOP operand registers are 
automatically included in the dump. 

If Local Memory for an lOP is not to be 
dumped, immediately press RETURN. 

-LOCAL MEMORY Informative; appears while Local Memory 

is being dumped. 
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Message 

MORE? 


MOS? 


-MOS 


Ac t ion/Descr ipt ion 

Enter Y if additional areas of this 
type of memory are desired. Entering Y 
causes the request for address range to 
be repeated. 

For Buffer Memory, entering N causes 
DMP to advance to the next step. For 
Central Memory, entering N causes DMP 
to reinitiate the request sequence, 
beginning with the MOS request. 

Answer Y to dump the lOS Buffer 
MenK>ry. Answer N to go to next step. 
(The LISTO Kernel command described in 
section 3 provides information, 
including the Buffer Memory address, on 
all overlays defined in the I/O 
Subsystem . ) 

Informative; displayed while Buffer 
Memory is being dumped. 


MOS MULTIBIT-ADDRESSES XXXXX A Buffer Memory program reference 

results in an irrecoverable error. DMP 
displays this message and takes no 
further action. 


NOT READY Printer is not ready for dump output. 

Perhaps it is not turned on or is in 
local mode. When the printer is 
readied, the dump continues. 

-OPERAND REGISTERS Informative; displayed while operand 

registers are being dumped. Press LINE 
FEED to prematurely terminate the dump 
and advance DMP to the next phase. 

PAPER LOW - TYPE C TO CONTINUE Printer is low on paper. Enter C to 

allow the current page to be printed. 
Each page fed from this point causes 
the message to be repeated. Respond 
with C to each request until the 
printer is reloaded. 
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-TRACE BUFFER 

WORD MODE? 



Enter Y if the trace feature in Kernel 
was enabled and a dump of trace buffers 
is desired. This message is followed 
by a request for lOP number. Each lOP 
has its own trace buffer. Trace 
buffers are dumped in parcel format 
from most recent entry to least 
recent. The operator must select which 
buffers to dump. 


Enter N to advance to the next step. 

Informative; a trace buffer is being 
pr inted. 


Answer N if dump is to be parcel mode 
consisting of eight 16-bit parcels per 
line. 


Answer Y if dump is to be word format 
consisting of four 64-bit words per 
line. 
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STATION MESSAGES 


C 


The following messages displayed at an I/O Subsystem console are 
associated with inappropriate operator commands or input to the console. 

ALREADY LOGGED ON 

A LOGON command was entered at a station that is already logged on. 
CX)MMAND LINE TOO LONG 

A line in an indirect command file is too long. Correct the line and 
reenter. 

CPU NOT RESPONDING 

The Cray mainframe is not responding to the station log-on message. 
Verify that the Kernel command CRAY has been executed, that the 
proper version of the Cray Operating System is executing, and that 
the I/O Subsystem is cabled to the Cray mainframe. 

CRAY FUNCTION REJECT 

COS rejected an operator command. The function may be reserved for 
the master operator station or may have referenced a job not in the 
system. 

CRAY MESSAGE RETRY COUNT EXCEEDED 

The station is not receiving the correct response to a log-on message 
from the Cray mainframe. Verify that the proper version of the Cray 
Operating System is executing. 

CRT NOT AVAILABLE FOR ASSIOIMENT 

A CONSOLE command was entered for a console which cannot be assigned 
to the station, for example, the Kernel console. 

DEFAULT DEVICE: device 

The response to the DEFAULT DEVICE station command. 

DEFAULT DIRECTORY: directory 

The response to the DEFAULT DIRECTORY station command. 
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DEFAULT VOLUME: volume 


The response to the DEFAULT VOLUME station command. 

DEVICE 1/0 ERKDR 

The peripheral expander device used by the station command 
encountered an unrecovered hardware error. Reenter the command. If 
the condition persistSi request that a Cray Research field engineer 
examine the peripheral expander device for possible hardware 
malfunction. 

DEVICE NOT AVAILABLE 

The peripheral expander device used by the station ccxmnand is 
currently in use. Reenter the command when the device is available. 

DIRECTORY NOT POUND 

The directory name for a file used in a station SAVE or SUBMIT 
command does not exist. Check that the correct disk is mounted and 
that the directory and file are present. Reenter the command. 

DISK NOT INITIALIZED 

The disk pack mounted on the peripheral expander disk unit is not 
Initialized by the I/O Subsystem. Mount an initialized disk pack and 
reenter the command. 

END OF FILE 

The end of file input was encountered while reading an indirect 
ccximand file. 

PILE EMPTY 

The file requested by a SAVE or SUBMIT command is empty. 

FILE FLAWED 

The file requested by a SAVE or SUBMIT command contains blocks that 
are not readable by the I/O Subsystem. 

FILE MANAGER ERROR 

The file requested by a SAVE or SUBMIT command is not readable due to 
a software detected error by the I/O Subsystem file manager. Typical 
cause is internal resource limits exceeded. 

FILE MODIFIED 

The file requested by a SAVE or SUBMIT command has been previously 
corrupted due to a system crash while the file was in an open state. 
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FILE NOT FOUND 


A file used in a station SAVE or SUBMIT command does not exist. 

Check that the correct disk is mounted and that the file is present. 
Reenter the command. 

FUNCTION RESTRICTED TO OPERATOR 

A command available only to the master operator station was entered 
at another station. 

ID IS USED BY ANOTHER FRONT END 

The station log-on ID is currently assigned to another front end 
connected to the I/O Subsystem. Use a unique ID. 

ILLEGAL CHARACTER IN INPUT LINE 

An illegal character was encountered in an input line of an indirect 
command file. Correct the command file line and reenter. 

INVALID COMMAND 

A command was entered that the station does not recognize. Reenter 
command correctly. 

INVALID COMMAND KEYWORD: keyuiord 

The operator entered an invalid keyword with a commamd. Reenter 
command correctly. 

INVALID PARAMETER: parameter 

The operator entered an invalid parameter with a command. Reenter 
command correctly. 

lOP ID TABLE IS FULL 

The maximum number of stations that can be logged on via the I/O 
Subsystem has been reached. See a Cray Research systems analyst to 
increase the number of stations that can be logged on if it is 
possible for your system. 

LOCAL MEMORY BUFFER NOT AVAILABLE 

The resources required to process a command or a display are not 
available. Reenter the command or reinitiate the display. If the 
problem persists, take a dump of the I/O Subsystem. 

LOGOFF ALREADY IN PROGRESS 

The I/O Subsystem station was in the process of logging off when a 
LOGOFF command was entered. Wait for logoff to conqplete. 
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LOGOFF AWAITING TERMINATION OP ACTIVE STREAM 


The I/O Subsystem station was in the process of logging off while an 
input or output stream was still active. The log off will complete 
when the staging activity for all active streams completes. 

MOS BUFFER NOT AVAILABLE 

The resources required to process a conunand or a display are not 
available. Reenter the command or reinitiate the display. If the 
problem persists, perform a dump of the I/O Subsystem. 

NO INPUT STREAM ASSIGNABLE 

The operator entered a SAVE or SUBMIT conunand, but all input streams 
are active or the maximum number of input and output streams are 
active. Reenter the ccxiimand after a staging activity terminates. 

NOT LOGGED ON 

The console at which the operator attempted to enter information is 
not logged on. Enter the LOGON command to logon the station. 

OPERATOR ABORTED DEVICE 

The peripheral expander device used by the station command was 
aborted by the operator. Reenter the command. 

OPERATOR BREAK - PAUSED 

The operator suspended execution of the indirect command file by 
pressing the attention key at a station console. Station commands 
may now be entered. 

REQUIRED PARAMETER MISSING 

A required parameter is missing from the command just entered. 
Reenter the command correctly. 

STAGING NOT ENABLED 

A SAVE or SUBMIT command was entered, but dataset staging is not 
enabled. Enable staging with the STAGE ccmunand, then enter SAVE or 
SUBMIT command again. 
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DATASET TRANSFERS USING THE 
PERIPHERAL EXPANDER DEVICES 


D 


The I/O Subsystem supports acquisition of datasets from and disposition 
to magnetic tape and disk. It also supports disposition of datasets to 
printer and plotter. This section describes dataset acquisition from and 
disposition to the Peripheral Expander devices. 


DATASET ACQUISITION 

The I/O Subsystem station software supports acquisition of datasets with 
the following acquisition code and TEXT field combinations used in the 
COS ACQUIRE and FETCH statements. (For descriptions of the ACQUIRE and 
FETCH statements, see the CRAY-OS Version 1 Reference Manual, publication 
SR-0011.) The TEXT parameter must be specified and must have the format 
described in this section. The dataset, however, may have any format. 
Data is read from tape in 512-word blocks. 


DATASET ACQUISITION FROM MAGNETIC TAPE 

Use the following format if you wish to acquire a dataset from magnetic 
tape. 


Format: 

ACQUIRE, . . . ,AC=MT,TEXT=y£>l :file [ tffJi] 
FETCH, . . . ,AC=MT,TEXT=yc»l :file [ 


Parameters: 


AC=MT Acquire a dataset from magnetic tape. 

vol Volume name; 1 to 7 characters. This identifier appears in 

the tape mount message at the MIOP Kernel console. 

fiZ^ File number; 0 through 9999. 


NR No rewind. Optional parameter specifying that the tape is 

to remain reserved for the job for a subsequent transfer. 
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DATASET ACQUISITION FRCM4 DISK 


Use the following format if you wish to acquire a dataset from Peripheral 
Expander disk. 


Format : 

ACQUIRE, . . . ,AC=ST,TEXT= ivol : ] idiT/]file 
FETCH, . . . ,AC=ST,TEXT= [voli] [dir/] file 


Parameters: 


AC=ST Acquire a dataset from Peripheral Expander disk. Expander 
disk is the default if AC is not specified. 

vol Volume name; 1 to 7 characters. This identifier appears in 

the disk mount message posted on the MIOP Kernel console. 

If not specified, the default volume name will be used. 

<See station DEFAULT command, section 4.) 


dir> Directory name; 1 to 15 characters. If not specified, the 

default disk directory will be used. (See station DEFAULT 
command, section 4. ) 

file File name; 1 to 15 characters. 


If the TEXT field is invalid, the AQUIRE or FETCH request aborts. 


DATASET DISPOSITION 


The I/O Subsystem station software supports disposed datasets with the 
following disposition code and TEXT field combinations used in the COS 
DISPOSE statement. You may print or plot disk datasets or write them to 
magnetic tape or disk. 


PRINT DATASET 

Use the following format is you wish to print a dataset. Printing the 
dataset is the default for job output. The dataset must be in COS 
blocked format. 


Format : 

DISPOSE, . . , ,DC=PR, [TEXT=DOC 
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Parameters: 


DC* PR Print dataset/ which is the default for job output. The 
first character of each record is treated as a carriage 
control character unless SF*NC is specified on the COS 
DISPOSE job control statement. This is an optional 
parameter. 

DOC Indicates that the file is to be printed in document 

format. In this mode, the output is rotated clockwise 90 
degrees on the printed page. When the TEXT parameter is 
omitted/ printing is horizontal on the page. 

ft Pont selection; if ft is omitted/ an error message for 

invalid text field appears. 


Font Description 

F80 80 characters per line/ 66 lines per page 

F132 132 characters per line/ 75 lines per page 


WRITE DATASET TO PLOTTER 

Use the following format if you wish to write a dataset to a plotter. 
Data is sent to the plotter transparently, with 1024 bits per raster 
line. The dataset is assumed to be in unblocked format. 

Format : 

D ISPOSE / . . . / DC*PT / . . . 

Parameters : 

DC=PT Plot dataset. The printer is driven in plot mode. 


WRITE DATASET TO MAGNETIC TAPE 

Use the following format if you wish to write a dataset to magnetic 
tape. The dataset may have any format. The data is sent to the tape in 
512-word blocks. 


Format : 

DISPOSE, ... ,DC*MT,TEXT*VOl:f ilel :NRJ ,.. . 
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Parameters: 


DC=HT Dataset written to magnetic tape. 

TEXT Must be specified and must have the format described for 

tape ACQUIRE requests. 

NR No rewind. Optional parameter specifying that the tape is 

to remain reserved for the job for a subsequent transfer. 


WRITE DATASET TO PERIPHERAL EXPANDER DISK 

Use the following format if you wish to write a dataset to Peripheral 
Expander disk. The dataset may have any format. 


Format : 

DISPOSE, . . . ,DC=ST,TEXT= t vol: J Idir/] file, . . . 


Parameters : 

DC=ST Dataset written to expander disk. 

TEXT Must be specified and must have the format described for 

disk ACQUIRE requests. 
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PERIPHERAL EXPANDER ERROR MESSAGES 


E 


The following information is provided by the Peripheral Expander error 
messages: what error was encountered, what function was in progress 
(DURING READ, DURING WRITE) , and whether recovery was successful or not 
(RECOVERED, UNRECOVERED) . 

The following list of error messages includes action to take for 
unrecovered errors only. 


Message 

Recommended response 

@MT0: 

NO WRITE RING 

Put a write ring in tape. 

@MT0; 

DATA LATE 

Call CRI systems analyst. 

@MTO; 

NOT READY^ 

Bring unit online. 

@MT0: 

WORD COUNT ERROR 

Call CRI systems analyst. 

@MT0: 

RECORD LENGTH ERROR 

Call CRI systems analyst. 

@MT0: 

DATA PARITY ERROR 

If read/write heads are dirty, clean 
them; otherwise, use a different tape. 

@MTO: 

LOAD POINT DETECTED 

Check tape for extra load point 
markers. 

@MT0; 

POSITION LOST 

Restart operation. 

OMTO: 

BAD TAPE 

Try a different tape. 

@MT0: 

UNKNOWN ERROR 

Call CRI systems analyst. 

@MT0: 

COMMAND REJECT 

Call CRI systems analyst. 

@MT0: 

DEVICE TIMEOUT 

Ensure that device is online; if it 
is, call CRI systems analyst. 

@MT0: 

CHANNEL TIMEOUT 

Call CRI systems analyst. 

@MT0: 

EOF DETECTED 

Remove tape. 


t I/O resumes automatically after device is readied. 
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Message 


Recoimnended response 


@PR0; 

NOT READY^ 

Bring unit online. 


0PRO; 

DEVICE TIMEOUT 

Ensure that device is online; 
iS/ call CRI systems analyst. 

if it 

ePRO; 

VACUUM FAULT 

Call CRI systems analyst. 


0PROi 

CHANNEL TIMEOUT 

Call CRI systems analyst. 


©PRO: 

PAPER LOW 

Add paper* (This is an informative 
message only. The printer does not 
pause . ) 

©DKO: 

NOT READY^ 

Bring unit online. 


@DK0: 

DEVICE TIMEOUT 

Ensure that device is online; 
is, call CRI systems analyst. 

if it 

@DK0: 

CHANNEL TIMEOUT 

Call CRI systems analyst. 


@DK0: 

DRIVE FAULT 

Call CRI systems analyst. 


@DK0: 

DRIVE TIMEOUT 

Call CRI systems analyst. 


@DK0: 

SEEK ERROR 

Call CRI systems analyst. 


@DK0: 

SECTOR OVERFLOW 

Call CRI systems analyst. 


@DK0: 

ID HEAD ERROR 

Reformat disk. 


@DK0: 

ID CYLINDER ERROR 

Reformat disk. 


@DK0: 

DATA ERROR 

Call CRI systems analyst. 


@DKO: 

UNKNOWN ERROR 

Call CRI systems analyst. 


©DKO: 

NOT WRITE ENABLED^ 

Write enable unit. 


@DK0: 

ID CHECKSUM ERROR 

Reformat disk . 


@DKO: 

FLAGGED SECTOR 

Reformat disk. 



t I/O resumes automatically after device is readied. 
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STARTUP FILE CREATION 
AND MAINTENANCE 


F 


This appendix describes: 

• The lOS file editor, which is used to create text files such as 
the startup parameter file or to modify a file already existing on 
a Peripheral Expander disk, and 

• File utilities, which are used to maintain files on Peripheral 
Expander tape and disk. 


lOS PILE EDITOR 


To invoke the lOS file editor, specify ED on the Kernel START command 
(see section 2) , or use the EDIT utility command (described later in this 
section) . Once the editor is invoked, it operates in one of two modes: 

• Command input mode. A > character (ASCII 076} in column 1 
identifies the command input mode. Only valid editor commands, 
described below, are recognized. 

• Text input mode. A line number beginning in column 1 identifies 
text input mode. Input is accepted on a line~by-line basis. A 
carriage return or line feed terminates each line and displays the 
next sequential line number. Pressing the ESC (escape) key any 
time causes a return to command mode. 


FILE EDITOR COMMANDS 

Use the file editor commands described in this subsection while the lOS 
file editor is in command input mode. You need to enter only the 
underlined part of each file editor ccmimand for the lOS file editor to 
recognize the command. 

Table F-1 lists and summarizes the file editor commands. The file editor 
commands are described in detail following table F-l and are listed 
a Iphabe t ically . 
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Table F-1. File editor commands 


File editor ccxnmand 

Description 

APPEND 

Appends text to the file 

BYE 

Terminates the editor 

DELETE 

Deletes the lines between and including the 
lines specified 

I^NSERT 

Causes the editor to enter text input mode, 
displaying the line number following the one 
entered. Text can then be entered at that 
location. 

PRINT 

Prints all text between and including the lines 
specified 

REPLACE 

Replaces the lines within the specified range 

TYPE 

Displays the lines within the specified range 
on the console. All lines are preceded by 
their line numbers. 


APPEND command 


The APPEND command appends text to the file. The editor enters text 
input mode, displaying the line number following the last line in the 
file. If the file is empty, the input begins at line 1. 


Format : 


APPEND 


BYE command 


The BYE command terminates the editor. 
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Format: 


bye 


I Unless editing a parameter file during mainframe START, the editor 
responds with an offer to save the edited version of the file as a 
permanent file by displaying: 

SAVE? 

If your response is YES, the following request for a file name is 
displayed: 

ENTER FILE NAME: 

Enter a file name to be associated with the edited version* 


Format : 


I 


IQDRuniti] [dir/] file 


Parameters: 

unit Unit number (0-9). If a device is not specified, the 

Peripheral Expander disk unit 0 is used. 

dir Directory name on disk; maximum of 15 alphnumeric 

characters. If a directory name is not specified, the 
default directory (see DEF utility described later in this 
section) is used. 

file File name on disk; maximum of 15 alphanumeric characters. 


DELETE command 


The DELETE command deletes the lines between and including the lines 
specified. 
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Format 


DELETE In^ ln2 


Parameters: 

In-^ Mumbec of the first line to delete 

2.772 Number of the last line to delete. If 2.772 is greater 

than the number of the last line in the file, all lines 
from 2^77 j to the end of the file are deleted, and the 
message END OF FILE is displayed. 


INSERT command 


When the INSERT command is entered, the editor enters text input mode, 
displaying the line number following the one entered. Text can then be 
entered at that location. Text input mode is exited and the insertion is 
complete when the ESC (escape) key is pressed. 


Format : 


INSERT In 


Parameter: 

l-yi Number of the line after which text is to be inserted. If 

In is greater than the last line number in the file, the 
message END OF FILE is displayed. 


PRINT command 


The PRINT command prints all text between and including the lines 
specified. All lines are preceded by their line numbers. 


Format : 


PRINT 


277jl 2772 
A 
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Parameters: 


tni Number of the first line to print 

tn 2 Last line to print. If Zn 2 is greater than the number 

of the last line number in the file, all lines from Znj, 
to the end of the file are printed, and the message END OF 
FILE is displayed. 

A The complete file is printed. 

REPLACE command 

The REPLACE command replaces the lines within the specified range. First 
the text between and including the specified lines is deleted, then text 
input mode is entered at the first line specified. 

Format : 



Parameters : 

tni Number of the first line to replace 

tn 2 Number of the last line to replace 

TYPE command 

The TYPE ccxnmand displays the lines within the specified range on the 
console. All lines are preceded by their line numbers. 

Format : 



Parameters : 

tni Number of the first line to display 
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In 2 Number of the last line to display. If 2>n2 is greater 

than the last line number in the file, all lines from 
through the end of the file are displayed, and the 
message END OF FILE is displayed. 

A The complete file is typed to the screen. 


FILE UTILITIES 

The I/O Subsystem supports files and directories (groups of files) on 
Peripheral Expander disk. Use the file utilities described in this 
subsection to maintain the files within each directory. 


PERIPHERAL EXPANDER DISK DIRECTORIES 

The Peripheral Expander disk software supports user-definable directories 
that share space on disk. The space need not be preallocated, since new 
directories are created dynamically when references to them are made in 
various commands. 


PILE UTILITY COMMANDS 

You can use the file utilities described in this subsection by entering 
file utility commands at a Kernel console. Table F-1 lists the file 
utilities and summarizes their function. The file utility commands are 
described in detail following table F-1 and are listed alphabetically. 


Table F-1. File utilities 


File utility 

Description 

CLEAR 

Deletes all files in one or more directories on 
Peripheral Expander disk 

COPY 

Copies a file frcxn a tape to disk or from a disk 
to tape 

DDUMP 

Dumps all files in a list of directories from 
expander disk to expander tape starting at file 
number 0 
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Table F-1. File utilities (continued) 


Pile utility 

Description 

DEF 

Enables the setting of default attributes to be 
used in subsequent references to Peripheral 
Expander disk files 

DELETE 

Deletes one or more files within a directory on 
expander disk 

DLOAD 

Loads all files in a list of directories from 
expander tape to Peripheral Expander disk 
starting at file number 0. The tape must have 
been created with the DDUMP or FDUMP utilities. 

DSTAT 

Displays the status of one or more directories 
on expander disk 

EDIT 

Invokes the I/O Subsystem editor 

FDUMP 

Dumps a list of files from expander disk to 
expander tape starting at file number 0 

FLAW 

Makes a cylinder on the Peripheral Expander disk 
unavailable for use by the Disk File Manager 
until the next INIT is done on the disk 

FLOAD 

Loeids a list of files from expander tape to 
expander disk. The tape must have been created 
with the DDUMP or FDUMP utilities 

PSTAT 

Displays the status of one or more files within 
a directory on expander disk 

INIT 

initializes the Peripheral Expander disk for I/O 
Subsystem use 

PROC 

Executes a file of Kernel console commands from 
expander disk 

RENAME 

Renames a file on expander disk 
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The following descriptions of the file utility commands are arranged in 
alphabetical order. 


CLEAR utility command 

The CLEAR utility command calls the CLEAR utility which deletes all files 
in one or more directories on Peripheral Expander disk. 


Format : 


CLEAR [QDKuwit : 


Parcuneters: 
unit 

dir-list 

Examples : 

CLEAR @DK0:XyZ 

This exan^le deletes all files in directory XYZ on disk unit 0. 

CLEAR lOSrCOSrMYDlR 

This example deletes all files in directories lOS, COS, and HYDIR on disk 
unit 0. 


Disk unit number (0-9) . If a device is not specified. 
Peripheral Expander disk unit 0 is. used. 

Directory name list, separated by commas. At least 
one directory name must be specified. 


COPY utility command 

The COPY utility command calls the COPY utility which copies a file 
between Peripheral Expander tape and disk. If the copy is to disk, the 
file name specified cannot be currently in use. The same device cannot 
be both the source and destination in a COPY. 
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Format: 


Qwrunit mum [ :NR] 
[&y&uniti \ ldir/]fite 


t@DKu7iifc:3 ldir/]file\ 
QHTunit mum I :NR] I 


Parameters: 

unit Unit number (0-9) . If a device is not specifiedr 

Peripheral Expander disk unit 0 is used. 


nxm Physical file number on tape (0-9999) 

dip Directory name on disk; maximum of 15 alphanumeric 

characters. If a directory name is not specified, the 
default directory (see DEF utility described later in this 
section) is used. 

fite File name on disk; maximum of 15 alphanumeric characters. 

NR Optional no-rewind parameter for tape files. If specified 

on destination file, the first file copied must be file 0. 


Exanqples : 

COPY @HT0:0 PAR/RESTART 

In this example, tape file 0 is copied to a new file named RESTART in the 
PAR directory on disk. 

COPY eOKO :ABC/MYFII.E @MT0:0:NR 

In this example, a file named HYFILE in the ABC directory on disk is 
copied to tape file 0. The tape remains positioned at the end of file 0. 


DDUMP utility command 

The DDUMP utility ccxamand calls the DDUMP utility which dumps all files 
in a list of directories from expander disk to expander tape starting at 
file number 0. 
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Format: 


DDDMP [ eDKwJii t : 1 Idir-liat } miXinit : 


Parameters: 

unit Unit number (0-9). If a device is not specified, the 

expander disk unit 0 is used. 

dir-list Optional directory name list, separated by commas. If no 

directory names are specified, the files in all directories 
are dumped. 


Examples : 

DDUMP eDKO:COS SMTO: 

This exan^le dumps all files in directory COS from Peripheral Expander 
disk to Peripheral Expander tape. 

DDUMP IOS,COS,PAR @MT0: 

This example dumps all files in directories lOS, COS, and PAR from 
Peripheral Expander disk to Peripheral Expander tape. 

DDUMP @MT0: 

This example dumps all files in all directories from Peripheral Expander 
disk to Peripheral Expander tape. 


DBF utility command 

The DEF utility command calls the DEF utility which enables the setting 
of default attributes to be used in subsequent references to Peripheral 
Expander disk files. If you enter no parameters after the DEF utility 
conroand, the current setting of all defaults is displayed. 


Format : 


1 DEV 

VOL IvoU 
DIR Idiv] 
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Parameters: 

vol 

dir 

Examples : 

DEF DEV 

This example displays the current default device name. 

DEF VOL MYVOL 

This example sets the default volume name to MYVOL. 

DEF DIR 

This example displays the current default directory name. 

DEF 

This example displays the current default device name, directory name, 
and volume name. 


Optional disk volume name; maximum of 7 alphanumeric 
characters 

Optional disk directory name; maximum of 15 alphanumeric 
characters 


DELETE utility command 

The DELETE utility ccmimand calls the DELETE utility which deletes one or 
more files within a directory on expander disk. 


Format: 


DELETE [@DKunit:l Idir/] [file-list] 


Parameters: 

unit Disk unit number (0-9). If a device is not specified, the 

Peripheral Expander disk unit 0 is used. 

dir Directory name on disk; maximum of 15 alphanumeric 

characters. If a directory name is not specified, the 
default directory (see DEF utility earlier in this section) 
is used. 


SG-0051 


F-11 


D-01 




fite-list Optional file name listr separated by commas. If no 

file names are specified, all files in the directory are 
deleted. 


Exan^les : 

DELETE eDKO:COS/CX>Sl,COS2 

This example deletes files COSl and COS2 in directory COS on disk unit 0. 
DELETE IOSAEKNI 

This example deletes file REENl in directory lOS on disk unit 0. 

DELETE HYDIR/ 

This example deletes all files in directory HYDIR on disk unit 0. 
delete MYFILE/ 

This example deletes file MYFILE in default directory on disk unit 0. 


DLOAD utility command 

The DLOAD utility command calls the DLOAD utility which loads all files 
in a list of directories from expander tape to expander disk starting at 
file number 0. The tape must have been created with the DDUMP or FDUMP 
utilities. Files that are already present on disk are not loaded. 


Format: 


DLOAD iMTunit: tfiDKunit:] [dir-list] 


Parameters: 

unit Unit number (0-9) . If a device is not specified, the 

expander disk unit 0 is used. 

dip-list Optional directory name list, separated by commas. If no 

directory names are specified, the files in all directories 
are loaded. 
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Examples : 

DLOAD @MT0: @DKO:COS 

This exan^le loads all files with directory name CX>S from Peripheral 
Expander tape to Peripheral Expander disk. 

DLOAD SHTO; IOS,COS,PAR 

This example loads all files with directory names lOS# COS, and PAR from 
Peripheral Expander tape to Peripheral Expander disk. 

DLOAD §MTO: 

This excm^le loads all files with any directory neune from Peripheral 
Expander tape to Peripheral Expander disk. 


DSTAT utility command 

The DSTAT utility calls the DSTAT utility which displays the status of 
one or more directories on expander disk. DSTAT displays the name, date, 
and time created and the length in words for each directory specified. 


Format: 


DSTAT l&muniti'i [dir-listl 


Parameters: 

unit Disk unit number (0-9). If a device is not specified, disk 

unit 0 is used. 

dip-list Optional directory name list, separated by commas. If no 
directory names are specified, the status of all 
directories is displayed. 

Examples : 

DSTAT @DKO:COS 

This example displays statistics of directory COS on disk unit 0. 

DSTAT IOS,OOS,PAR 

This example displays statisitics of directories lOS, COS, and PAR on 

disk unit 0. 
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DSTAT 


This example displays statistics of all directories on disk unit 0. 


EDIT utility command 


The EDIT utility command calls the EDIT utility which enables the I/O 
Subsystem editor. The I/O Subsystem editor can either create a new file 
or modify a file already existing on Peripheral Expander disk. 


Format : 



Parameters: 

@TT A new file is to be created at the console. 

unit Disk unit number (0-9), If a device is not specified. 

Peripheral Expander disk unit 0 is used. 

dir Directory name on disk; maximum of 15 alphanumeric 

characters. If a directory name is not specified, the 
default directory (see DEF utility earlier in this section) 
is used. 

fite File name on disk; maximum of 15 alphanumeric characters. 


Examples : 

edit gDKOzXYZ/MYFlLE 

This exan^le edits file MYFILE in directory XYZ on disk unit 0. 

EDIT ABC/UFILE 

This exan^le edits file UFILE in directory ABC on disk unit 0. 

EDIT DEADSTART 

This example edits file DEADSTART in default directory on disk unit 0. 
EDIT @TT 

This exaiiqple allows you to create a new file from the Kernel console. 
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FDUMP utility ccMBmand 


The FDUMP utility command calls the FDUMP utility which dumps a list of 
files from Peripheral Expander disk to Peripheral Expander tape starting 
at file number 0. 


Format : 


FDUMP IQDKunittl [dip/] I file-list] QMTunit: 


Parameters: 

uftit Disk unit number (0-9) . If a device is not specified, the 

expander disk unit 0 is used. 

dip Directory name on disk; maximum of 15 alphanumeric 

characters. If a directory name is not specified, the 
default directory (see DEF utility earlier in this section) 
is used. 

file-list Optional file name list, separated by commas. If no file 
names are specified, all files in the directory are dumped. 


Examples : 

FDUMP @DKO:OOS/ @MT0: 

This example dumps all files in directory COS on disk unit 0 to tape unit 0. 
FDUMP I0S/KEPN1,KEBN2,KEBN3 @MT0: 

This example dumps files KERNl, KERM2, and KERN3 in directory lOS on disk 
unit 0 to tape unit 0. 

FDUMP MYDIR/ @MT0: 

This example dumps all files in directory MYDIR on disk unit 0 to tape 
unit 0. 

FDUMP MYFILE @NT0: 

This example dumps file MYFILE in default directory on disk unit 0 to 
tape unit 0. 
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FLAW Utility command 


The FLAW utility command calls the FLAW utility which makes a cylinder on 
the Peripheral Expander disk unavailable for use by the Disk File Manager 
until the next IMIT is done on the disk. All blocks in the requested 
cylinder are reserved. 


Format : 


FLAW i%DKunitt]oyl 


Parameters: 

unit Disk unit number (0-9). If a device is not specified, the 

e:q>ander disk unit 0 is used. 

eyt Cylinder number (2-823) 

Examples : 

FLAW @DKO:100 

This example flaws cylinder 100 on disk unit 0. 

FLAW 20 

This example flaws cylinder 20 on disk unit 0. 


FLO AD utility command 

The FLOAD utility command calls the FLOAD utility which loads a list of 
files from Peripheral Expander tape to Peripheral Expander disk. The 
tape must have been created with the DDUMP or FDUMP utilities. Files 
that are already present on disk are not loaded. 


Format : 


FLOAD m'Tunitt [%munitt][div/] [file-list] 
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Parametecs: 


unit Unit number (0-9). If a device is not specified, the 

Peripheral Expander disk unit 0 is used. 

div Directory name on disk; maximum of 15 alphanumeric 

characters. If a directory name is not specified, the 
default directory (see DEF utility earlier in this section) 
is used. 

file-list Optional file name list, separated by commas. If no file 
names are specified, all files in the directory are loaded. 

Examples: 

FLQAD @MT0: @DKOiCOS/ 

This example loads all files in directory COS on tape unit 0 to disk unit 0. 

FLOAO @MT0: IOS/K£RNl,KERN2,KEBN3 

This example loads all files in KERNl, KERN2, and KEBN3 in directory lOS 

on tape unit 0. 

FLOAD eMTO: HYDIIV' 

This example loads all files in directory MYDIR on tape unit 0. 

FLOAO @MT0: MYFILE 

This exan^le dumps file MYFILE in default diectory on tape unit 0. 


FSTAT utility ccaomand 

The FSTAT utility command calls the PSTAT utility which displays the 
status of one or more files within a directory on expander disk. FSTAT 
displays the name, date, and time created and the length in words for 
each file specified* 


Format: 


FSTAT leDKuniti]ldil‘/'ilfil&-li8t} 
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Parameters: 


unit Unit number (0-9). If a device is not specified, the 

Peripheral Expander disk unit 0 is used. 

dip Directory name on disk; meiximum of 15 alphanumeric 

characters. If a directory name is not specified, the 
default directory (see DEF utility described earlier in 
this section) is used. 

fiZe-tist Optional file name list, separated by commas. If no file 
names are specified, the status of all files in the 
directory is displayed. 


Examples: 

FSTAT eDKO:COS/ 

This example displays statistics for all files in directory COS on disk 
unit 0. 

FSTAT I0S/KERN1,KERN2, KERNS 

This example displays statisitics for files KERNl, KERN2, and KERNS in 
directory lOS on disk unit 0. 

FSTAT MYDIR/ 

This example displays statistics of all files in directory MYDIR on disk 
unit 0 

FSTAT MYFILE 

This exait^le displays statistics for MYFILE in default directory on disk 
unit 0. 


INIT utility command 

The INIT utility command calls the INIT utility which initializes the 
Peripheral Expander disk for I/O Subsystem use. (To format the 80 Mbyte 
disk, see Appendix L of this manual.) 

Before entering the file utility command, make sure that a tape 
containing the DISKLOAD and DMP files is mounted on the Peripheral 
Expander tape unit. Initializing the 80 Mbyte disk requires 
approximately 30 minutes of processing time, after entering the INIT 
command . 
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Format 


I NIT [vot] ^Tunit stood- file %W£unitsdimp-fite 


Parameters: 

vot Optional volume name; (maximum of 7 characters) . If volume 

name is not specified, the default volume name is used (see 
DEP utility. Appendix F) . 

unit Unit number (0-9) 

toad-file Physical file number on tape for DISKLOAD file 

I 

dump-file Physical file number on tape for DMP file 


Examples : 

INIT APDISK @MT0:1 @MT0:2 

This example initializes disk unit 0 from files 1 and 2 on tape unit 0 as 
volumne name APDISK. 

INIT eMT0:l @HT0:2 

This exanple initializes disk unit 0 from files 1 and 2 as default volume 
name. 


PROC utility command 

The PROC utility commands calls the PROC utility which executes a file of 
Kernel console coimnands from expander disk. 


Format: 


PROC I eoKunit : ] [dir/ ]file 


Parameters: 

unit Unit number (0-9). If a device is not specified, the 

Peripheral Expander disk unit 0 is used. 
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div Directory name on disk; maximum of 15 alphanumeric 

characters. If a directory name is not specified, the 
default directory (see DEP utility earlier in this section) 
is used. 

file File name on disk; meucimum of 15 alphanumeric characters. 

Examples : 

PROC @DK0 :MyPROCS/CX)PY 

This exan^le executes file COPY in directory MYPROCS on disk unit 0. 

PROC DUMPTAP 

This example executes file DUMPTAP in default directory on disk unit 0. 


RENAME utility command 

The RENAME utility command calls the RENAME utility which renames a file 
on expander disk. 


Format: 


rename {9DTSunitt]{dir/]file [dir/] file 


Parameters: 

unit Disk unit number (0-9) . If a device is not specified, the 

Peripheral Expander disk unit 0 is used. 

dir Directory name on disk; maximum of 15 alphanumeric 

characters. If a directory name is not specified, the 
default directory (see DEF utility earlier in this section) 
is used. 

file Pile name on disk; maximum of 15 alphanumeric characters. 


Examples : 

RENAME eOKO: COS/COSI COS/COS2 

This example renames file COSl in directory COS as COS2 in directory COS 
on disk unit 0. 
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RENAME KERNl @DKO:10S/K£RN2 


This example renames file KERNl in default directory as file KERN2 in lOS 
directory on disk unit 0. 

RENAME MYFILE DFILE 

This example reneunes MYFILE as file UFILE in default directory on disk 
unit 0. 


FILE UTILITY ERROR MESSAGES 

The I/O Subsystem file utilities display messages to the Kernel console 
indicating error conditions encountered during processing. These 
messages are grouped according to their purpose. Most of the messages 
are self-explanatory. In scxne cases, a brief explanation of the message 
is included. 

The following messages require syntax error correction: 

INPUT ERROR - MISSING OR INVALID DEVICE 
INPUT ERROR - MISSING OR INVALID OPTION 
INPUT ERROR - MISSING OR INVALID VOLUME NAME 
INPUT ERROR - HISSING OR INVALID UNIT NUMBER 
INPUT ERROR - MISSING OR INVALID FILE NUMBER 
INPUT ERROR - MISSING OR INVALID DIRECTORY NAME 
INPUT ERROR - MISSING OR INVALID FILE NAME 
INPUT ERROR - MISSING OR INVALID FUNCTION 
INPUT ERROR - MISSING OR INVALID LINE NUMBER 
INPUT ERROR - MISSING OR INVALID CYLINDER NUMBER 

INPUT ERROR - DUPLICATE MEDIA (Copy was attempted with source and 
destination media the same.) 

The following messages provide status information: 

FILE MODIFIED (File was not closed after last update.) 

FILE FLAWED (Hardware error; file contains unreadable blocks.) 

FILE EMPTY 
END OF FILE 

The following messages report user-controllable error situations: 

END OF TAPE 
DISK NOT INITIALIZED 
DISK SPACE NOT AVAILABLE 
DIRECTORY NOT POUND 
FILE NOT POUND 
PILE ALREADY EXISTS 
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The following resource availability messages inform the user a requested 
resource is in use or an unrecoverable error condition exists: 

PRINTER NOT AVAILABLE 

TAPE NOT AVAILABLE 

DISK NOT AVAILABLE 

PRINTER 10 ERROR 

TAPE 10 ERROR 

DISK 10 ERROR 

OPEItATOR ABORTED PRINTER 

OPERATOR ABORTED TAPE 

OPERATOR ABORTED DISK 

DISK BLOCK FLAWED 

LOW SPEED CHANNEL 10 ERROR 

The following messages report errors that require changes to system 
parameters: 

LOCAL DATA STRUCTURE OVERFLOW 
DATA MAP OVERFLOW 
AVAILABLE MAP OVERFLOW 

The following messages indicate problems requiring investigation by a 
custcmier engineer: 

LOW SPEED lO ERROR 
HIGH SPEED 10 ERROR 
MOS 10 ERROR 
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TAPE MOUNT REQUESTS 


G 


The information in this section is for magnetic tape units other than the 
Peripheral Expander. All tape mount requests are preceded with the 
message number magnum and time in hours and minutes hh:mt. Enter a 
REPLY response in the following format when a response is required: 

REPLY magnum action 

magnum Message number 

action One of the following: 

ABORT Cancels job 

CONTINUE Continues operation 

RETRY Reattempts device access 

RESELECT Selects device other than the one specified 

UNLOAD Unloads mounted tape 

van Indicates volume serial number; 1 to 6 

characters. 

magnum hhtmm mount tape ven{lt) ON devname - JOB jobname (Jaq) 

Mount the tape specified by van (serial number of volume) and tt 
(label type) on the specified tape device devname. If the 
specified device is not desired, enter REPLY followed by RESELECT. 

(If a device is not available, the job is delayed until another job 
frees a device.) It can be one of the following: 

NL Unlabeled 

AL ANSI standard labels 

SL IBM standard labels 

FRN Foreign labels or tape of incompatible density 

magnum hhitm REMOUNT vanilt) ON devname WRONG vSN(iiW8n) 

The requested volume and mounted volume have different volume serial 
numbers. Mount the volume that has VSN van, 

magnum hhtrm REMOUNT van(lt) on devname wrong label type(wZ*) 

The requested volume and mounted volume have different label types. 
Mount tape volume with LABi^ TYPE It and a VSN van. The label 
type of the rejected volume {wtt) can be one of the following: 


SG-0051 


G-1 


D 



NL Unlabeled 

AL ANSI standard labels 

SL IBM standard labels 

FRN Foreign labels or tape of incompatible density 

msgnum hhzmi REMOUNT van (It) ON deimame INSERT RING IN VOLUME 

A write was attempted on volume (van) without write ring present. 

Place the write ring in the mounted volume and remount. 

magnum hh'mn REMOUNT van (It) ON devname tape cannot be SCRATCHED - 7*30 

Mount was requested for installation scratch tape (VSN =??????) f which 
cannot be used for various reasons (see below). The different 
values for vje in the message correspond to the job abort messages 
ABmxo; in the CRAY-OS Messages Manual, publication SR-OOSS) . 

rja Rejection code 

112 The volume mounted is protected against any reads or writes. 

113 The dataset being overwritten is password-protected and 
cannot be overwritten. 

120 The header label group for the mounted volume does not 
contain a HDRl label (which is needed to determine the 
expiration date of the dataset on that volume) . 

132 The requested label type prevents use of the volume mounted 
because of its label type. 

magnum hhtim READY van (It) ON devncone - reset hit 

The reset button is activated before the device (devnoone) is 
ready. This condition normally arises for run-away tape volumes and 
requires mounting another scratch volume. 

magnum hhzrm TAPE van ON devname IS NOT EXPIRED - JOB 3 obname(j 8 q) 

REPLY CONTINUE OR UNLOAD 

An attempt was made to write to an unexpired volume (van)* Either 
substitute a different tape or enter REPLY magnum CONTINUE. The 
volume is rejected even if the write is allowed when other reject 
conditions exist. To unload the mounted tape and reissue the mount 
message, enter REPLY magnum UNLOAD. 
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msgnum hhirm ENTER VSN MOUNTED ON DEVICE devncme 


The mounted volume does not have a label group providing its volume 
serial number. Enter volume serial number (vsn) as follows: REPLY 
msgnum vsn. 

msgnum hh’.rm JOB JobnameUsq) awaiting resource gnome 

REPLY 'RETRY' OR 'ABORT' 

An executing job {Jobname) requested a dedicated resource {gnome) 
such as a tape device and no drive is available. To attempt device 
access, ensure the device is online and enter REPLY msgnum RETRY. 

To abort the job, enter REPLY msgnum ABORT. 
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ONLINE TAPE DEVICE ERROR 
MESSAGES/COMMANDS 


H 


Error messages are displayed on the XIOp Kernel console by the online 
tape part of the I/O Subsystem when error conditions are detected. 


Format : 

hhttmies err end rto ehn dev eta 


Parameters : 

hhirmiBS Time in hours, minutes, and seconds when error 
occurred 


err Tyge of error 

Error 

DATA CHECK {XXXXX) 

BOS OUT CHECK 

CC»1MAND REJECT 

EQUIPMENT CHECK 

INTERVENTION REQUIRED 

OVERRUN {XXXXX) 


Description 

An error was detected in the data 
being read or written to the 
device on block {xxxxx ) . 

The control unit detected an error 
on the data received from the 
BMC-4. 

The current command was rejected 
by the control unit. 

A mechanical failure occurred 
during the execution of the 
current command. 

A condition requiring manual 
intervention exists on the device. 

The KMC-4 was not ready to accept 
or provide data for the control 
unit upon request. xxaxcx is 
the tape block position. 
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Message 
NOT CAPABLE 

DATA CONVERTER 

LOAD POINT 

ID BURST CHECK 

CHANNEL ERROR 

BUS-IN CHECK 

OVERRUN (SOFT) 

P-ROM ERROR 

ADDRESS MISCQMPARE 

CONTROL UNIT ERROR 

CHANNEL TIMEOUT 

DEVICE TIMEOUT 

UNKNOWN ERROR 


Description 

The data format of the tape was 
not readable by the device. 

The control unit detected an error 
in its data converter. 

Load point was detected during a 
read or a write. 

The device was not able to write 
an ID burst on the mounted tape. 

An undefined error was detected on 
the channel between the BHC-4 and 
the control unit. 

An error was detected on the data 
received from the control unit by 
the BMC-4. 

The software detected a condition 
that prevented it from keeping up 
with the current data transfer. 

The BMC-4 detected an error in its 
P-ROM. 


The BMC-4 detected a difference 
between the address sent to the 
control unit and the address 
received. 

Either disconnect-in or select-in 
was detected in input tags 
returned from the control unit 
during I/O to a device. 

An interrupt was not received from 
the channel in response to a 
function within the expected time. 

A response from a device was not 
received within the expected time. 

An error occurred for which no 
message has been formatted. 
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Message 


Description 


DATA REGISTER An error was detected in one of 

the two data-address registers. 

BYTE REGISTER An error was detected in the byte 

count register. 

Or^i Command in effect when error was detected 


Coiranand 

Description 

WRT 

Write data 

RDF 

Read data forward 

SNS 

Read sense byte 

WTM 

Write tape mark 

BSB 

Backspace block 

FSB 

Forward space block 

ERS 

Erase tape 

GCR 

Set GCR mode (6250 bpi) 

PHS 

Set phase mode (1600 bpi) 

RWD 

Rewind tape 

RWU 

Rewind and unload tape 

ROB 

Read data backward 

NOP 

No-op 


rtc Number or retries issued to recover the error 

ohn Channel on which the error was detected 

dev Control-unit/device address at which the error was detected 

sta Ending status: 

RECOVERED Error was recovered. 

UNRECOVERED Error was not recovered. 
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INTERACTIVE STATION COMMANDS 


I 


The interactive station is a set of tasks running in the Master I/O 
Processor that permits communication with COS through the interactive 
console. A job is created in the Cray mainframe when an interactive 
console logs on. 

The interactive station is composed of two parts; the interactive 
concentrator and the interactive console. Interactive concentrator 
commands are described in section 3. 

The interactive concentrator must be initialized (lAIOP LOG command/ 
section 3) to bring up an interactive console. Likewise, all interactive 
consoles must be terminated before the interactive console can be 
terminated {lAIOP LOGOFF Kernel ccmunand, section 3). 

The Kernel command lACON, described in section 3, initializes the MIOP 
Kernel console for use as an interactive station console. When an MIOP 
station console is to be used interactively, lACON is used as an 
interactive station command (see the following commands) . 

Except for lACON, interactive station commands must be preceded by the 
command control character, which is a slash by default. All commands must 
be followed by a RETURN. The minimum character sequence required for 
entry is underscored. 

The following interactive station convmands are available. 

Action 


Sends an abort status to the interactive job 

Sends an attention status to the interactive 
job. (An attention status can also be sent 
by pressing the break key.) 

Terminates the interactive console 

Changes the command control character, o, 
which can be any character, becomes the new 
control character. 

Allows comments 


Command 

ABORT 

ATTENTION 

BYE 

CHANGE o 

COMMENT 
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Conunand 


Action 


EOF 

LOGOFF 

LOGON 

STATUS 


Sends an end of file on the input dataset 
Logs off the interactive console 
Logs on the interactive console 
Requests Cray job status 
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NSC ACTIVITY MESSAGES 


J 


NSC-related messages are displayed on the MIOP Kernel console. The first 
line of the display identifies the NSC element to which the message 
applies. The second line contains the message. 


Format : 

hhitmiss NSC; CONCENTRATOR X [ORDINAL y] [ID Z] 

measage 


Parameters; 

X NSC concentrator ordinal number in octal 

y Front-end ordinal number in octal 

z Front-end ID, which is displayed as a 2-character 

alphanumeric 

measage One of the following: 


Message 

Or igin 

Description 

LOGGED ON 

NSCID 

Specified front end just 
logged on 

LOGGED OFF 

NSCID 

Specified front end just 
logged off or was terminated 

ADAPTER ERROR DETECTED 
- STATUS=XXXXXXXXXXXXXXXX 

NSCIO 

Error was detected on 
completion of I/O operation. 
Ending status is presented as 
a 16-character hex string. 

UNASSIGNED CHANNEL ORDINAL 

NSC/NSCEND 

NSC concentrator channel 
ordinal was presented for 
initialization or termination 
does not exist. 
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Message 

Or igin 

Description 

UNASSIGNED FRONT-END 

ORDINAL 

NIDEND 

Front-end ordinal presented 
for termination does not 
exist. 

TERMINATION IN PROGRESS 

NSCEND/NIDEND 

Front-end or NSC concentrator 
channel ordinal presented for 
termination is already 
terminating. 

INITIALIZED 

NSC 

Initialization of the 
presented NSC concentrator 
channel ordinal has completed 
normally . 

INITIALIZATION IN PROGRESS 

NSC 

NSC concentrator ordinal 
presented for initialization 
is already undergoing 
initialization . 

TERMINATED 

NSCEND 

NSC concentrator ordinal 
presented for termination has 
completed termination. 

NO FRONT-END ORDINALS 

AVAILABLE FOR ASSIGNMENT 

NSCID 

No front-end ordinals are 
available for the front end 
currently attempting to log 
on. 

INSUFFICIENT MEMORY 

FOR CONCENTRATOR 

NSCID 

Not enough memory was 
available to support 
concentrator routines for the 
front end currently 
attempting to log on. 

ALREADY ACTIVE 

NSC 

NSC concentrator channel 
ordinal presented for 
initialization is already 
active. 

NOT NSC CHANNEL TYPE 

NSC 

NSC concentrator channel 
ordinal presented for 
Initialization is not 
configured as an NSC channel. 
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Message 


Or iqin 

ERROR DURING INITIALIZATION NSC 
~ STATUS=XXXXXXXXXXXXXXXX 


NOT LOGGED ON NSC ID 


I/O LENGTH ERROR NSCIO 


Descr ipt Ion 

NSC concentrator channel 
ordinals cannot be 
initialized due to an error 
detected on the adapter . 
Status is presented as a 
16-character hex string. 

LCP for the front end was not 
preceded by a log on and 
cannot be assigned to an 
ordinal. 

Data length of the transfer 
did not match the expected 
length. 
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JOB CONTROL INFORMATION 


K 


A job is the unit of work described for the Cray Operating System. A job 
enters the Cray Computer System as a job input dataset via an I/O 
Subsystem tape unit or a front-end computer. When a job enters the 
system, it is scheduled for processing. 

A job input dataset begins with a set of control statements defining the 
characteristics of the job and the specific steps the operating system is 
to take while processing the job. Job control statements are described 
in the CRAY-OS Version 1 Reference Manual, publication SR-0011. 

When using job control commands, the operator identifies a job by its job 
sequence number (JSQ) . Job sequence numbers are shown in the job queue 
status display available through the STATUS display command. 

The group of commands used to control jobs can be entered at any station, 
but restrictions apply when they are not entered at the master operator 
station. If entered at the master operator station, they can be used to 
control any job in the Cray Computer System. If entered at other 
stations, the job control commands can only be used to control jobs with 
the same station ID as the station at which the command is entered. (For 
example, a job that is submitted at a station with a station ID of DG can 
be rerun or suspended from the master operator station or from the 
station with an ID of DG.) 

The job usually has the same ID as the station at which it was 
submitted. However, a station's default ID can be reassigned with the 
SET command. Also, stations can change IDs at log-on time with the LOGON 
command. Finally, with the ENTER and ROUTE commands, the operator can 
change the station ID associated with the job. 
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FORMATTING THE 80 MBYTE DISK 


L 


To format: the 80 Mbyte disk/ use routine F80M. System responses are 
displayed at the MIOP Kernel console. Keyboard entries must be followed 
by a carriage return. 

System response/action Operator response/action 

1. Load DOM (see the lOS 

Software Internal 
Reference Manual, CRI 
publication SM-0046) . 


2. Displays: 

DIAGNOSTIC ONLINE MONITOR ACTIVE 

LOAD WHAT? Enter: F80M 

3. Displays: 

OPTIONS ARE: 

LOCL = BEGINNING CYLINDER (0-1466) - DEFAULT = 0 
LORD = BEGINNING HEAD (0-4) - DEFAULT = 0. 

HICL = HIGH CYLINDER (0-1466) - DEFAULT = 1466. 

HIHD = HIGH HEAD (0-4) - DEFAULT 4. 

NPAT = NUMBER OF DATA PATTERNS (1-7) - DEFAULT = 2. 

DPAT = USER DATA PATTERN (0-177777) - DEFAULT = NOT USED. 

Enter : SBCT=<16 


4. Displays: 

ENTER PARAMETERS Enter: GO 

5. Displays: 

WARNING - DATA WILL BE DESTROYED. CONTINUE (Y OR N) 

Enter ; Y 

6 . Displays : 

Various information messages. No response required 


SG-0051 


L-1 


D 




7 . Displays i 

P80M STOPPED AT END OF SEC/TEST Enter; TERM 
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ONLINE DISK DEVICE 
ERROR MESSAGES 


M 


DD-19 AND DD-29 DISK MESSAGES 


The following error message is displayed at the lOP Kernel console when 
the I/O Subsystem detects an unrecovered DD~19 or DD*-29 disk error. The 
operator should inform a Cray Research customer engineer to perform any 
necessary recovery actions before responding to the message. 


Format: 


CHANNEL ohan - DISK ERROR CYL oyl HD hd ST 8tat hh:Tm:8B 


Parameters: 


ohan 

lOP disk chamnel in error 

oyl 

Cylinder in error 


hd 

Head group in error 


8tat 

Hardware fault status 
statuses : 

, or one of the following software 


Software status 

Description 


INT-LK 

Disk interlock 


TM-ODT 

Software timeout 


BAD-SK 

ID cylinder number miscompare on seek 


hh:rm:8S Time of error in hours, minutes, and seconds 


DD-49 DISK MESSAGES 

The following message is displayed on the lOP Kernel console when the I/O 
Subsystem detects a DD'-49 disk error that requires manual intervention in 


SG~0051 


M-1 


D-01 



order to recover. The operator should inform a Cray Research customer 
engineer to perforin any necessary recovery actions before responding to 
the message. 

Format: 


hh:Tm:88 dd49 CH oh FATAL ermag ERROR. RETRY? (Y or N) 


Parameters: 


hh:tm:88 Time of error in hours, minutes, and seconds 


lOP disk channel in error 


ermsg 


Message describing the catastrophic drive status 


Message 


Description 


SPINDLE POWER 
R/W LOGIC POWER 
OVERTEMP 
RUN SWITCH 
WRITE PROTECT 

BLOWER AIR 
SPINDLE SPEED 


No spindle power detected 
No read/write logic power detected 
Overtemperature detected 
Run switch disabled 
Write protect indicators prevent 
writing disk data cylinders 
No blower air sensed 
Spindle not up to speed 


Response 


Result 


Disk error recovery executes more retries 


Disk error recovery terminates, reporting the error as 
unrecovered 


The following error message is displayed at the lOP Kernel console when 
the I/O Subsystem detects an unrecovered DD-49 disk error. The operator 
should Inform a Cray Research customer engineer to perform any necessary 
recovery actions before responding to the message. 

Format: 
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Parameters 


hh:rm:88 Time of error in hours, minutes, and seconds 

ehan lOP disk channel in error 

oyZ Cylinder in error 

hd Head group in error 

ctZ. DD-49 Controller status 

gen DD-49 Drive general status 

type Major error category: 

Description 

Unit select 
Cylinder select 
Read sector process 
Write sector process 
Unit release 


Category 

SLCT 

SEEK 

bead 

WRITE 

RLSE 
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INDEX 




INDEX 


ABORT comand 

description, 3^11 
ACQUIRE control statement 
as a mount request/ 3-12 
TEXT parameter on, D-1 
with STATUS, 4-70 
Accumulator channel Buffer Memory 
lOBs connected via, 1-7 
Activation type station conimands, 4-6 
APPEND coKUDand 

description, F-2 

Auxiliary I/O Processor, see XIOP 


Backup dataset, 4-32 
Beeping sound 

with STMSG, 4-72 
Binary file 

required for mainframe deadstart, 2-11 
BIOP (Buffer I/O Processor} 
access from, B-6 
descr ipt ion , 1-7 

disk storage units attached to, 1-3 
display message on, 2-10 
Block Multiplexer channels 

as I/O Subsystem support, 1-7 
Block Multiplexer controllers 

as I/O Subsystem support, 1-7 
Blocked file 

to unblock, 3-15 
Buffer I/O Processor, see BIOP 
Buffer Memory 

address bias, b- 8 
accumulator channel 
assigned to the I/O Processor, 3-5 
dunked, B-1, 3 
error displayed, 4-30 
error log buffer maintained in, 3-15 
in I/O subsystem, 1-1 
load the table in, B-6 
types of, 1-1 
BYE command 

description, F-2 


Central Memory 

address bias, B-8 
dumped, B-1, 3 

mainframe, error displayed, 4-30 
Change 

class assignment, 4-54 
station ID, 4-54 
stream counts, 4-77 


CHANMEIi command 

description, 4-14 
CHANNEL OFF command 

with SHUTDOWN, 4-62 
CHANNEL ON command 

to initiate a concentrator, 3-7 
to initiate NSC driver, 3-8 
Channel ordinal, 4-39 
Character set, A-1 
Character string 
in SNAP, 4-63 
CLASS command 

description, 4-15 
CLEAR command 

description, 4-16 
CLEAR utility 

description, F-8 
CLOCK command 

description, 3-16 
Command 

control, 4-6 
entry, 4-3 

file call description, 4-13 
file processing 
interrupt, 4-47 
resume, 4-47 
formats, 4-4 
syntax conventions, 4-5 
Command/response scroll area 
display for, 4-60 
COMMENT command 

description, 4-17 
with PAUSE, 4-47 
Communication 

be1:ween COS and the station, 4-42 
Communications station 

terminates Cray mainframe, 4-41 
OONC command 

description, 3-7 
command description, 4-18 
with ordinal processing, 4-14 
Concentrator commands 
description, 3-6,2 

enable for station initialization, 2-2 
Concentrator software 
control, 1-8 
CONFIG Kernel command 
description, 3-S 
CONFIGURE command 

description, 4-18. 1 
Control message exchange rate 
set, 4-48 
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OONSOLE conmand 

description, 4-20 
Copy data, 4-32 
copy utility, F-8 
COS directory 

file name in, 2-12 
CRAY command 

description, 3-2 
Cray mainframe Central Memory 
error displayed, 4-30 
CRAY X-MF 

parameters displayed for, B-3 
CRI front-end interface 

communication with, 3-6.2 
CRT interrupt handler, B-5 
Current date and time 
display, 3-16 
enter, 2-10 
set or reset, 3-16 


Dataset 

acquisition, D-1 
disposition, D-2 
print, D-2 
rerouting, 4-54 
staging, halt or resume, 4-64 
staging in, out with STREAM, 4-77 
staging, type of station commands, 4-7 
write to plotter, D-3 
DATASET command 

description, 4-21 
Date and time 

display, 3-16 
enter, 2-10 
set or reset, 3-16 
DD-29 Disk Storage Unit 
descripion, 1-4 
online error messages, M-1 
IH)-49 Disk Storage Unit 
description, 1-5 
online error messages, M-1 
DDUMP utility 

description, F-9 

Deactivation type station commands, 4-6 
Deads tart tape 

files contained in, 2-4 
DEP utility 

description, P-10 
mainframe deadstart, 2-12 
DEFAULT command 

description, 4-22 
Defined overlays 

listing of, 3-14 
DELAY command, 

description, 4-22.1 
DELETE command 

description, F-3 
DELETE utility, F-11 
Deselect disk, 4-24 
DEVICE command 

description, 4-23 
Device configuration 
alter, 3-10 

display type station commands, 4-10 


Device default, 4-22 

Device status 

control, 3-10 
DIOP (Disk I/O Processor) 
description, 1-7 

disk storage units attached to, 1-3 
display message on, 2-10 
DISABLE command 

description, 3-11 

DISABLE job control statement, 4-52 
Disk 

Controller Units, as I/O Subsystem support, 
1-6 

deselect, 4-24 
files in, 2-6 
I/O Processor, see DIOP 
or tape deadstart, 2-1 
statistics, initiate display of, 4-24 
Storage Units, as I/O Subsystem support, 1-6 
Storage Units attached to lOPs, 1-3 
80 Mbyte, formatting, L-1 
DISK command 

description, 4-24 
Display 

commands and system responses, 4-2 
dataset status, 4-21 

format as type of station commands, 4-9 
format of station software, 4-1 
frame count, 4-71 
header line, 4-71 
screen image on line printer, 4-63 
set refresh interval of, 4-50 
D i splay/console 

as I/O Subsystem su£^rt, 1-6 
attached to the lOPs, 1-2 
description, 1-3 
DISPOSE job control statement 
as a mount request, 3-12 
DC, DOC, and TEXT parameters on, D-2 
DliOAD utility, P-12 
DMP 

messages, B-9 
utility, B*-7 
DROP command 

description, 4-26 
DSTAT Utility, F-13 


EDIT utility 

description, F-14 
Editing functions, 4-2 
ENABLE command 

description, 3-11 
END command 

console, 4-20 
description, 4-27 
releases, 4-20 
ENDCONC comiamd 

descr ipt ion , 3-7 
ordinal processing , 4-14 
ENTER command 

change the station ID with, K-1 
description, 4-28 
Enter current date, 2-10 
Enter the time, 2-10 
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Equipment Table (EQT) , 4-19 
ERR0MP convoand 

description, 3-15 
error log buffer dumped with, 3^16 
ERROR Kernel ccianmand 
description, 3-16 
Error log buffer 

errors entered into, 3-15 
Error Log channel 

information collected via, 4-30 
memory errors detected by, 3-13 
to turn off, 3-16 
Error Log Table Display, 4-11 
ERROR station command 
description, 4-30 
displays most recent data, 3-16 
Executing queue (JXT) 

status display returned, 4-65 
EXIT control statement 

with DROP command, 4-26 
Expander disk drive, 4-13 
EXTRACT 

system log buffers flushed with, 4-62 


FDUMP utility 

description, F-15 
FETCH job control statement 
as a mount request, 3-12 
TEXT parameter on, D-1 
File 

editor commands, F-1 
utility commands, F-6, 3-2 
utility error messages, F-21 
FLAW utility 

description, F-16 
FLOAD utility 

description, F-16 
FLUSH command 

description, 4-32 
with SHUTDOWN, 4-62 
with STORAGE, 4-74 
Frame count 

with LINK, 4-39 
with STATUS, 4-71 
Front-end computer interfaces 

as I/O Subsystem support, 1-6 
Front-end interface, CRI 

communication with, 3-6*2 
Front-end monitoring, 4-11 
PSTAT file utility 

description, F-17 
Full-screen scroll mode, 4-2 
FUNCTION REJECT message, 4-52 


Generic resource status 
display, 4-55 


Hardware configuration, 1-1 
Hardware error information 
display, 4-30 
HELP Kernel command 
description, 3-6 


HELP station command 
description, 4-33 


lAOON command 

description, 3-10 
lAIOP 

and NSC concentrator commands, 2-14 
coumand description, 3-8 
END command 

logs it off, 3-10 
description, 3-10 
LOG command 

description, 3-9 
LOGOFF command 

description, 3-9 
POLL command 

description, 3-9 
INSERT command 

description, F-4 
Informative messages 
with STMSG, 4-72 
INIT utility 

description, F-16 
Initialization ccxiimands, 3-2 
Input and output streams 
with STREAM, 4-77 
Interactive 

commands, help for, 4-33 
communication with COS 
concentrator 
commands, 3-8 
control, 1-7 
function, 3-8 
initialized, 3-8, I-X 
logs on, 3-9 
terminated, 3-9, 10 
console, I-l 
station commands, I-l 
Interrupt software 

turn off error channel, 3-16 
I/O Processors (lOPs) 
description, 1-6 

channel, number descriptor, 4-18«l 
types of in lOS, 1-1 
I/O Subsystem (lOS) 
chassis 

description, 1-3 
deadstart from disk, 2-7 
deadstart from tape, 2-4 
maintenance panel, 2-4 
restart, 2-8 
concentrator, 3-6.2 
deadstart 

detailed procedure, 2-4 

from Peripheral Expander Disk, 2-6, 2-8 

from tape, 2-4 

Kernel software is read into disk, 2-4 
description, 1-1 
disk 

create a new file on, F-14 
copying on, F-8 
display status of, P-17 
modify a file on, P-14 
dvaap programs, B-1 
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I/O Subsystem (lOS) (continued) 
editor, F-14 
Grror Log Table, 4*30 
file editor 

commands, 3-2, F-1 
invoked, F-1 
maintenance panel, 2-6 
NSC driver, 3-7 

operator maintenance functions, 1-1 
Peripheral Expander disk unit 
select, 2-6 

peripheral support, 1-6 
peripherals, 1-1 
Poorer Distribution Unit 
DEADSTART buttons, 2-8 
cabinet, disk disabled at, 2-10 
printer, 3-15 

registers and local memories dumped, B-4 
restart 

at conclusion of dump, B-4 
without a dump, 2-8 
software configuration, 1-7 
station 

software, 1-8 
status display, 4-67 
tape, 3-15 

units attached to, 1-7 
lOS, see I/O Subsystem 


Job 

and dataset status type station commands, 
4-10 

class status 

display, 4-65 
command description, 4-35 
commencement type station commands, 4-8 
control information, K-1 
dataset stage, 4-81 
execution type station commands, 4-8 
identification type station commands, 4-7 
input queue 

with SUBMIT, 4-81 
logf lie 

enters a message, 4-43 
processing 

suspend, 4-82 
scheduling 

parameter change, 4-28 
type of station commands, 4-7 
status information, 4-36 
status message 
returns, 4-35 

termination type station comiaands, 4-8 
JOB statement 

with STORAGE, 4-74 
JSTAT conunand 

description, 4-36 


KILL command 

description, 4-37 


Kernel 

commands, 1-8 

description, 3-1 
for device, 3-11 
for station, 1-8 
help for, 4-33 

to initialize station software, 1-8, 4-1 
types of, 3-2 
halt codes, 3-13 

operator console (see also MIOP Kernel 
console) 

channel number, 3-5 
description, 3-1 
file utilities called at, F-6 
Kernel command executed on, 3-2 
special keys on, 3-1 
to control Kernel software, 1-8 
software 

description, 1-8 

DISKLOAD reads into the MIOP, 2-7 
Kernel STATION command, 1-8 


LIMIT command 

description, 4-38 
with RECOVER, 4-49 
with SHUTDOWN, 4-62 
LINK command 

description, 4-39 

Link control type station commands, 4-6 
Link and station status type station commands, 
4-9 

LISTO command 

description, 3-14 
LISTP command 

description, 3-13 
Loading the Kernel, 2-5 
Loading the deadstart program, 2-4 
Local Memory 

most recent error kept in, 3-16 
Logfile message type station commands, 4-9 
LOGOFF command 

description, 4-41 
LOGON command 

description, 4-42 
with SET, 4-61 
LOGON ID 

for communicating with COS, 1-8, 4-1 
shares with originating console, 4-20 
LOGON station command 

to establish commune t ion, 2-13 


Magnetic tape unit (see Peripheral Expander 
device) 

Mainframe deadstart/startup, 2-1 
Maintenance functions, 1-8 
Hass storage device 

space allocation for, 4-23 
Mass storage display status, 4-74 
MASTER command 

description, 3-4 
Master disk device 

to verify ID, 3-4 
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Master 1/0 Processor (see MIOP) 

Master operator station 
cos designates, 1-9 
respond to all messages at, 2-13 
change, 4-46 

Memory channel, 100 MBYTE 
error displayed, 4-30 
MESSAGE conunand 

description, 4-43 
MIOP (Master I/O Processor) 
composition of local, 3-5 
CONFIG display, 3-8 
consoles, 3-1 
CRT interrupt handler, B-5 
description, 1-6 

disk storage unit attached to, 1-3 
d i splay/console 

at deads tart, 3-1 
warning messages appear, B-8 
initialize, 3-10 
Kernel console 

entering the date and time, 2-5 
entering the date and time at, 2-7 
typing CONTROL D, 2-8 

SYSDOMP initiated autcanatically at, B-1 
NSC-related messages are displayed on, J-1 
system responses are displayed at, L-1 
MIOP (Master I/O Processor) 

Kernel console attached to, 1-8 
Kernel program, 3-1 
load OISKLOAD into, 2-7 
local memory of, 4-30 
memory , 3-5 

not accepting input from the console, B-2 
printer /plot ter attached to, 1-3 
station console connected to, 1-8 
saves information concerning, B-8, 9 
tasks running in, I-I 
Miscellaneous maintenance commands, 3-12 
MONITOR command 

description, 4-44 
Mounting the disk, 2-6 


NORERUN job control statement, 4-52 
NSC 

A130 adapter, 3-7 

activity messages, J-l 

and lAlOP concentrator commands, 2-14 

conunand description, 3-8 

driver 

initiate, 3-8 
terminate, 3-6 
NSCEND coiDinand 

description, 3-8 


Online disk device error messages, M-1 
Online tape device 

error roes sage s/commands, H-1 
Operator aids type station commands, 4-11 
Operator command 

to override default, 1-9 
OPERATOR command 

description, 4-46 


Parameter file 

input from console, 2-12 
required for mainframe deadstart, 2-11 
PAUSE command 

Control-S to interrupt processing, 4-13 
description, 4-47 
Peripheral Expander 

device error messages, 3-1 
devices 

control through Kernel commands, 1-8 
dataset transfers using, D-1 
mnemonics for accessing, 3-10 
perform maintenance functions on, 1-8 
disk 

copying on, P-8 
create a new file on, F-14 
deadstart alternative, 2-8 
delete files within directory, P-11 
default setting for files, F-10 
description, 1-4 
directories, F-6 
displays the status of, F-17 
dump files from, P-15 
dump files to magnetic tape, F-9 
file renaming, F-20 
files and directories on, P-6 
initializes, F-18 
load DMP frcoQ, B-9 
load files to, F-12 
makes a cylinder unavailable, F-16 
modify a file on, F-14 
mount deadstart disk on, 2-6 
mount message, 3-12 
rename fields, F-20 
setting default for files, F-lO 
storage unit 
disk unit, 3-12 

dataset acquisition from, D-2 
write dataset to, D-4 
error messages, E-1 

housed in Data General tape unit, 1-2 
magnetic tape unit 

dataset acquisition from, D-1 
description, 1-4 
disk, DMP loaded from, B-7 
display directory, P-13 
dump files to, P-15 
load DMP from, B-8 
load files frcrni, P-12 
mount to deadstart, 2-4 
source or destination device, 3-11 
submit batch jobs from, 1-8, 4-1 
MIOP supported through, 1-6 
printer/plotter description, 1-5 
tape device, 4-56 

tape mount messages/requests, 3-11 
Peripherals control type station commands, 4-7 
Peripherals status type station commands, 4-10 
Permanent dataset 
stage, 4-58 

Permanent storage device 
copy data to, 4-32 
POLL command 

description, 4-48 
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Secondary storage device (SSD) 
dumped, B^3 
Sense switches 

manipulate, 4-83 
SET comiiiand 

description, 4-61 
SUOTDOWN command 

description, 4-62 
with RECOVER, 4-49 
with RESUME, 4-53 
SNAP command 

description, 4-63 
used after COMMENT, 4-17 
Software version 

display status of, 4-1 
SSD (see secondary storage device) 

STAGE command 

description, 4-64 
START Kernel command 

command syntax conventions, 2-11 
editor invoked on, P-1 
lOS/mainframe link established via, 3-3 
to deadstart, 2-11, 3-2 
to terminate concentrator, 3-7 
Starting a Cray Computer System with an I/O 
Subsystem, 2-1 
Startup 

file creation and maintenance, F-1 
with lOS restart, 2-2, 8 
files, storage method, 2-11 
STATCLASS comiDand 

description, 4-65 
Station 

comiRands, 1-8, 4-4 
descriptions, 4-4 
display format, 4-1 
enter for station initialization, 2-2 
help for, 4-33 
screen format, 4-2 
summary, 4-5 
consoles 

allocate additional, 4-20 
control station software from, 1-8, 4-1 
special keys, 4-2 
identification, 4-6 
messages 

display, 4-72 

for inappropriate ccxomands, C-1 
reply to request, 4-51 
summary, 4-9 
initialization, 2-1, 13 
terminate operation, 4-27 
software 

logged off, 4-27 
to initialize, 1-8 
stream status display, 4-79 
STATION command 

description, 4-67 
Station commands, type summary 
activation, 4-6 
command control, 4-6 
dataset staging, 4-7 
deactivation, 4-6 
device configuration display, 4-10 


Poll interval 

with STATION, 4-67 
Power Distribution Unit 

turn on to deadstart from disk, 2-7 
turn on to deadstart, from tape, 2-4 
PRINT command 

description, F-4 
Print display contents, 4-63 
PROC utility 

description, P-19 
PRTAPE command 

description, 3-15 


Queue count, 4-39 

Read-ahead buffer, 4-24 
Read-only status, 4-23 
RECX>VER command 

description, 4-49 
with RESUME, 4-53 
with SHUTDOWN, 4-62 
REFRESH command 

description, 4-50 
Refresh state and rate 
with STATION, 4-67 
RENAME utilility 

description, F-20 
REPLACE command 

description, F-5 
REPLY comiiiand 

description, 4-51 
REPLY response 

to ignore messages and continue with startup, 
2-14 

RERUN ccmmand 

description, 4-52 

make job ineligible for rerun, 4-52 
RERUN job control statement, 4-52 
Response-required message 
with STMSG, 4-72 
RESTART command 

description, 3-11 
RESTORE 

with FLUSH, 4-32 
RESUME command 

description, 4-53 
with SHUTDOWN, 4-62 
RESUME Kernel conmiand 
description, 3-11 
ROUTE command 

description, 4-54 
to change station ID, K-1 
RSTAT command 

description, 4-55 

SAVE command 

as a mount request, 3-12 
description, 4-58 
with STAGE, 4-64 
with STATUS, 4-70 
SCROLL command 

description, 4-60 
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station commands# type summary (continued) 
display format, 4-9 
error log table display, 4-11 
job and dataset status, 4-10 
job commencement, 4-8 
job execution, 4-8 
job identification, 4-7 
job scheduling, 4-7 
job termination, 4-8 
link and station status, 4-9 
link control, 4-6 
logfile messages, 4-9 
operator aids, 4-11 
peripherals control, 4-7 
peripherals status, 4-10 
station identification, 4-6 
station messages, 4-9 
Station ID, change 4-54 
STATION Kernel command 
description, 3-3 

to initialize station software, X-8, 2-13 
STATUS command 

description, 4-69 
issued with DELAY, 4-22*1 
with DROP command, 4-26 
with ENTER command, 4-28 
with JOB, 4-35 
with JSTAT, 4-36 
With KILL, 4-37 
with RESUME, 4-53 
with SUSPEND, 4-82 
Status display 

example, 4-68 

link between stations and mainframe, 4-39 
with SWITCH, 4-83 
STMSG command 

description, 4-72 

to display the station messages, 2-13 
STORAGE command 

description, 4-74 
issued with DELAY, 4-22*1 
STP command 

description, 4-76 
STREAM command 

description, 4-77 
Stream counts 
change 4-77 
with STATION, 4-67 
Stream status 

display, 4-79 
with STATION, 4-67 
STRSTAT command 

descr iption , 4-79 
SUBMIT command 

as a mount request, 3-12 
description, 4-81 
with SAVE, 4-58 
with STATUS, 4-70 
SUSPEND command 

description, 4-82 
with RECOVER, 4-49 
with RESUME, 4-53 

Suspend command processing, 4-22*1 


Suspended jobs 

lift suspension, 4-49 
reschedule, 4-53 
SWITCH ccMomand 

description, 4-83 
SYSDUMF 

code functions, b- 5 
messages, B-6 
parameter list, B-2 
utility, B-1 
SYSDUHP? message 

responding to SYSDUMP?, 2-8 
System 

deactivation procedure, 4-62 
deadstart description, 2-1 
dump request, 2-8 
logfile, enter message, 4-43 
monitor parameters, 4-44 
status display, 4-69 
task processor statistics, 4-76 
System-configured year 

to change, 2-6, 8, 3-16 
unmatched, 2-5, B 


Tape 

configuration displays, 4-84 

deadstart from, 2-4 

files 

format, 3-15 

to print unblocked, 3-15 
job status displays, 4-86 
mount messages with SXMSG, 4-72 
mount requests 
forms of, 3-11 
list of, G-1 
or disk deadstart, 2-1 
TAPE command 

description, 4-04 
TIME command 

description, 3-16 
TJOB command 

description, 4-86 
Toggle switches 

deadstart from tape, 2-4 
set, 2-6 

TTY command, 3-6 
Type-ahead buffer, 4-2 
TYPE command 

description, P-5 


UBTAPE command 

description, 3-15 


Volume default, 4-22 
Volatile device 

copies data from, 4-32, 62 


XIOP 

Auxiliary Processor, 1-2 
description, 1-7 
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